Form 3160-3 : ‘M SUBMIT IN CATE* Form approved.
(November 1983) (Other inst on Budget Bureau No. 1004—-0136
(formesly 9—331C) TED STATES reverse side) Expires August 31, 1985
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6. IF INDIAN, ALLOTTEE OR TRIBE NAME

“_APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK n/a

la. TYPE OF WORK
DRILL DEEPEN D PLUG BACK D 7. UNIT AGEEEMENT NAME
b. TYPE OF WILL : n /a
l;.l'!:.u' g,A:sm orHER %’:&“ ;‘OUNF:‘PL‘ §. TARM OR LEASE NAME
2. NAME OF OPERATOR Monument Federal
Equitable Resources Energy Company 9. WELL No.
' #24-17-9-16

3. ADDRESS OF OPERATOR

1601 Lewis Avenue; Billings, MT 59102

4. LOCATION or WELL (Report location clearly and in accordance with any State requirements.”)

10. FIZLD AND POOL, OR WILDCAT

Monument Butte/Green River

At suriace
SE SW Section 17, T9S, RI6E  bbo fFse (140 Fwi AR
d .
At oroposed prod. zone 603 20/ 17, TQS, R16E
14. DISTANCE IN MILES AND DIRECTION FROM XNEKAREST TOWN OR POST OFFICE® 12. COUNTY OR PARISH| 13. BTATE
From Myton, UT approximately [0 ~i SW Duchesne UTAH
135. DIBTANCE PROM PROPUSED® 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

TO THIS WELL

LOCATION TO NEAREST ,
PROPERTY OR LEASE LINE, FT. (_0 %D LL,D

{Also to nearest drlg. unit line, if any)
18. DISTANCEZ FROM IROTOSED LOCATION® 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, ’
OR APPLIZD FOR, ON THIS LEASE, FT. S'I 50 Rotary
22. APPROX, DATE WOREK WILL BTART®

21. ELEVATIONS (Show whether DF, RT, GR, etc.)

6,008" gL | June 1, 1996

3. PROPOSED CASING AND CEMENTING PROGRAM

81ZF OF HOLE 81Zk OF CABING WEIGHT PER FOOT BS8ETTING DEPTH QUANTITY OF CTMENT

See attached |Drilling Program/Casing Desigs =

Operator intends to drill this well in accordance with the atached EXHIBITS. A
Tisting of EXHIBITS is also attached.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, to conduct these
operations associated with the application. Bond coverage pursuant to 43 3‘1‘

4

b responsible for corgli

thi jcati
AP 885
ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY; Utah Division of 0i1, Gas and Mining (Salt Lake City, UB?V OF OIL. GAS & MINING

being provided by Equitable Resources Energy Company as principal and Safeco
surety under BLM Bond No. MT 0576 (Nationwide 0i1 & Gas Bond #5547188) who w
with all of the terms and conditions of that portion of the lease associated

IN ABOVE BPACZ DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive sone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowount

preventer program, if any.
24,

Regulatory and

(This space for Federal or State office use)

PERMIT NO. ) o 0/3‘— g/é gx PPROVALDATE .
APPROVED BY — TITL
CONDITIONS OF APPROVAL, IF A H

*See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States anv false. hctn:ous or fraudulent statements or representations a8s to any matter within its jurisdiction. N

SIGNED




2649.21° (Megsured)
NOO3'W (G.L.O.) Basis of Bearings

NO'03'21"W — 2648.56" (Meas.)

—-$

TS9S, RI6E, S.L.B.&M.

N89'50'W — 80.02 (G.L.0.)

—

17
|

WELL LOCATION:
MONUMENT FEDERAL #24—17-9—-16

ELEV. UNGRADED GROUND = _6007.9’

NO03'W (G.L.O.)

1980.0'

P

660.0"

4

S89°55'12"E — 2641.22° (Meas.)

N89'58'49"E — 2641.38" (Meas.)

@ = SECTION CORNERS LOCATED

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)

FQUITABLE RESOURCES ENERGY (0.
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R16E, S.L.B.&M. DUCHESNE COUNTY,

UTAH.

THIS IS TO CERTIFY
PREPARED FROM Fiit
MADE BY ME OR i
THE SAME ARE PU&S A
MY KNOWLEDGE JNB- o

......

TRI STATE LAND SURVEYING & CONSULTING
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(801) 781—2501
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SCALE: 1" = 1000 SURVEYED BY: S.S.
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NOTES: FILE #




CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS
WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

li
A

Equitable Resources Energy Company,
Balcron 0il Division
1601 Lewis Avenue
Billings, MT 59102
(406) 259-7860



EXHIBITS

A PROPOSED DRILLING PROGRAM

B PRdPOSED SURFACE USE PROGRAM

c GEOLOGIC PROGNOSIS

D DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM
E  HAZMAT DECLARATION

F  EXISTING & PLANNED ACCESS ROADS (MAPS A & B)
G  WELLSITE LAYOUT

H BOPE SCHEMATIC

I EXISTING ROADS (MAP C)

J  PROPOSED PRODUCTION FACILITY DIAGRAM

K  SURVEY PLAT

L LAYOUT/CUT & FILL DIAGRAM

6/19/95



' EXHIB” AN

Proposed Drilling Program
Page 1

R

EQUITABLE RESOURCES ENERGY COMPANY
Monument Federal #24-17-9-16Y
SE SW Section 17, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1.

ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

I A W

See Geologic Prognosis (EXHIBIT "C")

a.

EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M gystem will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

An  accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above
precharge on the c¢losing manifold without the use of the
closing unit pumps will be installed during the drilling of
this well.

An upper kelly cock will be used during the drilling of this
well.

Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.
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EXHIBIT "A"
Proposed Drilling Program
Page 2

Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well control.

PROPOSED CASING AND CEMENTING PROGRAM:

a.

b.

C.

d.

E.

Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

All potentially productive hydrocarbon zones will be isolated.

Casing designs are based on factors of burst: 1.00, collapse:
1.125, and joint strength: 1.8.

All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area. '

c¢. No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

a. The drilling operations for this well will begin as soon after
APD approval as possible.

b. These drilling operations should be completed within 12 days

after spudding the well depending on weather and hole
conditions.



EXHIBIT "A"
Proposed Drilling Program
Page 3

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for abandonment.

OTHER

a. Operator requests a variance to regulations requiring a
straight run blooie line.

b. Operator requests a variance to regulations requiring an
automatic ignitor or continuous pilot light on the blooie
line.
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® B

Multi-Point Surface Use and Operations Plan

EQUITABLE RESOURCES ENERGY COMPANY
MONUMENT FEDERAL $#24-17-9-16
SE SW SECTION 17, T9S, R16E
DUCHESNE COUNTY, UTAH

Existing Roads: Refer to Maps "A" & "B" (shown in RED)

A.

The proposed well site is staked and four reference
stakes are present. 150’ & 200’ Northwest and 200’ & 240’

Northeast.

The Monument Federal #24-17-9-16 is located 10 miles
Southwest of Myton Utah in the SE1/4 SW1/4 Section 17,
T9S, R16E, SLB&M, Duchesne County, Utah. To reach the 24-
17-9-16, proceed West from Myton, Utah along U.S. Highway
40 for 1.6 miles to the junction of this highway and Sand
Wash road; Proceed South along the Sand Wash road
approximately 6.3 miles to a road intersection, turn right
and continue 8.5 miles to the proposed access road sign.
Follow flags 0.3 miles to location.

Access roads - refer to Maps "A" and "B".

Access roads within a one-mile radius - refer to map "B".
The existing roads will be maintained in the same or
better condition as existed prior to the commencement of

operations and said maintenance will continue until final
abandonment and reclamation of the well location.

Planned Access Roads: Refer to Map "B"

Approximately 0.3 miles of new road construction will be
required for access to the proposed well location.

A.

Width - maximum 30-foot overall right-of-way with an 18-
foot road running surface, crowned & ditched and/or sloped

and dipped.
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B.

Construction standard - the access road will be
constructed so as to conform to the standards outlined in
the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for 0il and Gas
Exploration and Development. (1989)

The road will be constructed to meet the standards of the
anticipated traffic flow and all-weather requirements.
Construction will include ditching, draining, crowning,
and capping or sloping and dipping the roadbed as
necessary to provide a well constructed and safe road.
Prior to construction/upgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.
Traveling off of the thirty (30) foot right-of-way will
not be allowed,

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossing shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and -
detours around them avoided.

Maximum grade — Less than 8%

Turnouts — no turnouts will be required on this access
road.

Drainage design - the access road will be crowned and
ditched or sloped and dipped, and water turnouts installed
as necessary to provide for proper drainage along the
access road route.

Culverts, cuts and fills - none.

Surface materials - all construction materials will be
native material taken from onsite.

Gates, cattleguards or fence cuts — none required.

Road maintenance - during both the drilling and
production phase of operations, the road surface and
shoulders will be kept in a safe and useable condition and
will be maintained in accordance with the original
construction standards. All drainage ditches and culverts
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will be kept clear and free-flowing, and will also be
maintained in accordance with the original construction
standards. The access road right-of-way will be kept free
of trash during operations.

J. The proposed access road has been centerline flagged.

K. 1If a right-of-way is required please consider this APD
the application for said right-of-way.

Location of Existing Wells Within a One-Mile Radius:
Please Refer to Map "C"

A. Water wells - none known.

B. Abandoned wells - see Map "C"

C. Temporarily abandoned wells - none known.
D. Disposal wells — none known.

E. Drilling wells - none known.

F. Producing wells - see Map "C".

G. Shut-in wells - none known.

H. Injection wells - none known.

I. Monitoring wells - none known.

Location of Existing and/or Proposed Facilities Owned by
Equitable Resources Energy Company Within a One-Mile Radius:

A. Existing

Tank batteries - see Map "C".
Production facilities - see Map "C".
0il gathering lines - none.

Gas gathering lines - see Map "C".

FNERY

B. New Facilities Contemplated

1. All production facilities will be located on the
disturbed portion of the well pad and at a minimum of
twenty-five (25) feet from the toe of the backslope or
toe of the fill slope.

2. The production facilities will consist primarily of a
pumping unit, Two tanks and an emergency pit. A diagram
showing the proposed production facility layout is
included in this APD.

3. Production facilities will be accommodated on the
existing well pad. Construction materials required for
installation of the production facilities will be
obtained from the site; any additional materials
required will be purchased from a local supplier having
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a permitted (private) source of materials within the
area. ’

A dike will be constructed completely around those
production facilities which contain fluids (i.e.
production tanks, produced water tanks and/or heater
treater). These dikes will be constructed of compacted
subsoil, be impervious, hold 100% of the capacity of

- the largest tank, and be independent of the back cut.

4. All permanent (onsite for six months or longer) above
the ground structures constructed or installed
including pumping units) will be painted Desert Brown.
All production facilities will be painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act Rules
and Regulations will be excluded from this painting
requirement.

C. The production (emergency) pit will be 12'x12’ and will
be fenced. Said fence will be maintained in good
condition.

D. During drilling and subsequent operations, all equipment
and vehicles will be confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for
operation will accomplished by grading, leveling and
seeding as recommended by the Bureau of Land Management.

For Pipeline:

F. Any proposed pipelines will be submitted to the
authorized officer Via Sundry Notice for approval of
subsequent operations.

G. Equitable Resources Energy Company shall be responsible
for road maintenance from the beginning to completion of
operations.

Location and Type of~Water Supply

A. Water to be used for the drilling of these wells will be
hauled by truck over the roads described in item #1 and |
item #2, from a well owned by Owen Dale Anderson of Vernal |
Utah or from a spring owned by Joe Shields of Myton Utah.
Source will be determined by sundry notice closer to the
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B'

beginning of drilling operations.

No water well will be drilled on this location.

6. Source of Construction Materials

A.

C.

D.

No construction materials are needed for drilling
operations. In the event of production, the small amount
of gravel needed for facilities will be hauled in by truck
from a local gravel pit over existing access roads to the
area. No special access other than for drilling operations
and pipeline construction is needed.

All access roads crossing Federal land are described
under item #2, and shown on Map #A.

All construction material for these location sites and
access roads shall be borrowed material accumulated during
the construction of the location sites and access roads.
No additional construction material from other sources is
anticipated at this time, if in the future it is required
the appropriate actions will be taken to acquire it from
private sources.

All surface disturbance area is on B.L.M. lands.

There are no trees on this location.

7. Methods of Handling Waste Materials:

AC

B.

Cuttings - the cuttings will be deposited in the reserve
pit.

Drilling fluids - including salts and chemicals will be
contained in the reserve pit. Upon termination of
drilling and completion operations, the liguid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within one hundred twenty
(120) days after termination of drilling and completion
activities. '

In the event adverse weather conditions prevent removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized Officer upon
receipt of a written request from Equitable Resources
Energy Company. ‘

The reserve pit will be constructed so as not to leak,
break, or allow discharge. The reserve pit will be lined
with a 12 mil plastic reinforced liner.
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C.

Produced fluids - liquid hydrocarbons produced during
completion operations will be placed in test tanks on the
location. Produced waste water will be confined to a
lined pit (reserve pit) or storage tank for a period not
to exceed ninety (90) days after initial production.
During the ninety (90) day period, in accordance with
Onshore Order #7, an application for approval of a
permanent disposal method and location, along with the
required water analysis, shall be submitted for the
Authorized Officer’s approval. Failure to file an
application within the time frame allowed will be
considered an incidence of noncompliance.

Any spills of oil, gas, salt water or other noxious fluids
will be immediately cleaned up and removed to an approved
disposal site.

Sewage — self-contained, chemical toilets will be
provided for human waste disposal. Upon completion of
operations, or as needed, the toilet holding tanks will be
pumped and the contents thereof disposed of in the
nearest, approved, sewage disposal facility.

Garbage and other waste material - garbage, trash and
other waste materials will be collected in a portable,
self-contained and fully-enclosed trash cage during
drilling and completion operations. Upon completion of

~ operations (or as needed) the accumulated trash will be

disposed of at an authorized sanitary landfill. No trash
will be burned on location or placed in the reserve pit.

Immediately after removal of the drilling rig, all debris
and other waste materials not contained in the trash cage
will be cleaned up and removed from the well location. No
adverse materials will be left on the location. Any open
pits will be fenced during the drilling operation and the
fencing will be maintained until such time as the pits are
backfilled.

The reserve and/or production pit will be constructed on
the existing location and will not be located in natural
drainages where a flood hazard exists or surface runoff
will destroy or damage the pit walls. All pits will be
constructed so as not to leak, break, or allow the
discharge of liquids therefrom.

Ancillary Facilities:

None anticipated.
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9.

Wellsite Layout:

A.

Plat #1 shows the drill site layout as staked. Cross
sections have been drafted to visualize the planned cuts
and fills across the location. An average minimum of six
(6) inches of topsoil will be stripped from the location
(including areas of cut, £ill, and/or subsoil storage) and
stockpiled for future reclamation of the well site. Refer
to Figure #1 for the location of the topsoil and subsoil
stockpiles. The reserve pit will be on the South side of
location. Access will be from the West near corner #7.
Corner #6 will be rounded to avoid excessive cut.

Plat #2 is a diagram showing the rig layout. No permanent
living facilities are planned. There may be as many as
three (3) trailers on location during drilling operation.

A completion rig will be moved onto location for
completion operations after drilling operations have been
completed and the drilling rig has been moved off
location.

A diagram showing the proposed production facility layout
is included in this APD.

The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid.

The reserve pit will be lined with a 12 mil plastic liner,
it will be torn and perforated after the pit dries and
before backfilling of the reserve pit.

Prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-
inch net wire with one strand of barbed wire on top of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at
least 42-inches.

1. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

2. Standard steel, wood, or pipe posts shall be used
between the corner braces. The maximum distance
between any two (2) posts shall be no greater than
sixteen (16) feet.

3. All wire shall be stretched, by using a stretching
device, before it is attached to the corner posts.
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10.

The fourth side of the reserve pit will be fenced
immediately upon removal of the drilling rig and the
fencing will be maintained until the pit is backfilled.

Any hydrocarbons on the pit will be removed from the pit
as soon as possible after completion operations are
completed.

Plans for Reclamation of the Surface:

The B.L.M. will be contacted prior to commencement of any
reclamation operations.

A.

Production

l.

Immediately upon well completion, the well location
and surrounding area(s) will be cleared of all debris,
materials, trash and junk not required for production.

Immediately upon well completion, any hydrocarbons on
the pit shall be removed in accordance with 43 CFR
3162.7-1.

The plastic pit liner shall be torn and perforated
before backfilling of the reserve pit.

Before any dirt work to restore the location takes
place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc. will be removed.

Other waste and spoil materials will be disposed of
immediately upon completion of drilling and workover
activities.

The reserve pit and that portion of the location and
access road not needed for production
facilities/operations will be reclaimed within one
hundred twenty (120) days from the date of well
completion, weather permitting.

If the well is a producer, Equitable Resources Energy
Company will, upgrade and maintain access roads as
necessary to prevent soil erosion, and accommodate year
round traffic. Reshape areas unnecessary to
operations, distribute topsoil, disk and seed all
disturbed areas outside the work area according to the
recommended seed mixture. Perennial vegetation must be
established. Additional work shall be required in case
of seeding failures, etc.

If the well is abandoned/dry hole, Equitable Resources
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Energy Company will, restore the access road and
location to approximately the original contours.
During reclamation of the site, push the fill material
into cuts and up over the backslope. Leave no
depressions that will trap water or form ponds.
Distribute topsoil evenly over the location, and seed
according to the above seed mixture. The access road
and location shall be ripped or disked prior to
seeding. Perennial vegetation must be established.
Additional work shall be required in case of seeding
failures, etc.

Seedbed will be prepared by disking, following the
natural contours. Seed will be drilled on contours at
a depth no greater than one-half inch (1/2"). 1In areas
that cannot be drilled, seed will be broadcast at
double the seeding rate and harrowed into soil.
Certified seed will be used whenever available.

Fall seeding will be completed after September 15 and
prior to prolonged ground frost. Spring seeding, to be
effective, will be completed after the frost has left
the ground and prior to May 15th.

Upon completion of backfilling, leveling and
recontouring, the stockpiled topsoil will be evenly
spread over the reclaimed area(s). Prior to reseeding,
all disturbed surfaces will be scarified and left with
a rough surface. No depressions will be left that
would trap water and form ponds. All disturbed surfaces
will be reseeded with the seed mixture stipulated by
the B.L.M. '

Seed will be drilled on the contour to a approximate
depth of one-half (1/2) inch. All seeding will be
conducted after September 15 and prior to ground frost.
Spring seeding will be done after the frost leaves the
ground and no later than May 15. If the seeding is
unsuccessful, Equitable Resources may be required to
make subsequent seedings.

B. Dry Hole/Abandoned Location

l.

On lands administered by the Bureau of Land
Management, abandoned well sites, roads, or other
disturbed areas will be restored to near their original
condition. This procedure will include:

(c) ensuring revegetation of the disturbed areas to the
specifications of the Bureau of Land Management at
the time of abandonment.
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2. All disturbed surfaces will be recontoured to the
approximate natural contours and reseeded according to
BLM specifications. Reclamation of the well pad and
access road will be performed as soon as practical
after final abandonment and reseeding operations will
be performed in the fall or spring following completion
of reclamation operations.

11. Surface Ownership:

The well site and proposed access road are situated on
surface lands administered by

Bureau of Land Management
Vernal District Office
Vernal, Utah

12. Other Information:

A.

Topographic and geologic features of the area (reference
Topographic Map #A) are:

The proposed drill site is located in the Monument Butte
oil field, which lies in a large basin formed by the Uinta
Mountains to the North and the Bookcliff Mountains to the
South. The site is located approximately 15 miles
Northwest of the Green River,which is the major drainage
for this area, and approximately 13 miles Southwest of
Myton Utah.

This basin floor is interlaced with numerous canyons and
ridges formed by the non-perennial streams of the area.
The sides of these canyons are steep and ledges formed in
sandstone, conglomerate deposits and shale are common in
this area.

The geologic structures that are visible in the area are
of the Uinta formation (Eocene Epoch) tertiary period and
the cobblestone and younger alluvial deposits from the
Quaternary period.

The soils in the semi-arid area of the Williams Fork
Formation (Upper Cretaceous) and Wasatch Formation
(Eocene) consist of light brownish gray clay (OL) to sand
soil (SM-ML) type with poorly graded gravels.

Outcrops of sandstone ledges, conglomerate deposits and
shale are common in this area.

The topsoils in the area range from a sandy clay (SM-ML)
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type soil to a clayey (OL) soil.

The majority of the numerous washes and draws in the area
are of a non-perennial nature flowing during the early
spring run-off and heavy rain storms of long duration
which are rare as the normal annual rainfall in the area
is only 8".

The flora of the area includes sagebrush, mountain
mahogany, serviceberry, rabbit brush, greasewood, four-
wing saltbush, Gambel scrub oak, willow, tamarack,
shadscale, Spanish bayonet, indian rice grass, cheatgrass,
wheatgrass, curly grass, crested wheatgrass, sweet clover,
gum weed, foxtail, mustard, Canadian thistle, Russian
thistle, Kochia, sunflowers and cacti.

The fauna of the area includes cattle, horses, elk, deer,
coyotes, rabbits, rodents, lizards, bull snakes, rattle
snakes, water snakes and horned toads. Birds of the area
are ground sparrows, bluejays, bluebirds, magpies, ravens,
rapters, morning doves, swallows, nighthawks,
hummingbirds, and chukar.

The surface ownership is Federal. The surface use is
grazing and petroleum production.

1. The closest live water is the Green River which is
approximately 15 miles Southwest of the proposed site.

2. There are no occupied dwellings in the immediate area

3. An archaeological report will be forwarded upon
completion.

4. There are no reported restrictions or reservations
noted on the oil and gas lease.

5. A silt catchment dam will not be required for this
location.
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13. lessee’s or Operator’s Representative:

Equitable Resources Energy Company
1601 Lewis Avenue

P.0. Box 21017

Billings, Montana 59104

(8:00 a.m. to 5:00 p.m.)
(406)259-7860

FAX: (406)245-1361

Dave McCoskery, Home (406)248—3864

Dale Griffin, Home (303)824-3323

14. certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the
operatlons proposed herein will be performed by Balcron 0il, a
division of Equitable Resources Energy Company, and its
contractors and subcontractors in conformlty with this plan and
the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

(e 34 9L ?}\bhu;, Sl Lencen ! MG,

Date Bobbie Schuman
Coordinator of Environmental
and Regulatory Affairs
Equitable Resources Energy Co.

Page (12)




QJ%QEQUIT‘_E RESOURCES ENERGY Q)I\/IPANY
DY WESTERN REGION |

-~

Well Prognosis

Well Name Monument Federal #24-17-9-16

Location SE/SW Section 17-T9S-RI6E (660 FSL, 1980 FWL)

County/State Duchesne County, Utah

Field Monument Butte

Well Type Step Out

GL (Ung) 6008 EST. KB 6017 Total Depth 5750
Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum Prog Control Deviation
UINTA
GREEN RIVER 4413
HORSEBENCH SS 3849
IND GARDEN GULCH 2253
Y-3 (PAY) 1870
YELLOW MARKER 1583
DOUGLAS CREEK MKR 1440
R-1 (PAY) 1391
G-1L (PAY) 1163
GREEN MARKER 1100
G-3 (PAY) 1048
G-6 (PAY) 717
CARBONATE MARKER 524
B-1 (PAY) 499
TD
Samples DST,s Wellsite Geologist
50' FROM 1500' TO 4000 DST #1 NONE Name:
20' FROM 4000' TO TD DST #2 From: To:
5' THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLING BREAKS DST #4
Phone # wk.
Logs : Cores hm.
DLL FROM SURFCSNGTO T Core #1 Fax #
LDT/CNL FROM 4000' TO TD Core #2
Core #3 Mud Logger
Core #4 Company:
From: 1500 To: TD
Type:
- Comments: Logger:
| Phone #
Fax #
Report To: 1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. (406)245-2261 hm.
2nd Name: KEVEN REINSCHMIDT Phone # (406)259-7860 wk. (406)248-7026 hm.

Prepared By: DAVE BICKERSTAFF

Phone #

wk.

hm,




EQUITABLE RESOURCES
ENERGY COMPANY

WESTERN RECGION

-

“»

DRILLING PROGRAM

WELL NAME: Monument Federal #24-17-9-16 DATE: 5-21-96
PROSPECT/FIELD: Monument Butte

LOCATION: SE/SW Section 17 Twn.9S Rge.l6E

COUNTY: Duchesne

STATE: Utah

TOTAL DEPTH: 5750’

HOLE SIZE INTERVAL

12 1/4" Surface to 260’

7 7/8" 260’ to 5750’

CASING INTERVAL CASING
STRING TYPE FROM TO SIZE WEIGHT GRADE
Surface Casing 0’ 260" 8 5/8" 24 J55
Production Casing 0’ 5750 5 1/2” 15.50 K55

CEMENT PROGRAM

Surface Casing 150 sacks class”G” with 2% CaCl and 1/4
1b/sack Flocele.
(Cement will be circulated to surface.)

Production Casing 250 sacks Thrifty Lite and 400 sacks 50-50
Poz.
(Actual cement volumes will be calculated from
caliper log with cement top at 2000')

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT
Air and Air Mist 0’ 260 N.A. N.A. N.A.
Air/Air Mist/KCl wtr 260’ T.D. 8.7-8.9 N.A. N.A.

COMMENTS

1.) No cores or tests are planned for this well.




EQUITABLE RESOURCES ENERGY COMPANY

Operator: EREC

| Well Name: Monument Fed. 24-17

Project ID:

| Location: Duchesne, Utah

Degign Parameters:

Design Factors:

Mud weight ( 8.90 ppg) :0.462 psi/ft Collapse :1.125
Shut in surface pressure 1 2604 psi Burst : 1.00
Internal gradient (burst) : 0.009 psi/ft 8 Round :1.80 O
Annular gradient (burst) : 0.000 psi/fi Buttress :1.60 ()
Tensile load is determined using air weight Other :1.50 @)
Service rating is "Sweet" Body Yield :1.50 (B)
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)
1 5,750 5.500 15.50 J-55 ST&C 5,750 4,825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
1 2658 4040 1.520 2658 4810 1.81 89.13 202 2.27 J

Prepared by
Date
Remarks

05-21-1996

McCoskery, Billings, Montana

Minimum segment length for the 5,750 foot well is 1,500 feet.
SICP is based on the ideal gas law, a gas gravity of 0.10, and a mean gas
temperature of 115°F (Surface 74°F , BHT 154°F & temp. gradient 1.400°/100 ft.)

String type: Production :

The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and

2,658 psi, respectively.

NOTE :

The design factors used in this casing string design are as shown above. As a general

guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with
evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API 8rd tension, 1.6 - buttress tension,

1.5 - body yield tension, and 1.6 - BUE 8rd tension. Collapse strength under axial tension
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility
for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing model. (Version 1.07)




EXHIBIT E

Hazardous chemicals 10,000 pounds of which will most likelv be
used, " produced, stored, transported, or disposed of in
association with the proposed action of drilling, completing

and groducing this well:

‘We anticipate that none of the hazardous chemicals in
" quantities of 10,000 pounds or more will be associated
with these operations.

Extremely hazardous substances threshold quantities (per
Howard Cleavinger 11/30/93) of which will be used, produced,
stored, transported, or disposed of in association with the
proposed action of drilling, completing and producing this
well:

!

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
associated with these operations.

il

12/1/93
Revised 12/7/93

/rs




FQUITABLE RESOURCES' CO. |

MONUMENT FEDERAL #24—17-9—16 77re Stale
SEC. 17 T89S RI16E S. LB &M Land Surveying. /nc.
TOPO "B” \ (801) 781-2501

38 WEST 100 NORTH VERNAL, UTAH 84078
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TYPICAL RIG LAYOUT

MONUMENT FEDERAL #24—17-9—-16

S .
9 ]
PARKING
COMPRESSOR
HOUSE :
AN _IHHHHH_
TRASH CAGE [ -
(LOCATION OPTIONAL) [ | |SENERATOR - ]
: ] ]
i — RESERVE AT LS
g | — 100" x 750 ™
S PUMP HSE — & DEEP ]
E BRINE WATER — —
, TRAILER ! ] -
U DRILL - ]
: PLAT ] -
b4 FORM s
100" wATeR TANK 50 [ IRERERERRN
DOG HOUSE 75’
20'
CATWALK
PIPE RACKS
Q
A

7re Stalte

Land Surveying. /ne.
\ (801) 781-2501
38 WEST 100 NORTH, VERNAL, UTAH 84078
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. \ - EXHIBIT "J"
PROPOSED PRODUCTION FACILITY DIAGRAM.
VALVE DESCRIPTION DIKE
DURING | DURING i
PROD. | SALES
VALVE #1| CLOSED| OPEN :
VALVE#2| OPEN | CLOSED : a1 400
VALVE #3| CLOSED | OPEN :
VALVE #4| OPEN | CLOSED . =H Bbl #S
VALVE #5| CLOSED | CLOSED #2 TANK
VALVE #6| CLOSED | CLOSED :
VALVE #7| CLOSED | OPEN | 100
5 ’é gas Iine_ " A Bbl - i
g . \, WATER / :
foad line g
B = 400
B & Bbl #b
BT\ TANK ) |
;|
9 g Old
o le Reserve
gz 3 Pit
WELL HEAD Q
=
% DIAGRAM NOT TO SCALE
)
&
% % s .
2 | & EQUITABLE RESOURCES
- ENERGY COMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue
Billings, MT 59106 2

(406) §30-7860




FQUITABLE RESOURCES ENERGY (0.

MONUMENT FEDERAL #24—-17-9-16
SEC. 17, T9S, RI6EK, S.LB.&M.

Existing Drainage :
(RE-ROUTE AROUND WELL PAD) <
=2
k>

F/8.3 ™ F/3.5
BICSN. O g
= S 2o — ‘ SCALE: 17 = 50° ©
ROUND CORNER TO . 3
AVOID EXCESS FILL 8| £/1.4 19" WOE DKE
__som7 3} T c/0.7
2 =
Toe of =1 —
Fill Slope -
] reserve AT
[ 100’ x 75° - N
- 8’ DEEP g
[ Top of
- ‘\ Cul: ;/ope
- c/11 =
/1.4 ‘ 100" 50° umm
71t Ot : \
Y C/74
WELL HEAD:
UNGRADED = 6007.9°
FIN. GRADE = 6006.8° MATERIAL .
REFERENCE POINTS
. 150° NORTHWEST = 6003.6'
] 200" NORTHWEST = 6001.8
}?&M cor?/vsk 0 200" NORTHEAST = 6006.4'
STA. 0400 e oD Eits cUT 240’ NORTHEAST = 6012.3
= T <) APPROXIMATE YARDAGES
@ D\ ©

CUT = 2,060 Cu. Yds.

c1 -

% .s;gf;igh' : .0/5 4 cr82 FILL = 2,060 Cu. Yds.
\\ - // PIT = 1,940 Cu. Yds.
Proposed Access .
= Rood 6" TOPSOIL = 900 Cu. Yds.

1" = 20

1" = 20

1" = 50°

STA. 2+75

" = 50 STA. 2+17
EXISTING -
RAE ., — z
LT
_ —~ RS R
WELL HOLE \nN/g-/gp GRADE
1" = 50 STA. 1+25
ST =T
1* = 50° STA. 0+00

SURVEYED 8Y: S.5. D.S.

DRAWN BY: JR.5.

DATE: 3—-6-96

SCALE: 17 = 50°

77re State
Land Surveying. /nc.
\ (801) 781-2501

FILE:

38 WEST 100 NORTH VERNAL, UTAH 84078




L | CULTURAL RESOURCE EVALUATION

| OF 11 PROPOSED MONUMENT FEDERAL WELL LOCATIONS
- IN THE WELLS DRAW, CASTLE PEAK DRAW,
PLEASANT VALLEY, & PARIETTE BENCH LOCALITIES

OF DUCHESNE COUNTY, UTAH

| Report Prepared for Equitable Resources Energy Company
Dept. of Interior Permit No.: UT-96-54937
AERC Project 1527 (BLCR-96-2)
Utah State Project No.: UT-96-AF-217b

Principal Investigator
F. Richard Hauck, Ph.D.

Author of the Report
F. Richard Hauck

A

ARCHEOLOGICAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
Bountiful, Utah 84011-0853

May 10, 1996
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ABSTRACT

- An intensive cultural resource evaluation has been conducted for Equitable Resources
Energy Company of 11 proposed Monument Federal well locations situated on federally

. administered lands in the Wells Draw, Castle Peak Draw, Pleasant Valley, and Pariette Bench
’ localities of Duchesne County, Utah. This evaluation includes the Monument Federal Units 42-6-9-
| 16Y, 43-6-9-16Y, 11-22-9-16Y, 12-11-9-17Y, 41-18-9-16Y, 14-22-8-17, 24-17-9-16, 44-17-9-16,

) 22-20-9-16, 42-20-9-16, and 31-5-9-17. This study involved a total of ca. 134.7 acres; 110 acres
‘ are associated with the ten acre parcels examined around each of the 11 well locations and 24.7 and
| acres are associated with the 2.07 miles of access routes associated with eight of the 11 well
| locations. These investigations were conducted by F.R. Hauck and by Glade Hadden on May 1 and

7, 1996; these archaeologists were assisted by James Merrell of Vernal, Utah.

No previously recorded significant or National Register eligible cultural resources will be
adversely affected by the proposed 11 well locations and associated access routes.

No newly identified historic or prehistoric cultural resource loci were identified and recorded
during the inventory.

No isolated artifacts were noted during the evaluations.

AERC recommends project clearance based on adherence to the stipulations noted in the final
section of this report.

ii
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GENERAIL INFORMATION

On May 1 and 7, 1996, AERC archaeologists F. Richard Hauck and Glade Hadden, assisted
by James Merrell, conducted intensive cultural resource evaluations of 11 proposed Monument
Federal well locations in the Wells Draw, Castle Peak Draw, Pleasant Valley and Pariette Bench
localities of Duchesne County, Utah (see Map 1). The purpose of this report is to detail the results
of these evaluations, which include the Monument Federal Units 42-6-9-16Y, 43-6-9-16Y, 11-22-9-
16Y, 12-11-9-17Y, 41-18-9-16Y, 14-22-8-17, 24-17-9-16, 44-17-9-16, 22-20-9-16, 42-20-9-16, &
31-5-9-17 (see Maps 2 through 7) and access routes associated with eight of the 11 well sites. Some
134.7 acres were examined which include 110 acres associated with the 11 ten acre well pad parcels
and 24.7 acres associated with the 2.07 miles of 100 foot-wide access corridor. All proposed
pipelines are situated on federal lands administered by the Vernal District of the Bureau of Land
Management, Diamond Mountain Resource Area, Vernal, Utah.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf,, Title
36 CFR 60.6). The proposed development of these well locations and access corridors requires an
archaeological evaluation in compliance with U.C.A. 9-8-404, the Federal Antiquities Act of 1906,
the Reservoir Salvage Act of 1960-as amended by P.L. 93-291, Section 106 of the National Historic
Preservation Act of 1966-as amended, the National Environmental Policy Act of 1969, the Federal
Land Policy and Management Act of 1979, the Archaeological Resources Protection Act of 1979,
the Native American Religious Freedom Act of 1978, the Historic Preservation Act of 1980, and
Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations

relative to the preservation of cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Project Location

The project location is in the Wells Draw, Castle Peak Draw, Pleasant Valley, and Pariette
Bench localities of Duchesne County, Utah. These 11 wells are situated on the Myton SW, Myton
SE, and Pariette Draw SW, 7.5 minute topographic quads. The proposed Monument Federal Wells
are in the following sections:

Unit 42-6-9-16Y (see Map 2) is in the southeast quarter of the northeast quarter of Section 6,

Township 9 South, Range 16 East, Salt Lake B. & M. Its .3 mile-long access links to an existing
two-track to the south of the location;

Unit 43-6-9-16Y (see Map 2) is in the northeast quarter of the southeast quarter of Section 6,
Township 9 South, Range 16 East, Salt Lake B. & M.



MAPR 1: GENERAL PROJECT LOCALITY

NE COUNTY

PROJECT: BLCR-96 - 2

SCALE: see below
QUAD: see below
DATE: May 10, 1996

CLAAXSTON MT

UTAH GEOLOGICAL AND MINERAL SURVEY
AP 43 1917

PHYSIOGRAPHIC SUBDIVISIONS OF UTAH
BY W.L STOKES

TOWNSHIP: MULTIPLE

RANGE: MULTIPLE

MERIDIAN: SALT LAKE & UINTAH B. & M.




PROJECT: BLCR-96-2

MAP 2: CULTURAL RESOURCE SURVEY

OF PROPOSED WELL LOCATIONS IN SCALE: 1: 24,000
THE WELLS DRAW QUAD: Myton SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: May 10, 1996

LEGEND Survey
- TOWNSHIP: 9 South Well Location A Area
RANGE: 16 East
- MERIDIAN: Sait Lake B. & M. Access Route o™ Pipeline

UTAH e Corridor
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MAP 3: CULTURAL RESOURCE SURVEY PROJECT: - BLCR-96-2

OF PROPOSED WELL LOCATIONS IN ~ SCALE: 1:24,000
THE WELLS DRAW QUAD: Myton SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: May 10, 1996
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MAP 4: CULTURAL RESOURCE SURVEY
"OF PROPOSED WELL LOCATIONS IN

CASTLE PEAK DRAW
LOCALITY OF DUCHESNE COUNTY,

PROJECT: BLCR - 96- 2
SCALE: 1:24,000
QUAD:  Myton SE, Utah

DATE: May 10, 1996
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MAP 5: CULTURAL RESQURCE SURVEY
OF PROPOSED WELL LOCATIONS IN

CASTLE PEAK DRAW
LOCALITY OF DUCHESNE COUNTY,

PROJECT: -
SCALE:
QUAD:
DATE:

BLCR - 96- 2
1:24,000

Myton SE, Utah
May 10, 1996
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MAP 6: CULTURAL RESOQURCE SURVEY PROJECT: BLCR - 96- 2
OF PROPOSED WELL LOCATIONS IN SCALE: 1: 24,000
THE PLEASANT VALLEY QUAD: Parietle Draw SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: May 10, 1996
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MAP 7: CULTURAL RESOURCE SURVEY
OF PROPOSED WELL LOCATIONS IN

THE PARIETTE BENCH
LOCALITY OF DUCHESNE COUNTY,

PROJECT: BLCR - 96- 2
SCALE: 1:24,000
QUAD: Pariette Draw SW, Utah
DATE: May 10, 1996
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Uhit 41-18-9-16Y (see Map 3) is in the northeast quarter of the northeast quarter of Section 18,
Township 9 South, Range 16 East, Salt Lake B. & M.

Unit 24-17-9-16 (see Map 3) is in the southeast quarter of the southwest quarter of Section 17,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .33 mile-long access route links with the
county road to the southwest of the location.

Unit 44-17-9-16 (see Map 3) is in the southeast quarter of the southeast quarter of Section 17,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .3 mile-long access route links with an
existing well location and road to the southwest of the location.

Unit 22-20-9-16 (see Map 3) is in the southeast quarter of the northwest quarter of Section 20,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .1 mile-long access route links with an
existing road to the southeast of the location.

Unit 42-20-9-16 (see Map 3) is in the southeast quarter of the northeast quarter of Section 20,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .23 mile-long access route links with an
existing well location to the northwest of the location.

Unit 11-22-9-16Y (see Map 4) is in the northwest quarter of the northwest quarter of Section 22,
Township 9 South, Range 16 East, Salt Lake B. & M. Its .38 mile-long access route links with an
existing road to the west of the location.

Unit 31-5-9-17 (see Map 5) is in the northwest quarter of the northeast quarter of Section 3,
Township 9 South, Range 17 East, Salt Lake B. & M. Its .33 mile-long access route links with an
existing well to the west of the location.

Unit 14-22-8-17 (see Map 6) is in the southwest quarter of the southwest quarter of Section 22,
Township 8 South, Range 17 East, Salt Lake B. & M. Its .1 mile-long access route links with the
county road to the west of the location after passing through a pasture on private land.

Unit 12-11-9-17Y (see Map 7) is in the southwest quarter of the northwest quarter of Section 11,
Township 9 South, Range 17 East, Salt Lake B. & M.

Environmental Description

The project area is within the 5100 to 6100 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfaces are associated with the project area.

The vegetation in the project area includes Chrysothamnus spp. Artemisia
spp., Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus Spp.
Atriplex canescens, and avariety of grasses.



The geological associations within the project area consist of fluvial lake deposits which
correlate with the Uinta Formation which is of Tertiary age.

PREVIOUS RESEARCH IN THE LOCALITY

File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on May 6, 1996. A similar search was
conducted in the Vernal District Office of the BLM on April 24, 1996. The National Register of
Historic Places has been consulted and no registered historic or prehistoric properties will be
affected by the proposed developments.

A variety of known cultural sites are situated in the Monument Buttes / Castle Peak Draw
locality. Many of these prehistoric resources were identified and recorded by AERC during the
Mapco River Bend survey (Hauck and Norman 1980). Other sites have been located and recorded
by AERC and other archaeologists and consultants during oil and gas exploration inventories (cf.,
Fike and Phillips 1984, Hauck and Weder 1989, Hauck and Hadden 1993, 1994, 1995).

Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural Region
has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C. These
cultures, as identified by their material remains, demonstrate a cultural developmental process that
begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and extends through
the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 -- 1100) Stages, and the Late
Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude in the Historic-Modern period
which was initiated with the incursion of the Euro-American trappers, explorers, and settlers.
Basically, each cultural stage -- with the possible exception of the Late Prehistoric hunting and
gathering Shoshonean bands -- features a more complex life-way and social order than occurred
during the earlier stage of development (Hauck 1991:53). For a more comprehensive treatment of
the prehistory and history of this region see Archacological Evaluations in the Northern Colorado
Plateay Cultural Area (Hauck 1991).

Site Potential in the Project Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap and
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Test" variety, and extend for tens or hundreds of meters. Open occupations are also frequently
being identified in this locality. Sites associated with the open rangeland generally appear to have
been occupied during the Middle Plains Archaic Stage with occasional indications of Paleoindian
activity based on the recovery of isolated Plano style projectile points. The north-south drainage
canyons appear to contain the majority of Late Prehistoric (Numa) sites probably because those
canyon floors were transportation corridors and convenient pastures for the Ute horse herds.
Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the rangeland
environment but is common within the Green River and White River canyons and their primary
tributary canyons.

Site density in certain portions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent evaluations
indicate that the site densities may reach 8 to 12 sites per section in certain localities on the upper
benches which were apparently favored for hunting, lithic resource procurement, and camping.
Prehistoric sites on the rangeland benches appear to be associated with water courses and aeolian
deposits.

FIELD EVALUATIONS

Methodology

Intensive evaluations consisted of the archaeologists walking a series of 15 to 20 meter-wide
transects within the ten acre parcel associated with each well pad zone and along a 100 foot-wide
corridor centered on the flagged centerline for each of the associated access routes as shown on
Maps 2 through 6. Thus, ca. 134.7 acres was inventoried relative to these proposed well locations
of which 110 includes the ten acre parcels and ca. 24.7 acres includes the 2.07 miles of various
access corridor.

Observation of cultural materials results in intensive examinations to determine the nature
of the resource (isolate or activity locus). The analysis of each specific cultural site results in its
subsequently being sketched, photographed, and appropriately recorded on standard IMACS forms.

In certain instances, the cultural sites are then evaluated for depth potential utilizing AERC's
portable Ground Penetrating Radar (GPR) computerized system (SIR-2 manufactured by
Geophysical Survey Systems, Inc. [GSSI] of North Salem, New Hampshire). GPR was not used
during this project.

Cultural sites are then evaluated for significance utilizing the standards described below and
mitigation recommendations are considered as a means of preserving significant resources which
may be situated within the development zone.
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Site Significance Criteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination to
the National Register of Historic Places have been outlined as follows in the National Register's
Criteria for Evaluation as established in Title 36 CFR 60.6:

The quality of significance in American ... archaeology ... and culture is present in ... sites
.. that possess integrity of location, design, setting, materials, workmanship, feeling, and
association and: ’

a. That are associated with events that have made a significant contribution to the

broad patterns of our history; or

b. that are associated with the lives of persons significant in our past; or

c. that embody the distinctive characteristics of a type, period, or method of

construction ... ; or

d. that have yielded, or may be likely to yield, information important in prehistory

or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's cultural significance, the site must possess integrity and at

least one of the above criteria to be considered eligible for nomination to the National Record of
Historic Places.

Results of the Inventory

No newly identified prehistoric cultural resource activity loci were observed and recorded
during the archaeological evaluations of the proposed plant site and the three pipeline complexes.

No previously recorded cultural resource loci will be adversely effected by the proposed
development of these 11 well locations.

No diagnostic isolated artifacts were observed and recorded during the evaluations.

12



CONCLUSION AND RECOMMENDATIONS

No known cultural resources will be adversely impacted during the development and
operation of the various Monument Federal Units 42-6-9-16Y, 43-6-9-16Y, 11-22-9-16Y, 12-11-9-
17Y, 41-18-9-16Y, 14-22-8-17, 24-17-9-16, 44-17-9-16, 22-20-9-16, 42-20-9-16, & 31-5-9-17.

AERC recommends that a cultural resource clearance be granted to Equitable Resources
Energy Company relative to the development of these proposed wells and associated access routes
based upon adherence to the following stipulations:

1. all vehicular traffic, personnel movement, construction and restoration operations should
be confined to the well pad zones, flagged areas, and corridors examined as referenced in
this report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any significant
cultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or otherwise
alter the location of the exploration area.

Aol «

F. Richard Hauck, Ph.D.
President and Principal
Investigator
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Mitigation Acceptable Yes __ No __
Summary Report of Comments:
Inspection for Cultural Resources
WELL LOCATIONS IN THE WELLS DRAW,
CASTLE PEAK DRAW, PLEASANT VALLEY, &

PARIETTE BENCH LOCALITY IN DUCHESZ SNE cC O

l. Report Title . e e e e e e e e e e e e e e e
Equitable Resources Energy Company
2., Development Company
05 10 1996 UT-96-54937
Report D e e e .« < . . 4. bnmntiguities Permit No.
AERC BLCR - 96 - 2 Duchesne

R nsibl nsti 1O . v e e e e e e e e e e e .. . Lounty

Fiel r
Location;: TWN .0.8.S. . RNG .1.7.E. . Section.22

TN .0.9.8. . RNG .1.6.E. . Section 06, 17, 18, 20, 22,
T™TWN .0.9.S. . RNG .1.7.E Section 05, 11

7. Resgource Area SM. -

D ription Examination Pr res: The archeologist Glade Hadden and

assistant James Merrell intensively examined the proposed well locations and
associated access & access corridors by walking 10 to 15 meter-wide transects in
the ten acre parcels and within the 100 foot-wide corridors on either side of
the flagged center-line.

I
Lin Mil r :2'.CX;? e . 10. Inventory Tvpe
and/or
Definable Acres Surveyed e e e R = Reconnaissance
and/oxr I = Intensive
Legally Undefinable t/ ql S = Statistical Sample
Acres Surveyed ./.S. RUR N
11, Description of Findings: 12. Number Sites Found .0.
No archaeological sites (No sites = 0)
were identified and recorded during
this survey. 13, Collection: N.

(Y = Yes, N = No)

14. Actual/Potential National Register Properties Affected: :
The National Register of Historic Places (NRHP) has been consulted and no
registered properties will be affected by the proposed development.

15. Literature Search, Location/ Date: Utah SHPO 5-6-96 Vernal BLM 4-24-96

16, Conclusion/ Recommendations: :

AFRC recommends that a cultural resource clearance be granted to Equitable
. Resources Energy Company for these proposed developments based on the following
stipulations: (see reverse)




. 1. All vehicular trgffic, personnel movement, struction and restoration

operations should onfined to the flagged a , well pads and corridors
examined as referenced in this report, and to the existing roadways and/or
evaluated access routes. :

.2 A 1 1 P € r s o n n e 1 s h o u 1 d

disturbing any significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains from
subsurface deposits be exposed during construction work or if the need
arises to relocate or otherwise alter the location of the exploration area.

17. Signature of Administrator & Field Supervisor

Administrator:

Field
Supervisor:

UT 8100-3 (2/85)



EQUITABLE RESOURCES CO.

BALCRON OIL

MONUMENT FEDERAL #24-17-9-16

SE/SW SECTION 17, T9S, R16E, SLB&M

Duchesne County, Utah

PALEONTOLOGY REPORT

WELLPAD LOCATION AND ACCESS ROAD

BY

ALDEN H. HAMBLIN
PALEONTOLOGIST
235 EAST MAIN

VERNAL, UTAH 84078

MAY 8, 1996




RESULTS OF PALEONTOLOGY SURVEY AT EQUITABLE RESOURCES CO. MONUMENT FEDERAL
#24-17-9-16, SE/SW Section 17, T9S, R16E, S.L.B.&M, Duchesne Co., Utah.

Description of Geology and Topography-

This well location is 12 miles south and 4.5 miles west of Myton, Utah, east
of Wells Draw. There is a fairly long access road into the wellpad. It runs
mostly over sand and sandstone. The wellpad sits in a wide flat bottom swale
with two drainages meeting north of the wellpad. One drainage runs north
along the east side of the wellpad. The surface of the wellpad is covered
with a thin layer of sandy alluvium and sandstone fragments.

A1l rock outcrops in the area are of the Upper Eocene Uinta Formation, known
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

Several of the sandstone rock fragments were found with leaf impressions on
them. This material may have originated near where found or perhaps have been
washed here from similar rock south of the location. Two leaf impressions
were found 105 feet northwest of the center stake at 326 degrees.

Recommendations-~

There is always some potential for encountering significant fossils when
working in the Uinta Formation. Some potential exists for plant fossils, but
they are not as critical as vertebrate fossils. However, if important looking
fossil material is found during construction, a paleontologist should be
called to evaluate it.

No other recommendations are being made for paleontology at this location.

Date %W/ 9/,/994

Paleontologist _
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Fors 8270-3 (Temparary)

(May 1994)
United States
Department of the Interior
Bureau of Land Management
Paleontological Locality Form

1. Permit #/Permittee:_BIM - UT-$-95-004 ALDEN H. HAMBLIN

2. Repository/Accn.#:__UTAH FIELD HOUSE OF NATURAL HISTORY

3. Locality #:_42DC245P [X] Plant [ ] Vertebrate [ ] Invertebrate [ ] Other

4. Formation (and subdivision, if known):__Uinta Formation, 1oﬁer Member

5. Age: _lLate Ebcene 6. County:__ Duchesne

7. BLM District:__VERNAL 8. Resource Area:__Diamond Mt.

9. Map name: Myton SW, Utah 10. Map source:__ U.S8.G6.S8. 7 1/2 min. Quad.
11. Map scale:__1:24,000 12. Map edition:_1964

13, Latitude (deg., min., sec., direction):

14. Longitude (deg., min., sec., direction):

or: UTM Grid Zone: 12T 572965 mE 4430743 mN

15. Survey (Section, Township & Range): SE,SW, Sec, 17, T9S, RI6E, SLBM

16. Taxa observed/collected: several of the sapdstone rock fragments were found with leaf impressions o
them. This material may have originate near where found or perhaps have been washed here from similar rock south
of the location. Two leaf impressions were found 105 feet northwest of the center stake at 326 degrees.

17. Discoverer(s)/Collector(s):___Alden H. Hamblin

18. Date(s):___April 25, 1996

19. Remarks: This fossil site was found during the paleontology survey of Equatable

Resources Balcron Federal #24-17-9-16.
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APPLICATION FOR PERMIT TO DRILL

«

WORKSHEET

APD RECEIVED: 06/25/96

WELL NAME: MONUMENT FEDERAL 24-17-9-

| API NO. ASSIGNED: 43-013-31682

16

OPERATOR: EQUITABLE RESOURCES CORP

(N9890)

PROPOSED LOCATION:

SESW 17 - T09S - R16E
SURFACE: 0660-FSL-1980-FWL
BOTTOM: 0660-FSL-1980-FWL
DUCHESNE COUNTY

CASTLE PEAK FIELD (075)

LEASE TYPE: FED
LEASE NUMBER: U - 52018

PROPOSED PRODUCING FORMATION: GRRV

INSPECT LOCATION BY: / /

TECH REVIEW|Initials Date

Engineering

Geology

Surface

RECEIVED AND/OR REVIEWED:

_/ Plat
__Z(Bond: Federal[f/étate[] Fee[]
(Number 554 7088 )

_M_ Potash (Y/N)
_%7,Oil shale (Y/N)
_ v/~ Water permit
(Number _gop SA414el5 )
RDCC Review (Y/N)
(Date: )

LOCATION AND SITING:

R649-2-3. Unit:

V/'R649—3—2. General.

R649-3-3. Exception.

Drilling Unit.
Board Cause no:

Date:

COMMENTS :

STIPULATIONS:




EQUITABLE’RESOURCES %ORP
DEVELOPMENT DRILLING

SEC. 17 & 20, T9S, R16E,
DUCHESNE, COUNTY UAC R649-3-2

CASTLE PEAK

PREPARED:
DATE: 25-JUNE-96

o R P




® | |

STATE OF UTAH, DIV OF OIL, GAS & MINERALS

Operator: EQUITABLE RESOURCES CO | Well Name: MON FED 24-17-9-16

Project ID: 43-013-31682 | Location: SEC. 17 - T09S - R16E
Design Parameters: Design Factors:
Mud weight { 8.90 ppg) : 0.462 psi/ft Collapse : 1.125
Shut in surface pressure ¢ 2311 psi Burst : 1.00
Internal gradient (burst) : 0.060 psi/ft 8 Round : 1.80 (J)
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)
Tensile load is determined using air weight Other : 1.50 (J)
Service rating is "Sweet™" Body Yield : 1.50 (B)
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)
i 5,750 5.500 15.50 K-55 ST&C 5,750 4,825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
1 2658 4040 1.520 2658 4810 1.81 89.13 222 2.49 J

Prepared by : MATTHEWS, Salt Lake City, Utah
Date : 07-10-1996
Remarks :
Minimum segment length for the 5,750 foot well is 1,500 feet.
SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas
temperature of 115°F (Surface 74°F , BHT 154°F & temp. gradient 1.400°/100 ft.)
String type: Production
The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and

2,658 psi, respectively.

NOTE : The -design factors used in this casing string design are as shown above. As a general
guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with
evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API 8rd tension, 1.6 - buttress tension,
1.5 - body yield tension, and 1.6 - EUE 8rd tension. Collapse strength under axial tengion
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility
for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing model. (Version 1.07)







DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 West North Temple
Governor 3 Triad Cen'te(, Suite 350
Ted Stewart Salt Lake City, Utah 84180-1203
Executive Director § 801-538-5340
James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5318 (TDD)

o
@\ tate of Utah

Michael O. Leavitt

July 10, 1996

Equitable Resources Energy Co.
1601 Lewis Avenue
Billings, Montana 59102

Re: Monument Federal 24-17-9-16 Well, 660’ FSL, 1980’ FWL,
SE SW, Sec. 17, T. 9 8., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31682.

Sincerely,

R. : rth
Assocfate Director

lwp
Enclosures
cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office



Operator: Equitable Resources Enerqgy

Well Name & Number: Monument Federal 24-17-9-16

API Number: 43-013-31682

Lease: U-52018

Location: SE SW Sec. 17 T. 9 S. R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
gseqg., the 0il and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
| Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews at
(801)538-5334 or Mike Hebertson at (801)538-5333.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for '
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.



SUBMIT IN CATE®* Form approved.

o 3160-39 - , (Other {nst Budget B No. 100
(Mov>mber 1983) y ther ins s on udget Bureau No. 4—-0136
UNITED STATES reverse sius Expires August 31, 1985

formerly 9—331C)

DEPARTMENT OF THE lNTERlOR i 1 oot i 5. LEASE DEBIGNATION AND SERIAL NO.
_ BUREAU OF LAND MANAGEMENT ED”F §Ef§ | -ﬁiq; ;;. U-52018
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | * T LLOTTER OR TRIBE NoME

ECE ¥

la. TYPE OF WORK
D 7. UNIT AGREEMENT NAME

DRILL X] DEEPE

b. TYPE OF WELL - n/a

(V)V':LL gr‘:r,x. oTHER g")':&“ ;"N" D §. FARM OR LEASE NAME
2. NANE OF OPEBATOR ‘ A JuUL 1118% [— Monument Federal

Equitable Resources Energy Company 9. WELL No.
3. ADDRESS OF OPERATOR i #24"17‘9'16

1601 Lewis Avenue; Billings, MT 59102 10. FIELD AND POOL, OX WILDCA

g ¢DIV. OF OIL, GAS & MINING Morument: Butte/Green lsi:ler

4. LOCATION OF WELL (Report location clearly and {n accordance
At suriace .
11. sxC,, T., B., M., OR BLK,

SE SW Section 17, T9$, R16E _AND BURVEY OR AREKA
At oroposed prod. zone
_ 17, T9S, R16E
14. DISTANCE IN MILKS AND DIRECTION FEOM NEAREST TOWN OE POST OFFICKS 12. COUNTY OR PABISH | 13. STATE
Fro ton approximatel 1 -
m Myton, UT approximately [D mi SW Duchesne UTAH
13. DISTANCE FROM PROPUSED® 16. NO. OF ACBES IN LEABE 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAREZST T0 THIS WELL
PROPERTY OR LEASE LINE, FT. LD %D
(Also to nearest drig. unit line, if any) D
18. DISTANCE FROM DHOTOSED LOCATION® 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, P
OR APFLIED FOR, ON THIS LEASE, FT. » S 50 Rotary
21. ELEVATIONS {Show whether DF, RT. GR, etc.) j 22, APPROX. DATE WORK WILL START®
. .
6,008" gL _ | June 1, 1996
23. " PROPOSED CASING AND CEMENTING PROGRAM ) -
81ZT OF HOLE 8IZE OF CABING WEIGHT PIR FOOT BETTING DEPTH QUANTITY OF CEMENT

__See attached Drilling Program/Casing Desigr - o X sl nk AW ikeliou
| JUN 2 6 1996

Operator intends to drill this well in accbrdance with the atached EXHIBITS. A
Tisting of EXHIBITS is also attached. :

SELF CERTIFICATION: I hereby certify that I am authorized, by proper Tlease interest owner, to conduct these
operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is .

being provided by Equitable Resources Energy Corpany as principal and Safeco Insurance Company of America as
surety under BLM Bond No. MT 0576 (Nationwide 0i1 & Gas Bond #5547188) who will be responsible for conpliance

with all of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT) :
COPY; Utah Division of 0i1, Gas and Mining (Salt Lake City, UT)

IN ABOVE SPACE DESCRIBE PROPOSED PROGEAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

24. .
N %/L Regulatory and
SIGNED _; - LUANA PN~ TITLE i iali oars April 17 1996

(This space for Federal or State office use)

R e T

" rme __Minerel RESOUICES ara _sJUL 09 900

YVETT T o TETTERTRE A ot 3 - g pew
T e o

APPROVED

SR SR RS S im
*See Instructions On Reverse Side ~

U\T’O?‘C)—-igw\..ggio _
001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

Title 18 U.S.C. Section
United States anv false. fictitious or fraudulent statements or representations as to any matter within ite iuricdirtian.
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Well No.: Monument Fed. 24-17-9-16

CONDITIONS OF APPROVAL

APPLICATION FOR PERMIT TO DRILL

Company/Operator: _Equitable Resources Energy Company

Well Name & Number: _Equitable Monument Federal 24-17-9-16

API Number:

Lease Number:

43-013-31682

U - 52018

Location: SESW Sec. 17 _T.9S R.16E

Location Construction

Location Completion
Spud Notice

Casing String and
Cementing

BOP and Related
Equipment Tests

First Production
Notice

NOTIFICATION REQUIREMENTS

at least forty-eight (48) hours prior to construction of
location and access roads. ’

prior to moving on the drilling rig.
at least twenty-four (24) hours prior to spudding the well.

at least twenty-four (24) hours prior to running casing and
cementing all casing strings.

at least twenty-four (24) hours prior to initiating pressure
tests.

within five (5) business days after new well begins, or
production resumes after well has been off production for
more than ninety (90) days.

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drill and Surface Use Program.
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\ Well No.: Monument Fed. 24-17-9-16

CONDITIONS OF APPROVAL FOR NOTlCE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is
made with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the
approved plan of operations. The operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished the field representative to insure

compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil. Gas. Water, or Other Mineral Bearing Zones are
Exgected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office prior to
setting the next casing string or requesting plugging orders. Faxed copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., fora
2M system and individual components shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling, the special drilling requirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drilling shall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.
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Well No.: Monument Fed. 24-17-9-16

Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of
one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the
base of the usable water zone, identified at 2,3231 ft. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

Mud Program and Circulating Medium .

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling, testing,
or completion operations.

No chromate additives will be used in the mud system on Federal and Indian lands
* without prior BLM approval to ensure adequate protection of fresh water aquifers.

.Coring. Logaing and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a
weekly basis. ‘

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate
of flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate
for visibility and vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AQ.

A cement bond log (CBL) will be run from the production casing shoe to + 2123 ft. and
shall be utilized to determine the bond quality for the production casing. Submit a field
copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with 43-CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description, and all other surveys
or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will
be submitted when requested by the AQ.
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~ Well No.: Monument Fed. 24-17-9-16

Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are t0 be suspended, prior approval of
the AO will be obtained and notification given before resumption of operations.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160. :

immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A
or its revision.

It a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect will be filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conducted with the
replacement rig.

The date on which production is commenced or resumed will be construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the weil be successfully completed for production, the AO will be notified when
the well is placed in a producing status. Such notification will be sent by telegram or
other written communication, not later than five (5) days following the date on which
the well is placed on production. :

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCF following its completion, whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
to shut-in the well until the gas can be captured or approval to continue venting or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably lost.
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Well No.: Monument Fed. 24-17-9-16

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submitted to the appropriate District Office within thirty (30) days of
installation or first production, whichever occurs first. All site security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced without the prior approval of the
'AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approval will be obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO within thirty (30) days following completion of the well

for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency. ’

. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AQ.

The oil and gas measurement facilities will be installed on the well location. The ail
and gas meters will be calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted on initial meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports will be
submitted to the Vernal Field Office. All meter measurement facilities will conform with
Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order
No. 5 for natural gas measurement. '

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without
prior approval from the AO. Safe drilling and operating practices must be observed.
All wells, whether drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.
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Well No.: Monument Fed. 24-17-9-16

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed.”

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000 per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original
approval period. ' '

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert  (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine - (801) 781-4410



COAs Page 7 of 8
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES
While the following wastes are nonexempt, they are not necessarily hazardous.
Unused fracturing flu.ids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers
Used equipment lubrication oils

Waste compréssor oil, filters, and blowdown
Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pfts
Caustic or acid cleaners |
Boiler cleaning wastes

Boiler refractory b‘ricks

Incinerator ash

Laboratory wastes

Sanitafy wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous solids.
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SURFACE USE PROGRAM
Conditions of Approval (COAs)

Other Additional Information:

The operator will control noxious weeds along rights-of-way for roads, pipelines, well sites, or
other applicable facilities. A list of noxious weeds may be obtained from the BLM, or the
appropriate County Extension Office. On BLM administered lands it is required that a
Pesticide Use Proposal shall be submitted, and given approval, prior to the application of
herbicides or other pesticides or hazardous chemicals.

The foilowing additional condition applies:

A high quality muffler shall be used on the engine powering the well. This will limit the noise
originating at the well site. , ,
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DIVISION OF OIL, GAS AND MININGuUi\ THY Y ll‘\

SPUDDING INFORMATION

Name of Company:_EOQUITABLE RESOURCES

Well Name:_ MONUMENT FEDERAL 24-17-9-16

Api No._ _43-013-31682

Section_17 Township_98S Rahge 16FE County_DUCHESNE

Drilling Contractor UNION

Rig #:_17
SPUDDED:

Date: 7/18/96

Time:

How: RQTARY

Drilling will commence:

Reported by: D. INGRAM-DOGM

Telephone #:

Date: 7/20/96 Signed: FRM
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FQUTABLE RESOURCES
ENERGY COMPANY

WESTERN REGION Office: {408) 259-7860
1601 Lewis Avenue FAX: (406)245-1365 []
" Billings, MT 58102 . FAX: (4086) 245-1361 (|

September 9, 1996

Bureau of Land Management
Vernal District Office

170 South 500 East

Vernal, UT 84078

Gentlemen:

RE:  Monument Federal #24-17-9-16
SE SW Section 17, T9S, R16E
Duchesne County, Utah
API #43-013-31682

This letter is notice that the subject well was spud on 7-19-96 and first
production on this well was on 8-30-96.

Please feel free to contact me if you have any questions.
Sincerely,

H\DKLKSL@_MO\OV\/

Molly Conr
Operations Secretary

/e

cc:  State of Utah, Division of Oil, Gas, & Mining

DIV. OF 0IL, GAS & MiNING




|
STATE OF Ulab

DIVISION OF UIL, GAS AND MINING operaror  Bguitakle Resources Fhergy Company opERATOR ACCT. w0, N B0 |
ENTITY ACYION FORM - rorM 6 aporess 1601 Iewis Averie
Rillings,MT 59102
| (406) 250-78A0)

ACTLOM | CURRENT NEW AP HUMBER WELL NAME WELL_| OCATION , SPUD EFFECTIVE

CODE  |ENTITY NO.{ENTITY NO. i) SC T RG COUNTY DATE DATE

A %m1m44MEwbmmmwmw% SESH| 17 | 95 | 16E | Duchesne 719% | 7-19-9%
WELL ) C('H'H'lEIHSI.

Spud of a new well.

® |

WELL 2 COMMENTS:

1
WELL 3 COMMENTS:

VELL 4 COMMENTS:

|
|
|
} WELL 5 CUMHENTS;
|

ACTION CODES (See instructions on back of form) ' '
A - Establish new entity for new well (single well onl{) S “VE Ml\_ W _
JECEIVT -

B - Add ne? w°‘11§0 existing e?ti%y (gro?p or unit gel ) Letd Y Signature Q
€ - Re-assiyn well from one existing entity to another existing entity A = . ‘ ]
D - Re-assign well from one existing entity to a new entity Operations Skcretary 9%
E - Other (explain in comments section) ) } : Title ; Date
. GEP 11 5SS
HOVE: Use COMMEMT section to explain why each Action Code was selected. ol L oa v Phone No. ( 3
EREE V2T

DIV. OF OIL, GAS & MINING




Form 3160-5 ' , UIQD STATES ' FORM APPROVED

(June 1990) DEPARTMENT OF THE’INTERIOR | B it =
: 'BUREAU OF LAND MANAGEMENT 3. m.l} Dglgr(n)ltllon and Serial No,
. © U-52018 - :

- SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
‘Use "APPLICATION FQR PERMIT—" for such proposals : . 1 n/a

7. 10 Unit or CA, Agreement Designation

6. 1f Indian, Allottee or Tribe Name

-SUBMIT IN TRIPLICATE . '

1. Type of Well " - " nl/a
oil ’
oy 0% Dower - . . 3. Well Name and No. :
2, Name of Operator Monument Federal
Equitable Resources Energy Comnanv : ' : 9. APi Well No.
3. Addsess and Telephone No. 43 013-31 682
. . a. MT 59]02 (L06) 259-78A0 ’ 10. Field and Pool, or Exploratory: Area - - '
4 bocluon of Well (Foolage, Sec.. T., R., M or Survey Description) - . " Monument Butte/ Grn. Rlver
SE SW Section 17, 195 RL6E - 660'FSL & 1980'FWL - 1. County or Parish, Siae
Duchesne Countv Utah

12, . CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION o TYPE OF ACTION

@ Motice of lntenst . : D Abandonment _ D Change of Plans

) ' Recompletion ' New Construction
@ Subsequent Report ) . Plugging Back D Non-Routine Fracturing v
. ’ Casing Repair . D Water Shut-QI( ) )
D Final Abandonment Notice . Altering Casing D Conveision to Injection
' A ) » X omer _Onshore Order 17 O Dispose Water - R .
(Note: Repart sesults of multiplecompletionon Well
Completion or Recompletion Report and Log form,)

13, Describe Proposed or Completed Operati (Clenrly state all pertinent details, and give pertinent dates, including euimned date of starting any proposed work It well is dlractlomlly dtllled.
give wbsurfue locatlons Il\d ‘measured and true vertical dep\ht for all markers lnd zones pertinent to this work.)* . )

kvmterprodnedbyﬂnsm]lmﬂbelnldmamnalmterwkaﬂmﬁedwawmmal
disposal facility. The primary facility to be used is the R.N. Industries produced water disposal
facility located in Section 9, T2S, R in Duchesne County, Utah. A copy of the State-issved permit
.fortlatfamJitylsmfﬂeattheVemalEmeauofLarﬂhhnagmmt. If for same reason the =
operator is unable to use this primary disposal facility, the p:odlmiwaterwﬂlbemﬂqaito
another State-approved disposal facility. If applicable, qyeratorhasreoelvedamrovedmglt- '
of—VhyaocessmﬂnstllocatlmfortteVenalMemofLardegelmt

ECE] VB

0CT rl 0 ‘335

DIV, 07 OIL, 63 & MINING
14. 1 hereby cestify that the foregoing is truc and correct . . T . - E )
oLl (oot wQouatcord Jeoralonn o, 010

(This space l'or Federal or%'me office use)

Approved b, Tide ' " Daw
Conditions of approval, if any: . -

Tite 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any depariment or agency of the United Sules any false, ﬁcmlous or fraudulent statements
or tepresentations as lo any matter within lts jurisdiction.

*See Instruction on Reverse Side




Forn:3160—4

Fe o83) -
(N(:;’;n:lr)lfiiqao)) UNl.D STAT

’, DEPARTMENT OF THE|}l l l&d?ﬁo ’(990'"

. v BUREAU OF LAND MANA

.E.@.EHME

Form approved. :
Budget Bureau No. 1004—0137

('*t' Expires August 31, 1985

an
ide) 0, _LEASE DESIGNATIUN AND SERIAL NO,

U-52018

WELL COMPLETION OR RECOMPLETIQ

N REROQRT-AND-+OG

Y INDIAN, ALLOTTEE OR TRIBD NAME

1D

“Ia. TYPE OF WELL: : o, Y

*
FXTa) n/a
O

P . N Y ] 1
T IALEA
WELL WELL /134 lV()t(lg('-r UIL’ aho G T. UNIT AGREEMENT NAME
b. TYPE OF COMPLETION: HD”F'U HL .n/a '
NEW woRK PEER- rLeG DIFF, ———
wHLL X | OVER EN D naCK D nEsvR, Other d 108 8. FALM OR LEASE NaMB
2. NAME OF ATO
15 OF oFERATOR . . Monument | Federal*
Equitable Resource Energy Company 9. WELL No. :
3. ADDRESS OF UPERATOR . 24_17 9-16
1 1 ewis Aven 1114 102 (406) 259-7860 ) 10. FIELD AND POOL, OE WILDCAT .
4. LOCATION OF WELL (chort location clearly and in accordunca with any State requircmentsy® Monument Butte fGréen River
Atsurface  SE SW Section 17, T9S, RI16E - 660' FSL & 1980' FWL “T1. sEc. 7., R, M., OR DLOCK AND SURYEY

At top prod. Interval reported below

At total depth

OR AREA

Section 17, T9S, RI1GE;

) 14. PERMIT NO. DATE ISSUED , - 12, coun'n on 13, 8STATE
B
. 43-013-31682 | 7-10~96 Buchesne © | Utan
15. DATE Srtopeb | 16, DATE T.D. REACHED | 17. PATE COMPDL. (Ready to prod.) | 18 prLevarions (DF, RKB, RT, GR, £7C.)* | 19. ELEV, CASINGHEAD
7-18-96 7-25-96 8-30-96 6008' GL : nfa
20. TOTAL.DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD | 23. IF MCLTIPLE coMPL,, 23, INTERVALS ROTARY TOOLS CABLE TOOLS
HOW MANY® DRILLED BY ] :
5750" 5679 n/a —> | sFc-=t0 | n/a
24. PRODUCING INTERVAL(S), OF THIS COMVLETION—TOF, BOTTOM, NAME (MD AND TVD)® 25. WAS DIRECTIONAL
SURVEY MADE
4664 - 5234 Green River No
26. TIPE L ELECTRIC AND o'rm:a LOGS RUN 27, WAS WELL CORED
CBL/GR LDT/CNL DLL/CR  mun LOE Y-269( ' No
28. CASING RECORD (Report all strings set in well)

CASINO 8IZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD : ASMOUNT PULLED
8-5/8" 24 . 278.95'KB | 12-1/4" 160 sxs Class "G" w/additiVes  None
>=1/27% 15.5# 2/20.51"KB /=778" 150 sxs Super "G"+3I0 sxs None

50/50 POZ w/additives '
29. LINER RECORD 30. TUBING RECORD
si1zp TOP (MD) BOTTOM (MD) ) SACKS CEMENTS® SCREEN (MD) SIZE DEPTH BET (MD) PACKER SDT (MD)
n/a 2-7/8"5322.69' KB n/a
d1. PERFORATION RECOED (Inierval, #izc and number) 32, ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
1 T 1 '
4664'-69 (4 SPF) 5216'-20 (4" SPF) DEPTH INTERVAL (MD) " AMOUNT AND KIND OF MATERIAL USED

4845'-50"' (8 holes) 5222'-26' (4 SPF)
4950'-55" (6 holes) 5229'-34' (4 SPF)
5200'-06"' (4 SPF) '

5209'-12' (4 SPF)

Please see attachment.

a3.e PRODUCTION
DATE FIRST PRODUCTION | PRODUCTION METHOD (Flowing, gas lift, pumping——size and. type of pump) wnx;:. ‘S'u;rus {Producing or
shut-in

8-30-96 1-1/2" Insert Pump ' Producing

DATE OF TEST HOURS TEISTED CHOKE BIZE PROD'N, FOR 0{L—BBL. GAS~—MCF, . WATER—BBL. GAS-QIL RATIO
TEST PERIOD 3 o

9-28-96 24 n/a —> | 20 N.M. | 5 N.M.

YLOW, TUBING PRE8S. | CASING PRESSURE g:l.cuu'n:n 01l,—BBl,, GAB—MCF, WATER=—HBL, OIL GRAYITY-API (COBR.)
: -HOUR RATE .
n/a n/a —_ l 20 l N.M. l 5 34 '

34. DISPOSITION OF 0AS (Sold, used for fuel, venied, ete.)
Used for fuel.

TEST WITNESSED BY

Dale Griffin

35. LIST OF ATTACHMENTS

Section 32.

36. I hereby certify that the torego!ng and at;ehed information I8 complete and correct as determined from ail avaliable recordu

N

SIGNED MD(.LL

TITLE

ODerat1 ons Secretary DATE 10=7-94

*(See Instructions and Spaces fer Additional Data on Reverse Side)

Title 1R 1.2 €, Saction 1001, makes it a ~rime for ane narsep baowinely and willfully to mobe to anv dnnnrrmvnf or apency af the
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Depth Interval
4664’ - 4669’

4845’ - 4850’
4950’ - 4955’

4845’ - 4955’

5200’ - 5234’

10-3-96/mc

Attachment to Completion Report
Monument Federal #24-17-9-16
SE SW Section 17, T9S, R16E

RE@EW

0CT1 0199

DIV. OF OIL, GAS & MINING

Duchesne County, Utah

Amount and Kind of Material Used

Break down with 1,638 gallons 2% KCL water.
Fracture with 21,800# 16/30 mesh sand and 11,088
gallons 2% KCL gelled water.

Break down with 1,470 gallons 2% KCL water.
Break down with 2,058 gallons 2% KCL water.

Fracture with 44,700# 16/30 mesh sand and 16,632
gallons 2% KCL gelled water. ’

Break down with 3,780 gallons 2% KCL water.
Fracture with 29,908# 20/40 mesh sand and 67,270#
16/30 mesh sand with 29,526 gallons 2% KCL gelled
water.



STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DR Gy, i o
C=T 0CT T 01856
1. Well name and number: Monument Federal #24-17-9-16 | DIVLOF QI GAS-&-i
APl number:#_43-013-31682 | ’
2. Well Location: QQ ___ Section _17 _ Township 9  Range 16 County pychesne

3. Well operator: EREC Western Region
Address: 1601 Lewis Avenue

Billings, MT 59102 Phone: (406) 259-7860 .

Union Drilling

4. Drilling contractor:

Address: DBrawer 40

Buckhannon, West VA 26201 Phoné: (304} 472-4610

[ . 5. Water encountered (attach additional pages as needed):

DEPTH - VOLUME QUALITY
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

No measurable water during drilling aperations.

6. Formation tops: See Completdon

I hereby certify that this report is true and complete to the best of my knowledge. Date: \D - 1-Alo .

|
If an analysis has been made of the water encountered, please attach a copy of the report to this form. o

Name & Signature: W\O [_\*TL\ CE)X\J\-&L)L‘

@m3)




‘;Eommo-s T ’ UNITED STATES ‘

A , " FORM APPROVED
(Jine 1990) DEPARTMENT OF THE INTERIOR : e Manen 319y 22
'/~ . BUREAU OF LAND MANAGEMENT 4

SULngB:II tion and Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS &Il Indian: Aliowee or },ibc Nane
Do not use this form for proposals to drill or to deepen or reentry to a different reservolr, - :

Use “APPLICATION FOR PERMIT—" for such proposals .i n/a _
. S UBMIT IN TRIPLI CATE 7 ‘7. If Unit or CA, Agreement Designation
Lo wal — n/a,
gli:ll \GV.:II D Other o 8. Well Name and No.
2, Name of Qperator . : — | Moument Fed. #24—17-9—16
Equitable Resources Energy Company 9. APl Well No,
3. Address and ‘l‘elephonc No.

43-013-31682
10. Field and Pool, or Exploratory Area ‘
Morument Butte/Green River

1. County or Parish, Stale

1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860
4. Location of Well (Footage, Sec., T.. R., M., or Survey Deseription) .
© SE SW Section 17, T9S, R16E

792" FSL & 1939! FWL

Duchesne Comty,
1, CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION - ' TYPE OF ACTION
D Nolicé of Intent D Abandonment D Change of Plans
) Recompletion New Construction
Subsequent Report . Plugging Back Non-Routine Fraciuting .
. Casing Repaic Water Shut-Off
D Final Abandoninent Notice ' Aliering Casing o Conversion to [njection
& ower_Site Security Diagram [ vispose Waier
: : (Note: Reportsesults of multiple complelion on W
= ) Complesion or Recompletion Report and Log for
" 13, Describe Proposed or Completed Operations (Clearly state &

| pertinent details, and give pestinent dates, including estimated date of staning any proposed work. If weil Is dlrectiomlly dr

give subsurface locations and measured and true vertical deplhs [or all markers and zones pertinent to this work.)*

Attached is the Site Security Diagram for- this well.

S ‘= " ‘?\
ot WO V>N
. (‘ \ 2y A ™
e

AT TECETVET

l \)
‘[(_\\ CoTw L

D(\/ (""' GH Cr““ & W‘M”\!G

Origiﬁal Bureau of Land Management, Vernal UT
C@py. .. State of _Utah, Division of 0il, Gas, & Mining

4.1 heuby cerul‘y that the forggoing is true and,correct - B S
Signed 3 CQJ\J\_O@L _ 1ue _Operations Secretary
(This space for. Federal or Suate office use) ’

e 10-16-96

Approved ‘ Tide

Date
Condillons of spproval, if any:

Tide 18 U.S.C. Scction 1001, makes it 8 crime for any, person knowingly and wllll‘ully to make to any departiment or agency of the United States any Msc. fictitious or fraudulent staten
or representations as to any matter within lts jurisdiction,

*See Instruction on Reverse Side




EQUITABLE RESOURCES ENERGY COMPANY MONUMENT FEDERAL 24-17-9-16
MONUMENT FEDERAL #24-17-9-16 SE SW SEC. 17, T9S, R16E
F PRODUCTION FACILITY DIAGRAM DUCHESNE COUNTY, UTAH
|
|
|

FEDERAL LEASE #U-52018

b
1 o\?
- g
400 BBL 400 BBL
' OIL TANK OIL TANK
[ad
2
L
= PROPANE
PUMPING Cg
UNIT WELL HEAD
®
VALVE DESCRIPTION
D&I})III\)TG DURING
. S ALES PLAN LOCATED AT:
VAvER o Toioss 4 u EQUITABLE RESOURCES
VALVE #2| CLOSED| OPEN ENERGY COMPANY
VALVE #3| CLOSED { CLOSED N WESTERN REGION

MT 59102
(406)

- ,
DIAGRAM NOT TO SCALE OCTOBER 11, 1996

Al



v B
forMe sr’ OF UTAH

DIVISION OF OIL, GAS AND MINING

5. Lease Designation and Serial Number:
See Attached

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, deepen oMng walls, of to reenter plugged and abandoned wells.

Use APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals.

8. ¥ Indlan, Aliottee or Tribo Name:

n/a-

7. Unit Agreement Name:

See Attached

LTypedtWel:  OILKY GAS [ OTHER:

=Y et ol AWA =4 o\

8. Well Name and Number:
See Attached

2. Name of Opetator:
Inland Production Company

ACT 13 1997

9. APi Well Numbet:
See Attached

3. Address and Telephone Number:

475 - 17th Street, Suite 1500, Denver, CO 80202

10. Fleld and Pool, or Wildcat:
See Attached

4. Location of Well
Foatages:
QQ, Sec.,T.,R M.

See Attached Exhibit

County:

State:

i CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT
(Submit in Duplicats)

[J Abandon [0 New Construction
[ Repair Casing [ Pull or Alter Casing
[0 Change of Plans 3 Recomplete

[ Convert to Injection [0 Reperiorate

{0 Fracture Treat or Acidize [ Vent or Flare

[0 Muttiple Completion . [0 Water Shut-Off

® Other __Change of Operator

[J Abandon

X Other

[0 Repair Casing

{0 Change of Plans

[J Convert to injection

3 Fracture Treat or Acidize

SUBSEQUENT REPORT
(Submit Original Form Only)

{7 New Construction
[ Pull or Alter Casing
{0 Reperforate

[J Vent or Flare

[J Water Shut-Off
Change of Operator

Approximate date work will start

Date of work completion

Roport results of Multiple Comp pletl
COMPLETION OR RECOMPLETION REPOHRT AND LOG form.

* Must be accompanied by a cement verification repoit.

9-30-97"

and R to different reservoirs on WELL

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detalls, and give pertinent dates. if well is directionally drilied, give subsurface locations and measured and true

vertical depths for all markers and zones pertinent to this worik )

Effective September 30, 1997, Inland Production Company will take over operations of the

wells on the attached list.

The previous operator was

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased 14@¥s 6t7a'pértion

thereof under State of Utah Statewide Bond No. 4471291.

0CT 101997

N C Voa2d

CHRIS A. POTTER, ATTORNEY-IN-FAGT

oun__G/30]57

(This epace for State ues only)

(4\84)

(See Instructions on Reverse Side)
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Inland Resources Change of Operator 1
WELL NAME LOCATION ~_ICOUNTY ST IFIELD NAME AP NUMBER LEASE NO. AGEEMENT
LIWALTON FEDERAL #1 SESE 1195 16E |DUCHESNE  [UT ~|MONUMENT BUTTE (J) |43.013-15792-00 |UTUO96550 UTU72086A
LIWALTON FEDERAL #2 _NWNE 149S 16E DUCHESNE ~ 'UT ~ ~|MONUMENT BUTTE (J) 143-013-15793-00 [UTU096550 UTU72086A
WALTON FEDERAL #34-11 (SWSE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 143-013-31003-00  UTU098550  |UTU72086A |
UWALTON FEDERAL #4 SENW 119S 16E 'DUCHESNE  UT 'MONUMENT BUTTE (J) '43-013-15795-00 :UTU096550 ‘UTU72086A
ALLEN FEDERAL #31-6G INWNE 69S 17E 'DUCHESNE  'UT MONUMENT BUTTE (U) 43-013-31442-00 UTU020252A
BALCRON FEDERAL #21-13Y _NENW 139S 16E 'DUCHESNE  UT MONUMENT BUTTE (U) 43-013-31400-00 UTU64805
“TBALCRON FEDERAL #21-25Y [NENW 259S 16E DUCHESNE ~ :UT 'MONUMENT BUTTE (U) .:43-013-31394-00  UTU64380 N
BALCRON FEDERAL #44-14Y 'SESE 149S 17E  UINTAH uT 'MONUMENT BUTTE (U) .43-047-32438-00 UTU64806
'CASTLE PEAK FEDERAL #24-10A SESW 169S 16E DUCHESNE  UT MONUMENT BUTTE (U) 43-013-30585-00 UTU72107 7~
‘(%STLE PEAK STATE #43-16 NESE 169S 16E  DUCHESNE  UT 'MONUMENT BUTTE (U) 43-013-30594-00 1891008243C
<" JORGENSON STATE #16-4 NESE 169S 17E  'DUCHESNE  'UT 'MONUMENT BUTTE (U) 43-013-30572-00 | ML-3453-B
o (NENE 169S 17E 'DUCHESNE  UT 'MONUMENT BUTTE (U) '43-013-30552-00 |ML-3453-B
FEDERAL #21-9Y 'NENW 99S 16E 'DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31396-00  UTU65207
{BALCRON FEDERAL #41-21Y NENE 219S 16E 'DUCHESNE  'UT MONUMENT BUTTE (W) 43-013-31392-00  UTU64379
MONUMENT FEDERAL #31-6-9-16  NWNE 695 16E (DUCHESNE  UT 'MONUMENT BUTTE (W) '43-013-31717-00 UTU743%0
MONUMENT FEDERAL #32-6-9-16Y  |SW NE 6 95 16E 'DUCHESNE ~ UT MONUMENT BUTTE (W) 143-013-31300-00 UTU74390 |
MONUMENT FEDERAL #42-6-9-16Y ~ [SENW69S 15E | DUCHESNE ut 'MONUMENT BUTTE (W) 43-013°31645.00 |UTU74390 R
(MONUMENT FEDERAL #41-6-9-16  NENE 6 95 16E _ DUCHESNE JUT  MONUMENT BUTTE (W) 143-013-31718-00 |UTU74390
VONUMENT FEDERAL #31-8-9-16 NWNEB89S 16E |DUCHESNE |UT ~ MONUMENT BUTTE (W) 143-013-31721-00  |UTUO20355 —
MONUMENT FEDERAL #41-8-9-16 NENE 89S 16E  |DUCHESNE [UT MONUMENT BUTTE (W) [43-013-31619-00  [UTU020255 |
MONUMENT FEDERAL #11-9-6-16 NW NW 99S 16E [DUCHESNE  |UT MONUMENT BUTTE (W) [43-013-31618-00 |UTU020254 5
MONUMENT FEDERAL #33-6-9-16Y  INW SE 6 0S5 16E  |DUCHESNE  |UT MONUMENT BUTTE (W) [43-013-31589-00 |UTU74390 j
MONUMENT FEDERAL #43-6-9-16Y  INESE 695 16E_ |DUCHESNE _ |UT __MONUMENT BUTTE (W) 43-013-31644-00 |UTU74390 ]
MONUMENT FEDERAL #446-9-16Y | SE SE 6 9 15E DUCHESNE |UT ~ /MONUMENT BUTTE (W) 43-013-31720-00 |UTU74380
MONUMENT FEDERAL #31-18-9-16  |NW NE 189S 16E DUCHESNE ~ 'UT 'MONUMENT BUTTE (W) '43-013-31725-00 | UTU74390 h
MMONUMENT FEDERAL #41-18Y NENE 189S 16E 'DUCHESNE = [UT MONUMENT BUTTE (W) !43-013-31646-00 \UTU74390 -
MONUMENT FEDERAL #42-18Y SENE 189S 16E |DUCHESNE ~ UT .MONUMENT BUTTE (W) | - ~ |UTU74330 - -
MONUMENT FEDERAL #31-21-9-16  'NW NE 219S 16E 'DUCHESNE  UT MONUMENT BUTTE (W) '43-013-31726:00 |UTUB4379 -
MONUMENT FEDERAL #11-22Y NW NW 2295 16E DUCHESNE T _ MONUMENT BUTTE (W) 143-013-31647-00 |UTUB4379 N
MONUMENT FEDERAL #13-4-9-16  'NWSW49S 16E DUCHESNE T :MONUMENT BUTTE (W) [43-013-31716-00 |UTU73086 |
MONUMENT FEDERAL #1444~~~ SWSW 495 16E ‘DUCHESNE — .UT "MONUMENT BUTTE (W) 43-013-31666-00 _ |UTU73086 _
MONUMENT FEDERAL #22-20:9-16 '|SE NW 209S 16E |DUCHESNE .UT._ MONUMENT BUTTE (W) 43-013-31681-00 |UTU52018 i
MONUMENT FEDERAL #23-7-6-16  INESW 79S 16E DUCHESNE ~ | ur _.MONUMENT BUTTE (W) |43-013-31694-00 |UTU74390 i
MMONUMENT FEDERAL #24-17-9-16_ 'SESW 179S 16E | DUCHESNE 0T 'MONUMENT BUTTE (W) 143-013-31682-00 | UTU52018
MONUMENT BUTTE #34-31-8-16 /SW SE 318S 16E  DUCHESNE  UT 'MONUMENT BUTTE (W) 143:013-31715:00  UTU74389
MONUMENT FEDERAL #33-10-9-16  NW SE 1098 16E__DUCHESNE ~ 'UT 'MONUMENT BUTTE (W) 43-013-31722:00 ‘UTU72107 B
AMONUMENT BUTTE #43-10-9-16 NE SE 109S 16E  DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31723-00  UTU72107
[CHORNEY FEDERAL #1-9 SWSE 99S 19E  UINTA uT PARIETTE BENCH 43-047-30070-00  UTUS843 =TT
IHENDEL FEDERAL #1 SWSW 99S 19E  'UINTA Ut PARIETTE BENCH 143-047-20011-00 _UTU058149




0CT 10 1997

October 7, 1997

Bureau of Land Management
Vernal District Office

170 South 500 East
Vernal, UT 84078 " S

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,
previcusly operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at
the number listed below.

Sincerely, ‘ .
INLAND PRODUCTION COMPANY

i C Jourre s
Patsy Barfgau

/pb
encls.

201997 1))

4 5 i
Seventeenth Street, Suite 1500, Denver, CO 80202 303-292-0900 FAX 303-296-40
7 L] ° - - 70



IN REPLY REFER TO:

3162.3
uT08438

® @
United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Vernal District Office
170 South 500 East Phone: (801) 781-4400
Vernal, Utah 84078-2799 Fax: (801) 781-4410

December 9, 1997

Inland Production Company
475 17th Street, Suite 1500

Denver, CO 80202

Dear Sir:

Ys.0/3-31-95
Re:  Well No. Monument Fed 24-17-9-16
- SESW, Sec. 17, T9S, R16E
Lease U-52018
. Duchesne County, Utah

This correspondence is in regard to the self-certification statement submitted requesting a
change in operator for the referenced well. After a review by this office, the change in
operator request is approved. Effective immediately, Inland Production Company is
responsible for all operations performed on the referenced well. All liability will now fall under
your bond, BLM Bond No. UT0056, for all operations conducted on the referenced well on the

leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or
Pat Sutton of this office at (435) 781-4400.

Sincerely,

Howard B. Cleavi
Assistant Field Manager,
Minerals Resources

cc: Division of Oil, Gas & Mining
Equitable Resources Energy Company
L&W Oil Company



' ©3/18/1997 85:15 1—485-5'164 CRAZY MTN 0&G

4

. PAGE 82

EQUITABLERESOURCES
ENERGY COMPANY

WESTERN RECION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha

State of Utah

Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801

Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah
properties 1o Inland Production Company.

Please feel free to contact me if you require additional information.

- Sincerely,
Molly Conra

Agent for Equitable Resources
Energy Company

/mc



© ¥3/18/1997 B5:15 1~486—6w154 CRAZY MTN 0&G

Crazy Mountain Qil & Gas Services
P.O. Box 577

Laurel, MT 59044

(406) 628-4164

(406) 628-4165

TO: W
Sk of UWah.

FROM. Molly Conrad
Crazy Mountain Oil & Gas Sexvices
(406) 628-4164

Pages Attached - Including Cover Sheet (;2 .

NOTE: M‘w W \m y |
W\L‘?L% 'LGM' ned gt

PAGE @1
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Divisioa of Oil, Gas and Miaing

OPERATOR CHANGE WORKSHEET

Routin

Attach all documentation received by the division regarding this change.
[nitial each listed item when completed. Write N/A if item is not applicable.

S

XX Change of Operator (well sold) O Designation of Agent
(O Designation of Operator 0O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: _ 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) PO BOX 1446 (address) C/O CRAZY MTN 0&G SVS

ROOSEVELT UT 84066 PO BOX 577
LAUREL MT 59044

Phone: (801)722-5103 ‘ Phone:  (406)628-4164
Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:

Name: HENDEL._FED. 1-9/GRRV API: 43-047-20011 Entity: 1310 s 9 T 95 R 19E Lease: U058149
Name: FEDERAL 24-3Y/GRRV APL:  43-013-31397 Entity: 11493 S 3 T 9S R _17F Lease: U64381
Name: FEDERAL 21-25Y/GRRV APL  43-013-31394 Entity: 11530 S 25 T 9S R _16E Lease: U64380
Name: MONUMENT 14-3-9-17Y/GR API: 43-013-31535 Entity: 11857 S 3 T 9S R _17F Lease: U64381
Name: MONUMENT 22-20-9-16/GR API: 43-013-31681 Entity: 11961 S 20 T 9S R _16E Lease: U52018
Name: MONUMENT 24-17-9-16/GR API: 43-013-31682 Entity: 11994 S 17 T 9S R _16E Lease: U52018

S T R Lease:

Name: APL: -Entity:

OPERATOR CHANGE DOCUMENTATION

;ﬁﬂ 1. (r649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). (fec )/ /2«/04%

éﬁ 2. (r649-8-10) Suyndry or other legal documentation has been received from the NEW operator (Attach to this
form). (/. /f/o,zo@

[\_l/ﬁ 3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

Jee 4. FORINDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operatosr
changes should ordinarily take place prior to the division's approval, and before the compl_etlon of steps

through 9 below.
5. Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.
6. Cardex t%éﬁgézn updated for each well listed above. /7, 5.97)
7. Well file labels have been updated for each well listed above. (/2-/5-%7)

zj/ 8. Changes haﬁe been included on the monthly “Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (/2- 15-97)

{ .
é& 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

, reference during routing and processing of the original documents. |
*doastwpdocsiformstoperchng OVER —J




OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW
%ﬁ 1. (r649-8-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes/@)) If entity assignments were changed, attach copies of Form 6, Entity Action Form.

[d_//) 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes. :

BOND VERIFICATION - (FEE WELLS ONLY)
/\i/% 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.
c
2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated .

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

m 1. Copies of documents have been sent on to at Trust Lands for changes
7{ ’ 4/‘ i{nvolving State leases, in order to remind that agency of their responsibility to review for proper bonding.
Mief4]
My o (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19 __, of their responsibility to notify all interest owners of this change.

FILMING

X\,_‘TJ 1. All attachments to this form have been microfilmed. Today's date:

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.

COMMENTS
901205 ) [ dp 218




TED STATES
DEP NT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

FORM 3160-5
(June 1990)

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

U-52018

6. If Indian, Allottee or Tribe Name

NA

7. If Unit or CA, Agreement Designation
NA

SUBMIT IN TRIPLICATE
1. Type of Well
Qil Gas
X Well Well Other

8. Well Name and No.,
MONUMENT FEDERAL 24-17-9-16
9. API Well No.

2. Name of Operator

INLAND PRODUCTION COMPANY

43-013-31682
10. Field and Pool, or Exploratory Area

3. Address and Telephone No.
410 17TH STREET, SUITE 700, DENVER, COLORADO 80202 (303) §93- 0102

MONUMENT BUTTE
11. County or Parish, State

4, Location of Well (Footage, Sec., T., R., m., or Survey Description)

0660 FSL 1980 FWL SE/SW Section 17, T09S R16E DUCHESNE COUNTY, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
: Notice of Intent . Abandonment Change of Plans
. Recompletion New Construction
: Subsequent Report Plugging Back - Non-Routine Fracturing
Casing Repair Water Shut-Off
: Final Abandonment Notice ' Altering Casing Conversion to Injection
Other Recompletion Dispose Water
- (Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR THE PERIOD OF 6/ 11/9_8 - 6/17/98

Perf CP sd @ 5482-85°, 5517-28> & 5551-62".

Perf LDC sds @ 5032-357, 5047-62°, 5069-76°, 5083-957, 5121-26” & 5131-40’.

Perf D-1 sds @ 4585-95°.
Swab well. Trip & land production tbg.
Place well on production @ 12:00 pm, 6/15/98.

ECEIVE(R

JUN 29 1993 s
PR
o

DIV. OF OIL, GAS & MINING |

e e i = M
14. I hereby certify that the foregoing is true and correct -
Signed St timeat Saud fﬂ\ Titte  Engineering Secretary Date 6/25/98
(This space for Federal or State office use)
Approved by Title Date

Conditions of approval, if any: K

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction,

=



FORM 3160-5 UNITED STATES g
(June 1990) DE MENT OF THE INTERIOR ‘
: BUREAU OF LAND MANAGEMENT :

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993

SUNDRY NOTICES AND REPORTS ON,WELVLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. '
' Use "APPLICATION FOR PERMIT -" for such proposals

5. Lease Designation and Serial No.

- U-52018

6. If Indian, Allottee or Tribe Name
NA '

SUBMIT IN TRIPLICATE

1. Type of Well
oil Gas
X :
Well Well Other

7. If Unit or CA, Agreement Designation
NA

8. Well Name and No.
MONUMENT FEDERAL 24-17-9-16

2. Name of Operator

INLAND PRODUCTION COMPANY

9. API Well No.
43-013-31682

3. Address and Telephone No.
410 17TH STREET SUITE 700, DENVER, COLORADO 80202 (303) 893- 0102

10. Field and Pool, or Exploratory Area
MONUMENT BUTTE

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

11. County or Parish, State

0660 FSL 1980 FWL SE/SW Section 17, T09S R16E - DUCHESNE COUNTY, UTAH
12, CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
: Notice of Intent Abandonment Change of Plans
Recompletion . New Construction
Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
E Final Abandonment Notice - Altering Casing Conversion to Injection
’ Other Weekly Status Dispose Water
- {(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Op

(Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work, If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR THE PERIOD OF 7/16/98 - 7/22/98

Isolate & swab zones (check for wir).
Isolate & swab zones for wir entry.
Drill out squeezed perfs.

Drill out & swab test squeezed LDC perfs
~ Place well on production @ 6:30 PM, 7/ 18/98.

8UG 03 1998

£ N G&?:
14. 1 hereby cemfy that the foregomg is true and correct . » . )
Signed i\,\ A A A s Q wp—tﬂ\ Title Engineering Secretary Date 7/29/98
(This space for Federal or State office use)
- Date

Approved by . Title

Conditions of approval, if any:

CC: UTAH DOGM

or fradulent statements or representations as to any matter within its jurisdiction.

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department of agency of the United States any false, fictitious



NT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

TED STATES .

. ')RM 3160-5
une"I990) DEP.

FORM APPROVED

Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

U-52018

6. If Indian, Allottee or Tribe Name
NA

SUBMIT IN TRIPLICATE
1. Type of Well
0il Gas
X Well Well Other

7. IfUnit or CA, Agreement Designation
NA

8. Well Name and No.
MONUMENT FEDERAL 24-17-9-16

2. Name of Operator

INLAND PRODUCTION COMPANY

9. API Well No.
43-013-31682

3. Address and Telephone No.
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

10. Field and Pool, or Exploratory Area
MONUMENT BUTTE

4. Location of Well (Footage, Sec., T., R., m,, or Survey Description)

11. County or Parish, State

0660 FSL 1980 FWL SE/SW Section 17, T09S R16E DUCHESNE COUNTY, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
: Notice of I;ltent - Abandonment Change of Plans
- Recompletion New Construction
E Subsequent Report - Plugging Back Non-Routine Fracturing
Water Shut-Off

. Casing Repair
Altering Casing
Other Site Security

D Final Abandonment Notice

Conversion to Injection

Dispose Water
(Note: Report results of multiple completion orn Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

NOV .02 1388

E@EHVE'

DIV. OF OIL, GAS & MINING |

14. Thereby certify that the ygomg is true and correct
Signed f Title Manager, Regulatory Compliance Date 10/28/98
(This space for Federal or State office use)
Approved by Title Date

Conditions of approval, if any:

CC:. UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfuily to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.



Inl@d Production Cofban
Site Facility Diagram

Monument 24-17
SE/SW Sec. 17, T9S, 16E
Duchesne County

May 12, 1998

Site 'Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1 and 3 sealed closed

2) Valves 2 and 4 sealed open

Sales Phase
1) Valves 1, 2, 4, 5 sealed closed
2) Valves 1 open

Draining Phase:

1) Valve 3 open

Emulsion Line
Load Line
Water Line
Gas Sales

Diked Section

Gas Sales Meter

Pumping Unit




FORM 3160-5 TED STATES
(June 1990) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

FORM APPROVED

Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

U-52018

6. If Indian, Allottee or Tribe Name

NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well
X Oil Gas 8. Well Name and No.
Well Well Other MONUMENT FED 24-17-9-16

9. API Well No.
43-013-31682

2. Name of Operator

INLAND PRODUCTION COMPANY
3. Address and Telephone No.

10. Field and Pool, or Exploratory Area
MONUMENT BUTTE

11. County or Parish, State

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0660 FSL 1980 FWL SE/SW Section 17, T9S R16E DUCHESNE COUNTY, UTA
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

. Abandonment Change of Plans
Recompletion New Construction

I:] Notice of Intent
Subsequent Report

: Final Abandonment Notice

Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
Altering Casing Conversion to Injection
X] Other Re-compleﬁon Dispose Water

{(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work }*

Re-completion procedures were initiated in the Green River formation on subject well on 1/2/03. Existing production
equipment was pulled from well. A casing scraper was ran to top of fill @ 5664'. Perfs at 4585'-4595' were isolated and
squeezed W/ 100 sks Class G cmt W/ .75% FL-62 & .2% S.M. (1.15 cf/sk yld @ 15.8 ppg). Cmt was drilled out and
squeeze was pressure tested to 500 psi. An old set of squeezed perfs were re-perforated (along with a new set) as follows:
Upper LODC sds @ 5022'-5036', 5045'-5063'. 5068'-5096', 5102'-5110' (new), 5118'-5128' and 5131'-5148' (all @ 4 JSPF)
and fraced down 2 7/8 N-80 tbg W/ 247,818# 20/40 mesh sand in 1544 bbls Viking I-25 fluid. Frac was flowed back
through chokes. Sand was cleaned from wellbore. New interval was swab tested for sand cleanup. Frac tbg & tools were
pulled from well. A BHA & production tbg string was ran in and anchored in well W/ tubing anchor @ 4443', pump
seating nipple @ 4477' and end of tubing string @ 4510". A repaired 1 1/2" bore rod pump was ran in well on sucker rods.
Well returned to production via rod pump on 1/14/2003.

RECEIVED

JAN 2 2 2003

ING
DIV, OF Ol GAS & MIN
pa)
14. I hereby certify that the foregoingfs true and cogfect,
Signed Title Completion Foreman Date 1/19/2003
Gary Dietz / v

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.



* United States Department of the gteribr |

BUREAU OF LAND MANAGEMENT . TAKE Prioe*
Utah State Office. - INAMERICA
P.O. Box 45155 ’
Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:

3106
(UT-924)
September 16, 2004 -
Memorandum
To: -Vernal Field Office
From: ‘ Acting.Chief, Braﬁch of Fluid Minerals
Subject: Mérger Approval ;

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard

Acting Chief, Branch of
Fluid Minerals

Enclosure
L.. State of Texas Certificate of Registration

cc:  MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
: State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson : S L
Joe Incardine
‘Connie Seare -




UTSL- 15855 61052 73088 76561

071572A 16535 62848 - 73089 - 76787
065914 = = 16539 63073B - 73520A 76808
R 16544 63073D ©~ - 74108 . 76813 4
17036 - 63073E - 74805 76954 : 63073X
17424 630730 74806 76956 63098A
A 18048 64917 74807 77233 . 68528A
UTU- - 18399 64379 74808 17234 72086A-
. 19267 64380 74389 77235 . T72613A .
02458 26026A 64381 ' 74390 - 77337 73520X -
03563 30096 64805 74391 . 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 - 74393 77357 - 76189X
05843 - 33992 65207 74398 77359 - 76331X
07978 34173 - 65210 ’ 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 ~ 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 . 77553 77376X
017992 38428 , 66184 - 74411 77554 78560X
018073 38429 . 66185 74805 78022 79485X
. 019222 38431 66191 - 74806 _ 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307%
020254 40026 67208 74835 - 719016 '
- 020255 - 40652 67549 74868 79017
- 020309D 40894 67586 74869 79831
- 022684A 41377 67845 74870 79832
027345 - 44210 68105 74872 79833
034217A 44426 68548 © 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 - 49092 69744 ' 75039 - 81000
063597A 49430 70821 75075
- 075174 49950 o 72103 - 75078
096547 50376 72104 ' 75089
096550 50385 - 72105 75090
: 50376 72106 75234
' - 50750 72107 ' 75238
10760 51081 ' 72108 - 76239
11385 52013 73086. . 76240
13905 52018 73087 - 76241

15392, 58546 © 73807 © 76560



P.0O.Box 13697 Secretary of State
Austin, Texas 78711-3697

Corporations Section I ‘}eoffrey S. Connor
<L W)

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by: SOS-WEB



ARTICLES OF AMENDMENT o 0 efthe
TO THE ; secretary of State of Texas
ARTICLES OF INCORPORATION .
PRODUGIION o sep 02U
INLAND PRODUCTION COMPANY R
| o Corporations Section

| * . Pursuant to the pro'visions of Article 4.04 of the Texas Business Corporation Act (the .
. “TBCA”), the undersigned corporation adopts the following articles of amendment to the articles -
of incorporation: ' - . '

ARTICLE 1 - Name
The name of the corporation is Inland Production Company.
ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004. '

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

i “ARTICLE ONE -~ The name of the corporation is Newfield Production Compahy.”
ARTICLE 3 ~ Effective Date of Filing |
This document will become effective | ypon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has - '
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given. - -

~IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1% day of September, 2004.

INLAND RESOURCES INC.

B)'M v/é('? ?Z

- Susan G. Riggs, Treasuret -



Division of Oil, Gas and Mining

ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW
3. FILE

Change of Operator (Well Sold) Designation of Agent/Operator '
X Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (O1d Operator): TQO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company
Route 3 Box 3630 Route 3 Box 3630
| Myton, UT 84052 Myton, UT 84052
Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721
CA No. Unit:
WELL(S)
NAME SEC TWN RNGI|API NO ENTITY |[LEASE |WELL [WELL
NO TYPE TYPE STATUS

PARIETTE DRAW 9-22 22 |080S|170E |4301331813 12300{Federal |D PA

PARIETTE FED 1-22-8-17 22 |080S|170E [4301331827 99998|Federal |NA LA

MON FED 24-17-9-16 417 1090S|160E |4301331682 J1994|Federal |OW P

MON FED 44-17-9-16 17 090S|160E 14301331683 99998|Federal |D PA

MON FED 22-20-9-16 20 {090S|160E 4301331681 11961|Federal |OW S

MON FED 31-21-9-16Y 21 |090S|160E }4301331726 12080|Federal |OW S

MON FED 11-22-9-16Y 22 |090S{160E |4301331647 11986{Federal |OW S

PINEHURST FEDERAL 3-7 03 [090S|170E |4301331760 12391{Federal |OW P

PINEHURST FEDERAL 3-8 03 ]090S|170E 14301331761 12391|Federal |OW - [P

RIVIERA FEDERAL 3-11 03 }090S|170E }4301331764 12391|Federal |OW P

OPERATOR CHANGES DOCUMENTATION

Enter date after each listed item is completed

1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on:  9/15/2004

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005

Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_4_FORM_4B.xls 4/19/2005 10



’ @ @
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005
3. Bond information entered in RBDMS on: 2/28/2005
4. TFee/State wells attached to bond in RBDMS on: 2/28/2005
5. Injection Projects to new operator in RBDMS on: 2/28/2005
6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:

*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_4_FORM_4B.xis 4/19/2005 10



Sundry Nunber: 51581 APl Well Nunber: 43013316820000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:

U-52018

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Oil Well

8. WELL NAME and NUMBER:
MON FED 24-17-9-16

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013316820000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:

0660 FSL 1980 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

Qtr/Qtr: SESW Section: 17 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT

- . I:‘ CHANGE TUBING
Approximate date work will start:

J CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

l:‘ DEEPEN

l:‘ OPERATOR CHANGE

J SUBSEQUENT REPORT
Date of Work Completion:

5/20/2014

l:‘ FRACTURE TREAT
D PLUG AND ABANDON

l:‘ PRODUCTION START OR RESUME l:‘ RECLAMATION OF WELL SITE

l:‘ SPUD REPORT
Date of Spud:
l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL

l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

J OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

J CONVERT WELL TYPE

|:| NEW CONSTRUCTION

D PLUG BACK

|:| RECOMPLETE DIFFERENT FORMATION
|:| TEMPORARY ABANDON

D WATER DISPOSAL

|:| APD EXTENSION

OTHER: INew Perforations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an
injection well on 05/15/2014. New intervals perforated, GB4 sands -
4067-4084' 3 JSPF & GB6 4116-4119' 3 JSPF. On 05/16/2014 Chris
Jensen with the State of Utah DOGM was contacted concerning the
initial MIT on the above listed well. On 05/20/2014 the casing was

pressured up to 1418 psig and charted for 30 minutes with no pressure

loss. The well was not injecting during the test. The tubing pressure
was 1100 psig during the test. There was an State representative
available to witness the test - Chris Jensen.

Accepted by the
Utah Division of
Qil, Gas and Mining

FOR-RECQORP ONLY

PHONE NUMBER
435 646-4874

TITLE
Water Services Technician

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

SIGNATURE
N/A

DATE
5/29/2014

RECEI VED:

May. 29, 2014




Sundry Nunber: 51581 APl Well Nunber: 43013316820000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: /% «J(,Vﬁa{ Date 57/22//9 Time_/0.¢>  Gmpm

Test Conducted by: (N Bl
Others Present: i

Field: monvmer A.tle

APINo:Y4350/83/( ¥z

Time Casing Pressure
0 min (4] L psig
5 (41 psig
10 (912 psig
15 4 (7 psig
20 (9t psig
25 (Y7 psig
30 min 1415 psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: []vo psig
Result; Fail

Signature of Witness: 0 @{A/)ﬂo

Signature of Person Conducting Test




30- 00:90- 00:90- 00:90-
0z/5 ¥10z/02/S ¥10Z/02/S ¥102/02/S
9€:0T NV 0Z-82-0T WY 00:0Z:0T AV OF:TT-0T
L i U T | i ' s i _ 4 i ' 4 | ' 4 L i _ s i ' i 1 i s i ' _ ' s 1 i

00-90-
¥102/0Z/S
NV 0Z:€0:0T

43013316820000

Nunber :

Vel |

51581 API

2INssald 9lnjosqy /

o
(=]
™~

T IIIIIII!IIIIIIIII[IIII‘IIII
(o]
o
—

|
o
=}
(an]

oot

00s

(=
Q
el

00

008

006

llllllIllllllllIllIllI!!Il'lIllI‘illlllIIIllllllllllll!lllll!llfl

&
g
(1sd) aanjosqy ISd

liuul
]
o
~
~

(=]
(=]
~
i

00€ET

00¥T

—(00ST

—009T

—00LT

—(008T

o
o
(=3}
i

2
2
>
N

WY €0:85'6 ¥102/02/5
(FT-0Z-S LI UOISISAUOD) 9T-6-/T-77C JUSWNUON

Sundry Nunber :



43013316820000

Vel | Nunber:

51581 API
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¥1L02/12IS :Pejulld Hoday €/l obed

WOD PIaMBU MMM

ubiuiano
Jonuow o} Bso uo 1sd 000z Bo1 ‘ssaid paureb Jeasu Bso pns ‘Bso eoepns Bupoyuow aYAA "QzZH Slaq § Buiosul
anym 1sd s2¢ o1 dn ying usy} 1sd 0osE 03 paddolp ainssald “1sd 9oLy @ sHad umop xeaiq pue bujises soeuns
uo ainssaid JONUON MM MOOd '61-91 L ¥ #8-280% .89-290 1B S9U0Z $89/9gD Had pue Hiy 0} 1 1IMNY oc8l 0g:LL
JusLIWOoY awl| pu3 awl| Ue1g
" MO-I1Sd 002 01 ¥0Bjs Bl %9 Bnid ‘9SO 1sa ‘seAjeA g djgnod NN
‘SLUEJ PUIIE 'R SAIBA DBI4 MG NN 'SSAIBA NN ‘PEAY [[BM MG U0 M2I0S PB3Y [[SA ME Ma1sUn ‘SdOd BIY Ms AN 0c:Ll ol
Juswwoy awil pu3 swi] veis
051y © Bnid 3H 188 aulBIAM NY ol ocEl
uswwod awiL pu3 awiy) uels
‘1ade1os 9 Ng 2/ G % SLI -2 G1'99L 8/ T SLI 821 /M Uoioauuod sayjo Alaas Buidopal g Bupeaig HOOL ogel 00:LL
JusWwWoy awit pu3 swill VEls
‘6qy g/2 z swil L€ a1% dinbe Bup ay 00:LL 0£:60
JuBWuo) awn| pug swi] uels
‘uespo f1am o119 6,95 @ a19d 01 09 dinba Bulup NY 9055 ® Iy Be} o1 sl g Nd ‘sl #Z /M HIL JU0D 0€-60 00:20
uswwog swil pug i) pels
00:20 0€:90
uswwod |awl] pu3g awl) tmlw.ml.
0€:90 00:00
JUsLUWOD 3wl pu3 awi| veis
‘spad ag "OWaY PUB M /M HOOd 'SaU0z -g9 pue g-go pad 0] IM /M HIY "sejeb sjanop/m spuliq pue ‘AjA deid ‘d8y 1d
"soAjeA 2)eb apis a|qnop /m Spulg MG albuls pue AlA 9811 NN PUB HAA MS 0} JBA0-X ‘SdOd AN "dgy 19S Pue HIY 01 LIMNYIW "HOOd Pue up 313 "dldd o ik 0O/0Qd 01 o) v102/ELIS v102/2LIS
Arewwng AIngoY Jupz sjeg pu3 podey ajed vels podey
00:00 0061
JusWILoD swil pug swi| Uels
"AMJIMS pue uoiedo| ues|d 00-61 0e-8l
JuBLLWOY swi| pu3 awil uels
26y @ 103 ‘D91 8/2 2 SLr o) 9 Jadeidg  ug sa4 .2/L S /M HIL® Nd 0e8l 0€:9)
JUSLULLIOD aunl puy sul] ueis
“#i1 Wl Ul Sj0y B punoy "OZH S99 0€ /M Pausny @ 30uo paddols ‘ON 8 NSd ‘OvL z-8 2/l
G dT1SLr €2 /M HOOL INOD ‘9dL 8/2 Z SLI 921 /M UONO3UU0D Jayjo Aians adopas @ deald ‘'S1f 92 /M HOOL 0€:9l o€l
JusWwWoy sl pul awl| UelS
3o ,£21 ,906S @ Iy Bel ‘Og1 8/. 2 Sir 92 Asllel g Nd oeel 0eglL
juswwog swi| pu3 awi| peis
SHIOM DEL % 10014 NY ‘SJOF #0005 U0 duis ‘Ov1 2-9 .2/ § 19sun ‘peay [IBM AN ogcl 00:1L
uBWWOD awil pug swl| LEIS
‘OVHY
8L XZ/ L XTI gRsieg 1M .2Z/L L-9 ¥3d P .v/€ 821 ‘seod ,g-z ‘Auod 2-1 pot ysiod .22 X Z/L L a7 'Tom 211D 00:L1 00:60
UslIwod |aulj pugj 3wl Ue)g
‘dn painssaid Jaasu pue OzZH S99 0z dwnd ©g1 Bunss) Al ‘OzZH S99 0F /M Spol ysni4 ‘w Buuls 1sno
#000zZ| @ dwnd jeasun ‘peay anowsy 'DSH UM OzZH S1d9 09 dwnd uswdinba poJ pue Jool “HOMNAIN 00:60 0€:90
usuiwod awli] pu3j auwl] yels
0€:90 00:90
JUSWIWOD) awl) puj awi| Uels
00:90 00:00
WBWWOoD swiL pu3 swiL Vels
"‘IMAAS " Z6E1 0} 1odeios pue uq S9N /M HIgY
pue Nd pue yHg (1 suopoeuuod Buidop pue Buyeaiq HOOd ',905S @ IIY Bes 01 Ba) ,8/2-Z /M HIY PUB Nd ‘SdOd NN PUB HAA ON ‘spol pue dwnd a7 pue jind "HOMNYIN|  ¥10Z/0L/S ¥1L02/6/S
ABWIWNG AJAIDY JUrZ a1eq pu3 uoday sleq UelS Hoday

suoneiadQ Ajieg

¥102/02/S ¥10c/6/S
ale pug gor a1eq UeIS gor

UOISISAUOD
adA] qor Aewud

sqof

Mdodoay Alewwng [1ejaqg qor

91-6-L1-¥C UON :SWEeN |I9pA

dTHIAMEN




43013316820000

Vel | Nunber:

51581 API

Sundry Nunber :

¥10Z/12/S :PIULd Woday ¢/ obed

WO PlaIMAU MMM

"peay||am U0 HY1 puBT SAJBA JBI4 #000S ¥ SAOE Bl 4o duis ‘sxuopm D4l g Jooj4 aN St.80 00:80
JUSWIWOYD swl] pu3j S| Ue1g
"aul|pues no ¥9ey ® HOOd
AS 134 ‘I0US J9A0 @ BUIIPUBS /A HIY 8 N 158} POOS-NIN 0 10} ssaid yolep 1Sd 0082 D41 U0 SSIud MO 00:80 00:£0
o) awi) pug dwil yeis
00:20 0€:90
JUSLWGD auwll pul |swin| yeis
0£:90 00:00
juslwwod swiy puy aun| ueig
“HOMOWQY ‘Bs3 1d "HM NN PUB HM uo Ba; puey “1d 1os pue pjj Jyd dwing ‘Aja D84 pue S4Od AN ‘100l pue dinbe Bq) Ay ‘AS analey|  v10Z/5L/S ¥102Z/SL/G
Aewwng APAROY JUpZ a)eq pu3 yoday 3le LIS vodey
00:00 00:81
JIT=ITTT ) sw|] pug EINIRY=
00:81 Syl
JUBWILLIGD awll puz sull ueis
0588-gDW apioolg (6 § ‘6689-OW diu| uoisouo) |eb
01 pasaAlep Wayd- N UBIU Jano ainssaid 9AeaT 1S 000E 01 9L 1591 'NSd 0} AS DdID ‘Ped g8 §1 dwnd GyLL SPiGlL
uswwod 3wl pug |uwl| Ues
'Ogl /. 2 S1r 2L e
NSd ‘1001 440/NO “dMd L-18s MollY ‘JoA0 -X ‘aNs D81 8/¢ Z v ‘a1ddIN NX ‘epinb Aug 34 .8/ 2 /M HIL 8 Nd S¥Sl Syl
JUBLILIDYD auwlt| pug ‘Wi tmm.
dgy ' S1r9al‘odl 8/2 2 S1T 2L IM HOOL SLiplL SLgl
JUBLLDD awl) pujy Suill WEls
OzZH S99 0P /M 981 Usnid 'day T34 ‘dgy Ho pues JO ,0Z JHID ‘991 8/ ZSLr €L ® HY GLEL 00:L1
JURHUWOD awl] pug aw] ue1s
"$}I0M DL % Joold NY S404d Bu NN 'swel puiq s1buis aN 00'LL 00:0l
Juswwo) ali] pug awl| UBIg
“JOA0D21 0] Y3 SIqq |'69G 'SIGq S/ PRISACISY palp PUE SInoyY | 1o} pamojj [[9AA “Iuswidinbs oey umop
BuibbL apym axoyo uado ue uo wdg 6Z'| 0} paddoip 31 uay} pue wdq ¢ xoidde @ Hyue) yoegmoy o} Jlam uadQ 00:0L SH:80
juswwon awi) pug swi| UBIS
Y141 Lpp9 ‘1'eps padwnd joi (1sd zgg) ww-G)L ‘i1sd el uw-gy ‘1sd 6691 UIW-G ) ‘wdq 8°02
el BAy ‘1z @1el xey ‘Isd Zoze ssald Bay ‘1sd zgge ssaud xepy ‘g8’ ‘9’4 ‘1sd 1621 JIS| ‘uoneuloy ul pues
SHUM 0%/0Z #000°'GE padwind ‘pu 196 #/1 S109 9°'GLS /m 13m oB14 ‘(18" 'D'4 ‘1sd 60G1 JASI ) UMOP InYs 2 siqq
2P 101 “1OH %S| $199 6°1 1 Buipesy|ing sjium wdq g 03 ajes bung ‘1sd v1.8¢ @ wdq 'L ® Jolem usay sjaq £
/m uoneuwoy umop yealg ‘Isd gzz /m ||am usdQ ‘1sd 008+ 01 soul| 13} ssald (YD ‘98D ) (dBId #LL 1#BIS) S¥:80 0€:20
WsWwwop awlj puz AWl ue1s
0€:20 00:20
JUBWLLOD Wil pug oWl vels
00:20 0£:50
JUBSWWOoD 3wl puz du| uels
0£:50 00:00
JUswwod swl] pu3l W] Ue1g
‘Bay
1d pue AS doip ‘vHg 1d /m HIgY “Baym HOOd ‘dgY oses|al pue Hiy dinbe oey OWNAY ue) 0} g4 "uolsIaAuoo/3lR|dwodal J0) 499 ‘'9a9 | obejs oei4 “dinba oel NYIN|  #LOZ/SL/S y1L0Z/¥LIS
Aewwns AQIAnoY JUyg a1eg pu3 Uoday a1 UelS uodey
00:00 00:61
jusliuio) || pu3g | Ueg
‘NAIMS 00:61 0c:8l
JUSLULIOD auwl] pug |un| ue1g

Joday Atewiwung |ie3aq qor

91-6-L1-¥C UOIN :SWEN [[3M

ATHIAMEN




43013316820000

Vel | Nunber:

51581 API

Sundry Nunber :

v10zZ/k2IS Pajulld Woday ¢i¢ abed

WO PloYMAU MMM

uoday Arewwng j1ejag qor

‘UISUSP SUYD - 1S9) SU} SSaUlMm 0] a|qe|leAe aAneluasaldal sjelg e sem alsy)
188} sy} Buunp Bisd gg| | sem ainssaid Buigny ay] 1s8} ayy Buunp Gunoalul Jou sem [|am Byl "$s0| aInssald
ou yPMm senuIW og 1oy papeyo pue bisd gL | 0} dn painssaid sem Buises syl +1.0z/02/S0 UQ “llom pas|
anoge ay} uo 1| [emul sy Buiureouod pajoejucs sem NOOQJ UelN JO S1.lS aYl Yim USSUSP sUYD +1.02/91/50 UO 00:}1 0g:0L
JUsSLIWIoD awl) pu3j 3wl ue)s
1IN TVILINI LONANOD v102/02/S ¥102/02/S
Aewwng Aoy Jupz 8jeg pu3 podey 8)eq HEIS Yodoy
00-00 00:cL
BULLICD) sll] pu3 awl] ueis
00:2L ocLl
JUBWWoD 8wl pu3g 3wl Uels
"HOMOWQAY 1891 po09)-1Sd 00FL 01 YMd '8 DSO IS8l 0Ll 00:01
uawiwod Al pu3 Sl tmm.
"peay II9M NN ‘peay [1am uo 91 pueT ‘GL0¥ @ 103
666€ @ NSd .500% @ UoISUSL #000G L /M UMd L-18S90LY ,Z/1 G 18S ‘PINY dMd % OgH usaid §7ag 0§ dwnd 00:01 S¥:80
JUBWWOD AW pu3z |aWwl| Uels
91-6-LL-FC UON :OWEeN [|SM

dTHIIMEN




Sundry Nunber: 51581 APl Well Nunber: 43013316820000
N 3
iwg Sehematic
Well Name: Mon 24-17-9-16
Surface Legal Localion APIUWI Well RC Lease State/Province Field Name County
660' FSL & 1980' FWL (SESW) SECTION 17-T9S-R16E 43013316820000| 500150890 Utah GMBU CTB3 |DUCHESNE
Spud Date Rig Release Date On Produclion Date |Original KB Elevation (ft) Ground Elevalion (ft) Total Depth All (TVD) (ftKB) PBTD (All) (ftKB)
7/18/1996 7/25/1996 8/30/1996 6,018 6,008 Original Hole - 5,679.0
Most Recent Job
Job Category Primary Job Type Secondary Job Type Job Start Date Job End Date
Production / Workover Conversion OAP 5/8/2014 5/20/2014
TD: 5,750.0 Vertical - Original Hole, 5/21/2014 2:13:08 PM
TVD
MD (ftkB) | (ftKB) Incl (°) DLS Vertical schematic (actual)
DLS (°...
9.8
277.9 1; Surface; 8 5/8 in; 8.097 in; 10-279 ftKB: 268,95 ft |
9-1; Tubing; 2 7/8; 2.441; 0-4,000; 3,999.55
291.0 9-2; Pump Seating Nipple; 2 7/8; 2.250; 4,000-4,001; 1.10
3,999.7 9-3; On-Off Tool; 2 7/8; 2.441; 4,001-4,002; 1.40
9-4; Packer; 2 7/8; 2.441; 4 002-4,009; 6.95
G002 9-5: Cross Over: 2 7/8; 1.991; 4,009-4,009; 0.50
4,009.5 9-6; Tubing Pup Joint; 2 3/8; 1.991; 4,009-4,014; 4.05
9-7; Profile Nipple; 2 3/8; 1.875; 4,014-4,015; 1.00
4,014.4 9-8; Wireline Guide; 2 3/8; 1.991; 4,015-4,015; 0.45
4.066.9 Perforated: 4,067-4,068; 5/12/2014
4,082,0 Perforated; 4,082-4,084; 5/12/2014
4116, Perforated; 4,116-4,119; 5/12/2014
4,206.0
Perforated; 4,585-4,595; 6/11/1998
4,595.1 Perforated; 4,664-4,669; 8/16/1996
4,669.0 Perforated; 4,664-4,669; 8/16/1996
4,850.1 Perforated; 4,845-4,850; 8/15/1996
4,955.1 Perforated; 4,950-4,955; 8/15/1996
5,022.0 Re-Perforated; 5,022-5,036; 1/7/2003
5,035.1 s Perforated; 5,032-5,035; 6/9/1998
,035. AN
5.044.9 T Re-Perforated; 5,045-5,063; 1/7/2003
I : .
5.062.0 S Perforated; 5,047-5,062; 6/9/1998
5,067.9 R
' Q’ﬁ Perforated; 5,069-5,076; 6/9/1998
5.076.1 s Re-Perforated; 5,068-5,096; 1/7/2003
50951 o Perforated; 5,083-5,095; 6/9/1998
i . AR
5,102.0 TR
A na Perforated; 5,102-5,110; 1/7/2003
5,118.1 ﬁ Re-Perforated; 5,118-5,128; 1/7/2003
5.126.0 :,., Perforated; 5,121-5,126; 6/9/1998
50,8 wE il Perforated; 5,131-5,140; 6/9/1998
i ] #
ee—§ Re-Perforated; 5,131-5,148; 1/7/2003
5,148.0 5
5,206.0 g Perforated; 5,200-5,206; 8/12/1996
5211.9 E ] Perforated; 5,209-5,212; 8/12/1996
P L)
5,220.1 A5 Perforated:; 5,216-5,220; 8/12/1996
’ ] m
g Perforated; 5,222-5 226; 8/12/1996
5,226.0
i
52310 2 Perforated; 5,229-5,234; 8/12/1996
5,482.0 .5
' ooy Perforated; 5,482-5,485; 6/6/1998
5,517.1 f e
e (-7 Perforated; 5,517-5,528; 6/6/1998
5,550.9 ey _ _
' AN Perforated; 5,551-5,562; 6/6/1998
5,679.1
5,706.0
5,750.0 2; Production; 5 1/2 in; 4.950 in; 10-5,750 ftKB; 5,740.01 it |
A A A A A AL A A A A A A I A A A A AL A A A P A A A A A A A A A A A A A A A A A I A A A A A I A A A A A A ]
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Sundry Nunber :

51581 APl \el |

Nunber :

43013316820000

NEWFIELD

Newfield Wellbore Diagram Data

Mon 24-17-9-16

Surface Legal Location APHUWI Lease
660’ FSL & 1980' FWL (SESW) SECTION 17-T9S-R16E 43013316820000
County State/Province Basin Field Name
DUCHESNE Utah Uintah Basin GMBU CTB3
Well Start Date Spud Date Final Rig Release Date On Production Date
7/18/1996 7/18/1996 7/35/1 996 8/30/1996
Onginal KB Elevation (ft} |Ground Elevation (ft) Total Depth (ftKB) Total Deplh All (TVD}) (ftKB) PBTD (All} (ftKB)
6,018 6,008 5,750.0 Original Hole - 5,679.0
Casing Strings
Csg Des Run Date OD (in) 1D (in) Wht/Len (Ib/ft) Grade Set Depth (ftKB)
Surface 7/18/1996 8 5/8 8.097 24.00|J-55 279
Production 7124/1996 51/2 4.950 15.50|J-565 5,750
Cement
String: Surface, 279ftKB 7/18/1996
Cementing Company Top Deplh (ftKB}) Bottom Depth (ftKB) Full Return? Vol Cement Ret (bbl)
10.0 291.0
Fluid Description Fluid Type Amount (sacks) Class Estimated Top (ftkB)
2% CaCl2 + 1/4#/sx Cello-Flake Lead 160|G
String: Production, 5,750ftKB 7/24/1996
Cementing Company Top Deplh (ftKB) Bottom Depth (HKB) Full Return? Vol Cement Ret (bbl)
2,027.0 5,750.0
Fluid Description Fluid Type Amount (sacks) Class Estimated Top (ftKB)
Lead 150|G
Fluid Descriplion Fluid Type Amount (sacks) Class Estimated Top (ftKB)
Tail 310]50:560 POZ
String: <String?> 7/16/1998
Cementing Company Top Depth (KB} Bottomn Depth (flKB) Full Relurn? Vol Cement Ret (bbl)
4,984.0 5,095.0
Fluid Description Fluid Type Amount (sacks) Class Estimated Top (ftKB)
Squeeze 110|G Neat 4,984.0
String: <String?> 1/4/2003
Cementing Company Top Depth (ftKB) Bottom Deplh (ftKB) Full Retum? Vol Cement Ret (bbl)
4,206.0 4,595.0
Fluid Description Fluid Type Amount (sacks) Class Estimated Top (ftKB)
100|G 4,585.0
Tubing Strings
Tubing Description Run Date Set Depth (TKB)
Tubing 5/14/2014 4,015.0
Item Des Jis QD (in) 1D (in) Wi (Ib/ft) Grade Len (ft) Top (ftKB) Btm (ftKB)
Tubing 127 2718 2.441 6.50 |J-55 3,999.55 0.0 3,999.6
Pump Seating Nipple 1 27/8 2.250 N-80 1.10 3,999.6 4,000.7
On-Off Tool 1 27/8 2.441 1.40 4,000.7 4,002.1
Packer 1 2718 2.441 6.95 4,002.1 4,009.0
Cross Over 1 2718 1.991 0.50 4,009.0 4,009.5
Tubing Pup Joint 1 23/8 1.991 4.70 (J-55 4.05 4,009.5 4,013.6
Profile Nipple 1 23/8 1.875 N-80 1.00 4,013.6 4,014.6
Wireline Guide 1 23/8 1.991 0.45 4,014.6 4,015.0
Rod Strings
Rod Descniption Run Date Set Depth (tKB)
{tem Des Jts OD (in) Wt (Ib/ft) Grade Len (ft) Top (ftKB) Btm (ftKB)
Other In Hole
Des Top (ftKB) Blm (ftKB) Run Date Pull Date
Fill 5,679 5,705(6/13/1998
Perforation Intervals
Stage# Zone Top (ftKB) Btm (itKB) Shot Dens (shots/ft) Phasing (°) Nom Hole Dia (in) Date
8| GB4, Original Hole 4,067 4,068 2 180 0.340 |5/12/2014
8| GB4, Original Hole 4,082 4,084 2 180 0.340 |5/12/2014
8| GB6, Original Hole 4,116 4,119 2 180 0.340 |5/12/2014
6 |D1 SANDS, Original Hole 4,585 4,595 4 6/11/1998
3|D2 SANDS, Original Hole 4,664 4,669 4 8/16/1996
3| D2 SANDS, Original Hole 4,664 4,669 4 8/16/1996
2 | A/B SANDS, Original Hole 4,845 4,850 4 8/15/1996
2 |A/B SANDS, Original Hole 4,950 4,955 4 8/15/1996
7 |UP LODC SANDS, Original 5,022 5,036 4 1/7/2003
Hole
www.newfield.com Page 1/2 Report Printed: 5/21/2014




Sundry Nunber: 51581 APl Well Nunber: 43013316820000

NEWFIELD

Mon 24-17-9-16

Newfield Wellbore Diagram Data

Perforation Intervals

Staget# Zone Top (ftKB) Blm (ftKB) Shot Dens (shots/ft) Phasing {*) Nom Hoale Dia (in) Date
5|LDC SANDS, Original Hole 5,032 5,035 2 6/9/1998
7 |UP LODC SANDS, Original 5,045 5,063 4 1/7/12003
Hole
5|LDC SANDS, Original Hole 5,047 5,062 2 6/9/1998
7 |UP LODC SANDS, Original 5,068 5,096 4 1/7/2003
Hole
5|LDC SANDS, Original Hole 5,069 5,076 2 6/9/1998
5 [LDC SANDS, Original Hole 5,083 5,095 2 6/9/1998
7 |LDC SANDS, Original Hole 5,102 5,110 4 1/7/12003
7 |UP LODC SANDS, Original 5,118 5,128 4 1/7/2003
Hole
5|LDC SANDS, Original Hole 5,121 5,126 2 6/9/1998
5|LDC SANDS, Original Hole 5,131 5,140 2 6/9/1998
7 |UP LODC SANDS, Original 5,131 5,148 4 1/7/2003
Hole
1|LODC SANDS, Original 5,200 5,206 4 8/12/1996
Hole
1]LODC SANDS, Original 5,209 5,212 4 8/12/1996
Hole
1|LODC SANDS, Original 5,216 5,220 4 8/12/1996
Hole
1|LODC SANDS, Original 5,222 5,226 4 8/12/1996
Hole
1|LODC SANDS, Original 5,229 5,234 4 8/12/1996
Hole
4 |CP SANDS, Original Hole 5,482 5,485 4 6/6/1998
4 |CP SANDS, Original Hole 5,517 5,528 4 6/6/1998
4 |CP SANDS, Original Hole 5,551 5,662 4 6/6/1998
Stimulations & Treatments
Stage# ISIP {psi) Frac Gradient (psifft) Max Rale (bbl/min}) Max PSI (psi) Total Clean Vol (bbl) Total Sturry Vol (bbl) Vol Recov (bbl)
1 2,650
2 2,150
3 1,950
4 2,000
5 1,540
6 2,150
7 2,250
1 1,791 0.881 241 3,652 509 537 509
Proppant
Total Prop Vol Pumped
Slage# (Ib) Total Add Amount
1 Proppant Sand 97178 Ib
2 Proppant Sand 44700 Ib
3 Proppant Sand 21800 Ib
4 Proppant Sand 102300 Ib
5 Proppant Sand 95500 Ib
6 Proppant Sand 117110 Ib
7 Proppant Sand 247818 Ib
1 35,000 | Main White Sand 35000 Ibs

www.newfield.com Page 2/2
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Sundry Nunber: 54862 APl Well Nunber: 43013316820000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING U-52018 '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 24-17-9-16
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316820000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
0660 FSL 1980 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SESW Section: 17 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
] NOTICE OF INTENT [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
Approximate date work will start:
J CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS / CONVERT WELL TYPE
1/ SUBSEQUENT REPORT
Date of Work Completion: D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D SPUD REPORT D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT D D |:|
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
D WILDCAT WELL DETERMINATION D OTHER OTHER: I I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The above reference well was put on injection at 12:08 PM on Accepted by the
08/22/2014. Utah Division of
Qil, Gas and Mining

September 04, 2014
Date: !

By: N

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 8/27/2014

RECEI VED: Aug. 27, 2014




GARY R. HERBERT
Governor

SPENCER J. COX
Lieutenant Governor

Operator:
Well:
Location:
County:
API No.:

Well Type:

State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

Division of Oil, Gas and Mining

JOHN R. BAZA
Division Director

UNDERGROUND INJECTION CONTROL PERMIT
Cause No. UIC-419
Newfield Production Company
Monument Federal 24-17-9-16
Section 17, Township 9 South, Range 16 East
Duchesne
43-013-31682

Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on April 14, 2014.

2. Maximum Allowable Injection Pressure: 1,507 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4, Injection Interval: Green River Formation (3,908° — 5,679’)

5. Any subsequent wells drilled within a %2 mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: M{Q\»— ?L}' /9‘017
Rogers Date
As ciate D1rect0r
JR/MLR/js

cc: Bruce Suchomel, Environmental Protection Agency
Bureau of Land Management, Vernal
Jill Loyle, Newfield Production Company, Denver
Newtield Production Company, Myton
Duchesne County

Well File

N:AO&G Reviewed Docs\ChronFile\UIC UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 o facsimile (801) 359-3940 « TTY (801) 538-7458 » www.ogm.utah.gov

OIL, GAS & MINING



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

GARY R. HERBERT
Governor Division of Qil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

April 14,2014

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Monument Federal 24-17-9-16, Section 17, Township 9 South
Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-31682

Newfield Production Company:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 3,908 feet in the
Monument Federal 24-17-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

-

*\\\ ; {
oA

. Jokn Rogers
-Agsociate Director

JR/MLR/js
cc:  Bruce Suchomel, Environmental Protection Agency
Bureau of Land Management, Vernal

Duchesne County UTAH
Newfield Production Company, Myton
Well File DNR
NAO&G Reviewed Docs\ChronFile\UIC N
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801 OIL, GAS & MINING

telephone (801) 538-5340 « facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm.utah.gov
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Oil & Gas Well Type
O APD-Approved Permit

GIW-Gas Injection Well

Cement Bond Tops
Monument Federal 24-17-9-16
API| #43-013-31682

DRL-Spudded (Driliing Commenced) U l C'41 ? s 3
201 5

O,. GSW-Gas Storage Well

LA-Location Abandoned
LOC-New Location Well

PA-Pugged & Abandoned
PGW-Producing Gas Well

RET-Returned APD
SGW-Shut-in Gas Well
SOW-Shut-in Oil Well
TA-Temp Abandoned

TW-Test Well
WDW-Water Disposal Well

WIW-Waterlnjection Well

WSW-Water Supply Well

epb X O XMetr e O X

(’u,faﬁ.decQ gl“l

Miles
0 0.05 0.1 0.2 0.3 04

OPS-Drilling Operations Suspended

POW-Producing Oil Well ) ) ADK

Depth to top of
4585 suitable cement bond

*  Well Bottom Hole Location
— Oil & Gas Wells Hole Directional Path
Wells-CbltopsMaster 1-31-13

[] onR o1t Gas Wells Buffer

P County Boundaries
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS
Applicant: Newfield Production Company Well: Monument Federal 24-17-9-16
Location:__17/9S/16E API: 43-013-31682

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 280 feet and has a cement top at the
surface. A 5% inch production casing is set at 5,727 feet. The cement bond log is somewhat
problematic but appears to demonstrate adequate bond in this well up to about 2,040 feet. A 2
7/8 inch tubing with a packer will be set at 4,535 feet. Higher perforations may be opened at a
later date. A mechanical integrity test will be run on the well prior to injection. At the time of
this revision (8/19/2014), based on surface locations, there are 2 producing wells, 6 injection
wells, 1 shut-in well (the proposed injection well), 1 temporarily abandoned well, and 1 P/A well
in the AOR. In addition, there are 2 directional producing wells with surface locations outside
the AOR and bottom hole locations inside the AOR. Finally, there are 2 approved surface
locations outside the AOR from which a directional wells will be drilled to bottom hole locations
inside the AOR and 1 approved surface location inside the AOR for a bottom hole location
outside the AOR. All of the existing wells have evidence of adequate casing and cement for the
proposed injection interval.

Ground Water Protection: As interpreted from the Utah Geological Survey’s DOE Project-
Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/l1 TDS) is at a depth of approximately 2400 feet. Injection shall be
limited to the interval between 3,908 feet and 5,679 feet in the Green River Formation.
Information submitted by Newfield indicates that the fracture gradient for the 24-17-9-16 well is
0.74 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1,507 psig. The requested
maximum pressure is 1,507 psig. The anticipated average injection pressure is 1100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures in
the adjacent confining intervals. Any ground water present should be adequately protected.



Federal 24-17-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved
the

Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review

process.

Reviewer(s):__Mark Reinbold Date: 4/10/2014 (revised 8/19/2014)
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES
STATE OF UTAH
NOTICE OF AGENCY ACTION
CAUSE NO. UIC419

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 15, 17, and 20,
TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS II
INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 1001
17t Street, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval
of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:

Castle Peak Federal 22-15-9-16 well located in SE/4 NW/4, Section 15, Township 9 South, Range 16 East
API 43-013-30634
Castle Peak Federal 24-15-9-16 well located in SE/4 SW/4, Section 15, Township 9 South, Range 16 East
API143-013-30631
Monument Federal 24-17-9-16 well located in SE/4 SW/4, Section 17, Township 9 South, Range 16 East
AP143-013-31682
Nova 31-20 G NGC Federal well located in NW/4 NE/4, Section 20, Township 9 South, Range 16 East
API 43-013-31071

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division’s Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 5th day of March, 2014.

, GAS & MINING

Brad Hill
Permitting Manager



Newfield Production Company

CASTLE PEAK FEDERAL 22-15-9-16, CASTLE PEAK FEDERAL 24-15-9-16,
MONUMENT FEDERAL 24-17-9-16, NOVA 31-20 G NGC FEDERAL

Cause No. UIC-419

Publication Notices were sent to the following:

Newfield Production Company
1001 17th Street, Suite 2000
Denver, CO 80202

Uintah Basin Standard

268 South 200 East

Roosevelt, UT 84066

via e-mail ubs@ubstandard.com

Salt Lake Tribune

P O Box 45838

Salt Lake City, UT 84145

via e-mail naclegal@mediaoneutah.com

Vernal Office

Bureau of Land Management
170 South 500 East

Vernal, UT 84078

SITLA
675 E 500 S Ste 500
Salt Lake City, UT 84102-2818

Duchesne County Planning
P O Box 317
Duchesne, UT 84021-0317

Bruce Suchomel

US EPA Region 8

MS 8P-W-GW

1595 Wynkoop Street
Denver, CO 80202-1129

Newfield Production Company
Rt 3 Box 3630
Myton, UT 84052

{ _/";



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

GARY R. HERBERT

Governor Division of Oil, Gas and Mining
SPENCER J. COX JOHN R. BAZA
Lieutenant Governor Division Director
March 5, 2014

Via e-mail: legals‘a ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action — Newfield Production Company Cause No. UIC-419

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet/@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,
}MW

Jean Sweet
Executive Secretary

Enclosure

UTAH
M
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801

telephone (801) 538-5340 « facsimile {801) 359-3940 « TTY (801) 538-7458 » www.ogm.utah.gov
OIL, GAS & MINING



2 3/6/2014 - State of Utah Mail - Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-419

Jean Sweet <jsweet@utah.gov>

Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-
419

1 message

UB Standard Legals <ubsiegals@ubmedia.biz> Wed, Mar 5, 2014 at 3:49 PM
To: Jean Sweet <jsweet@utah.gov>

On 3/5/2014 11:12 AM, Jean Sweet wrote:
To whom it may concem:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once
only, as soon as possible. Please potify me via e-majl of the date it will be published.

My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:
Division of Qil, Gas and Mining

PO Box 145801

Salt Lake City, UT 84114-5801

Sincerely,

Jean

Jean Sweet

Executive Secretary

Utah Division of Oil, Gas and Mining
801-538-5329

Received. It will be published March 11.
Thank you.
Cindy

https:/imail.g oog le.convmail/w0/?ui=2&ik=ad25b7bcd08View=ptdsear ch=inbox&th= 14494704b03b34 1b&simi=14494704b03b341b n



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Fxecutive Director

GARY R. HERBERT

Governor Division of Oil, Gas and Mining
SPENCER J. COX JOHN R. BAZA
Lieutenant Governor Division Director
March 5, 2014
VIA E-MAIL naclegal’‘@mediaoneutah.com
Salt Lake Tribune

P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action — Newfield Production Company Cause No. UIC-419

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,
%ﬂm St
Jean Sweet

Executive Secretary

Enclosure

UTAH

DNR
]

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801

telephone (801) 538-5340 « facsimile (801) 359-3940 « TTY (801) 538-7458 ¢ www.ogm.utah.gov
OIL, GAS & MINING
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BEFORE THE DIVISION OF r&k GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION
CAUSE NO. UIC-419
IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUC-
TION COMPANY FOR ADMINISTRATIVE APPROVAL OF CERTAIN
WELLS LOCATED IN SECTIONS 15, 17, ard 20, TOWNSHIP 9

SOUTH, RANGE 14 EAST, DUCHESNE COUNTY, UTAH, AS CLASS
I INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE
ABOVE ENTITLED MATTER.

Netice is tereby qiver ttar the Divisier of Oil, Gas ard mir-
irg (tte "Divisior") it commerdicrg or irformal odjudicative
prezeedirg o corsider the opplicatior of Newfield Produc-
rier Compary, 1001 171 Srreer, Suite 2000, Derver, Celo-
rode 80202, relephore 303-693.0102, for oadmiristrorive
approval of te fllowirg wells locared ir Dudesre Courty,
Utak, for corversior t¢ Class |l irjectior wells:

Greater Manument Butte Unit:

Costle Peuk Federal 22-15-9-14 well locoted ir SE/4
NW 74, Sectier 15, Towrstip @ Scurt, Rorge 16 Eost

APl 43-013-30634
Costle Peak Federal 24-15-9-16 well lccoted ir SE/4 SW/4,
Secticr 15, Towrstip 9 Scutt, Rarge 16 East

APl 43-013-30631
morumert Federal 24-17-9-16 well iocoted ir SE 4 Sw 4,
Secticr 17, Towrskip @ Scutt, Rarge 16 Eost

APl 43-013-31682
Nova 21-20 G NGC Federal well lccated ir NW/4 NE/4,
Secticr 20, Towrstip § Soutt, Rarge 16 Easr

APl 43-013-231071

Tre proceedirg will be coerdicted ir wocerdorce with Utor
Admir. R649-10, Admiristrative Procedures.

Selecred zores ir the Greer River Fermaticr will be used fer
worer irjecicr.  Tre moximum requested irjectior pressires
ard rares will be determired based or fracture grodiert ir-
fermuticr abmitted by Newfield Produarior Compaory.

Ary perswor desirirg o object 1o tte applicaticr ¢r otterwise
irtervere ir te preceedir g muyt file o writrer pretest or ro-
rice ¢f irterverticr witt the Divisier wittie fifteer days fol-
lowirg publicatior of tic rotice. Tre Divitior's Presidirg Offi-
cer for the prc:eedir? it Brod Hill, Permittiry mor ager, at
P.O. Box 145801, Salt ioke Ciry, UT 84114-5801, prere
rember (801) 528-5340. If swet u protes er retice of irter-
verticr it received, a tearirg will be sctedvled ir accord-
orce witt te ofcremertiored odmiristrotive procedural
rules. Prerestarts ard/or irterverers stould be prepored ¢
demersitate o fte tearirg tow this morter affect rheir ir-
reresrs.

Dared ttis 5% day of Mard, 2014,
STATE OF UTAH
DIVISION OF OIL, GAS & MINING
it

Brod Hill
Permtirtirg marager
944320 UPAXIP



NEWEFIELD

Newfield Exploration Company
1001 17th Street | Suite 2000

February 28, 2014 Denver, Colorado 80202
PH 303-893-0102 | FAX 303-893-0103

REC

Mr. Mark Reinbold EWED
State of Utah .

Division of Oil, Gas and Mining MAR 0 3 2014
1594 W North Temple

Salt Lake City, Utah 84114-5801 DIV. OF OIL, GAS & MINING

RE: Permit Application for Water Injection Well
Monument Federal #24-17-9-16
Monument Butte Field, Lease #UTU-52018
Section 17-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:
Newfield Production Company herein requests approval to convert the Monument Federal
#24-17-9-16 from a producing oil well to a water injection well in the Monument Butte (Green

River) Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

egulatory Associate



NEWFIELD PRODUCTION COMPANY
APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL
MONUMENT FEDERAL #24-17-9-16
MONUMENT BUTTE FIELD (GREEN RIVER) FIELD
LEASE #UTU-52018

FEBRUARY 28, 2014
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000
Denver, Colorado 80202

Well Name and number: Monument Federal #24-17-9-16
Field or Unit name: Monument Butte (Green River) Lease No. UTU-52018
Well Location: QQ SESW section 17 township 9s range 16E county Duchesne
Is this application for expansion of an existing project? . .. ....  ........ Yes[X] No[ ]
Wil the proposed well be used for: Enhanced Recovery? ...... .. Yes[X] No|[ ]
Disposal? ................. Yes[ ] No[X]
Storage? ................. Yes[ ] No[X]
Is this application for a new well to be drilled? ... ... . ... ... Yes[ ] No[X]
if this application is for an existing well,
has a casing test been performedonthewell?. ...... ................. Yes[ ] No[X]

Date of test:
APl number: 43-013-31682

Proposed injection interval: from 3908 to 5679
Proposed maximum injection: rate 500 bpd pressure 1607  psig

Proposed injection zone contains [x ] oil, [ ] gas, and/or | ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

| certify that this report is true and complete to the best of my knowledge.

<
Name: Jill L Loyle Signature 9
Title Regulatory Associate Date i
Phone No. 303-383-4135

(State use only)
Application approved by Title

Approval Date

Comments:



Monument Fed. #24-17-9-16

Spud Date: 7/18/1996
Put on Production: 8/30/1996

GL: 6008° KB: 6018’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 268.95"

DEPTH LANDED: 279.95°

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, est 4 bbls cmt to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 571651’

DEPTH LANDED: 5726.51"

HOLE SIZE: 7-7.8”

CEMENT DATA: 150 sxs Super “G” & 310 sxs 50/50 POZ.
CEMENT TOP AT: 2027’ per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8"/ 6.5# / J-55

NO. OF JOINTS: 145 jts. 4549.45°)

TUBING ANCHOR: 4559.45°

NO. OF JOINTS: 2 jt. (60.20")

SEATING NIPPLE: 2-7/8" (1.10°)

SN LANDED AT: 4622.45' KB

NO. OF JOINTS: 1 jt. (60.19°)

TOTAL STRING LENGTH: EOT (@ 4684.19°

NEWFIELD

Monument Fed. #24-17-9-16
660’ FSL & 1980’ FWL
SESW Section 17-T9S-R16E
Duchesne Co, Utah
API #43-013-31682; Lease #U-52018

Proposed Injection
Wellbore Diagram

Cement Top @ 2027’

Initial Production: 20 BOPD,
NM MCFD, 5 BWPD

FRAC JOB
8/13/96  5200°-5234’ Frac LODC as follows:
29,9084 20/40 sand + 67,2704 16/30
sand in 703 bbls frac fluid. Treated @
avg press of 2300 psi w/avg rate of 19.4
BPM. ISIP 2650 psi. Calc. flush: 5200
gal. Actual flush: 5166 gal.
8/16/96  4845°-4955° Frac A & B sands as follows:
44,7004 16/30 sand in 396 bbls frac fluid.
Treated (@ avg press of 2650 psi w/avg
rate of 30.4 BPM. ISIP 2150 psi. Calc.
flush: 4845 gal. Actual flush: 4788 gal.
8/16/96  4664°-4669’ Frac D-2 as follows:
21,800# 16/30 sand in 264 bbls frac fluid.
Treated (@ avg press of 2350 psi w/avg
rate of 25.8 BPM. ISIP 1950 psi. Calc.
flush: 4664 gal. Actual flush: 4620 gal.
= » 6/06/98  5482°-5562° Frac CP as follows:
102,300# 20/40 sand 334 bbis Viking [-25
frac fluid. Treated (@; avg press of 6825 psi
wiavg rate of 28.4 BPM. ISIP 2000 psi. Cale.
Flush: 5482 gal. Actual flush: 1344 gal.
6/09/98  5032°-5140" Frac LODC as follows:
95,500# 20/40 sand 324 bbls Viking 1-25
frac fluid. Treated (@ avg press of 5520 psi
wravg rate of 27.5 BPM. ISIP 1540 psi. Calc.
Flush: 5032 gal. Actual flush: 1218 gal.
6/11/98  4585°-4595° Frac D-1 as follows:
117,110# 20/40 sand in 594 bbls Viking 1-25
frac fluid. Treated (@ avg press of 2415 psi
w/avg rate of 30 BPM. ISIP 2150 psi. Calc.
Flush: 4585 gal. Actual flush: 4494 gal.
T T | Packer @ 4535
. = 4585'-4595" 7/15/98 Squeeze 5032°-5140" w/ 90 sxs Class “G”.

I 01/08/03  5022°-5148" Frac UPLODC sands follows:

(=X 4664'-4669 247,818 # 20/40 sand in 1544 bbls Viking 1-
25 fluid. Treated (@ avg press of 3810 psi
w/avg rate of 19.7 BPM. ISIP 2250 psi. Calc.
Flush:1291 gal. Actual flush: 1176 gal.

6/04/04 Pump Change.

e 484574850’ mp Chatge

=T 4950°-4955° 10/25/04 Tubing Leak. Update rod and tubing details.

I 12/30/04 Tubing Leak. Update rod details.

E: 5022°-5036" 1/24/05 Pump change. Update rod and tubing details.

B 5045°-5063 08/16/05 Tubing Leak. Update rod and tubing details

BT 5068'-5096' ' '

I 03/09/06 Parted Rods. Update rod and tubing details.

=

= 5102°-5110

EL s PERFORATION RECORD

= . b

== 8/12/96  5200°-5206° 4 SPF 24 holes

8/12/96 5209°-5212° 4 SPF 12 holes
8/12/96 5216’-5220° 4 SPF 16 holes

= 520075206 8/12/96 5222°-5226° 4 SPF 16 holes

= 52095212 8/12/96 5229°-5234" 4 SPF 20 holes

== 52167-5220° 8/15/96  48457-4850° 08 holes

]

;: 5222°-5226’ 8/15/96  4950°-4955 06 holes

(== 522975234 8/16/96  4664°-4669° 4 SPF 20 holes

6/05/98 5482°-5485> 4 SPF 12 holes
6/05/98 5517°-5528° 4 SPF 44 holes
6/05/98 5551°-5561° 4 SPF 40 holes

j== s482'-5485" 6/08/98  5032°-5035" 2 SPF 06 holes

. 6/08/98  5047°-5062° 2 SPF 30 holes

= 5517°-5528° , . ,

] 6/08/98  5069°-5076" 2 SPF 14 holes

== 5551°-5561° 6/08/98  5083°-5095" 2 SPF 24 holes

Top of Fill 5665 6/08/98 5121°-5126° 2SPF 10 holes
6/08/98 5131’-5140° 2SPF 18 holes
PBTD @ 5679’ 6/10/98  4585°-4595° 4 SPF 40 holes (sqzd)
1/06/03  5022°-5036" 4 SPF 128 holes (reperf)
L SHOE 5726’ 1/06/03  5045°-5063" 4SPF 128 holes (reperf)
| . s

D@ 5751° 1/06/03  5068°-5096 4 SPF 112 holes (reperf)
1/06/03  5102>-5110 4 SPF 32 holes

1/06/03  5118'-5128" 4 SPF 108 holes (reperf)

1/06/03  5131°-5148° 4 SPF 108 holes (reperf)

JL 17212014



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.
2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and

tubing. Rig up water truck to casing. Pump packer fluid. Set packer.
3. Test casing and packer.

4. Rig down and move out.

Monument Federal #24-17-9-16



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.
Newfield Production Company
1001 17™ Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.
23 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Federal #24-17-9-16 from a producing
oil well to a water injection well in Monument Butte (Green River) Field.

24 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

25 The names, description and depth of the pool or pools to be affected.
The injection zone is in the Green River Formation. For the Monument Federal #24-17-9-
16 well, the proposed injection zone is from Garden Gulch to Castle Peak (3908’ -
5679’). The confining strata directly above and below the injection zones are the Garden
Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The Garden
Gulch Marker top is at 3581° and the TD is at 5751°.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Federal #24-17-9-16 is on file with the Utah
Division of Oil, Gas and Mining.



2.7

2.8

2.9

2.10

4.0

A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-52018) in the Monument
Butte Federal (Green River) Field, and this request is for administrative approval.



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,

STORAGE AND ENHANCED RECOVERY WELLS
SECTION V — RULE R615-5-2

Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

21

2.2

23

24

2.5

2.6

2.7

A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8”, 24# surface casing run to 380" KB, and 5-1/2”, 15.5#
casing run from surface to 5727 KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water

commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment F.



2.8

29

2.10

2.11

2.12

2.13

The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1507 psig.

Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Monument Federal #24-17-9-16, for existing
perforations (4664’ - 5234’) calculates at 0.74 psig/ft. The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 1507 psig. We may add additional perforations between 3581 and 5751°.
See Attachments G and G-1.

Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Monument Federal #24-17-9-16, the proposed injection zone (%908’ -5679’) is in
the Garden Guich to the Castle Peak of the Green River Formation. The reservoir is a
very fine-grained sandstone with minor imbedded shale streaks. The estimated porosity
is 13%. The members are composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31” and is confined to the Monument Butte Federal
Field. Outside the Monument Butte Federal Field, the sandstone is composed of tight,
very fine, silty, calcareous sandstone, less than 3’ thick. The stratum confining the
injection zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of
the confining strata are impermeable, and will effectively seal off the oil, gas, and water
of the injection zone from any strata directly above or below it.

A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-13.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
Division.



ATTACHMENT A

12-20
@

10-20
[)

Lease Number
. U-52018
U uTU-B4379
| utu-74390
€1 Half-Mile Buffer
Well Status
= Location
»  CTI
Surface Spud
Drilling
* Waiting on Completion
*  Producing Oil Well
= Producing Gas Well
=  Water Injection Well
-~ Dry Hole
Temporarily Abandoned
- Plugged & Abandoned
¢  ShutlIn

o Well Surface Location

Mon Fed 24-17-9-16
Section 17, T9S-R16E

NEWFIELD +

RO( KY MOUNTAIN §’ n =120 cal

1/2 Mile Radius Map
Duchesne County

1001 17th Strest Suite 2000
Denver, Colorado 80202

Phone (303) 893-0102 Jan. 6, 2014




ATTACHMENT A-|

T9S, R16E, S.L.B.&M. ' H
RQUITABLE RESOURCKS ENERGY CO.
N89'S0'W — 80.02 (G.L.0.)
? WELL LOCATION, MONUMENT FEDERAL
ol #24—17-9-16, LOCATED AS SHOWN IN THE
b SE 1/4 SW 1/4 OF SECTION 17, T9S,
3 R16E, S.L.B.&M. DUCHESNE COUNTY,
I0 UTAH.
e
X
xe
N
o ~
b
i N
| S 3
. e
4 17 =
P
— Q
: | 2
3 WELL LOCATION:
) MONUMENT FEDERAL #24—17-9-16
B , THIS IS TO CERTIFY
- ELEV. UNGRADED GROUND = 6007.9 PREPARED FROM FIK
b —_ MADE BY ME OR MRPER
N THE SAME ARE B
: MY KNOWLEDGE
z
a 1980.0°
) -
8 a
z P
é 8 $ : rr'f.'.'-‘w’".
SB89°55'12"E — 2641.22' (Meas.) N89°58'43"E — 2641.38' (Meacs.) 0 TRI STATE LAND SURVEYING & CONSULTING
' 38 WEST 100 NORTH — VERNAL, UTAH 84078
(801) 781—2501 |
Q = SECTION CORNERS LOCATED SCALE: 1” = 1000’ SURVEYED BY: S.S. |
BASIS OF ELEV: U.S.G.S. 7-1/2 min QUAD (MYTON SW) DATE: 3-5-96 WEATHER: WINDY & COLD
' NOTES: FILE #




Legal Description

EXHIBIT B

Lessor & Expiration

Lessee & Operating Rights

Surface Owner

T9S-R16E SLM
Section 17: 52
Section 20: N2

T9S-R16E SLM

Section 8: SWNE, SE

Section 9: SWSW

Section 17: NE

Section 18: E2SW, SE, LOTS 3,4

Section 19: NE, E2NW, LOTS 1,2

Section 21: N2
Section 22: W2NE, SENE, NW

T9S-R16E SLM

Section 6: All

Section 7: All

Section 8: W2

Section 17: NW

Section 18: NE, E2NW, Lots 1, 2

USA
UTU-52018
HBP

USA
UTU-64379
HBP

USA
UTU-074390
HBP

Newfield Production Company
Newfield RMI LLC

Newfield Production Company
Newfield RMI LLC
Yates Petroleum Corp

Newfield Production Company
Newfield RMI LLC

ABO Petroleum Corporation
MYCO Industries Inc

Oxy Y-1 Company

Yates Petroleum Corporation

Mon Fed 24-17

USA

USA

USA

Page 1 of 1



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Federal #24-17-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

SillL Loyle
Regulatory Associate

Sworn to and subscribed before me this, a%}k day of EQ IM ua M? ; ,2014.
Notary Public in and for the State of Colorado: J A .4 CL\.( e‘ Z Q§ V4 2 4 Q\

My Commission Expires: \\/ Qag /20 H'

MICHELLE S GONZALES

Notary Public
State of Colorado




ATTACHMENT £

Monument Fed. #24-17-9-16

Spud Date: 7/18/1996
Put on Production: 8/30/1996

GL: 6008’ KB: 6018’

SURFACE CASING

Wellbore Diagram

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 268.95"

DEPTH LANDED: 279.95"

HOLE SIZE:12-14”

CEMENT DATA: 160 sxs Class “G” cmt, est 4 bbls cmt to surf.

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 5716.51°

DEPTH LANDED: §726.51°

HOLE SIZE: 7-7:8"

CEMENT DATA: 150 sxs Super “G” & 310 sxs 50/50 POZ.
CEMENT TOP AT: 2027 per CBL

Cement Top @ 2027

TUBING
SIZE/GRADE/WT.: 2-7/8" / 6.5# / J-55 squeezed
NO. OF JOINTS: 145 jts. 4549.45%) SN (@ 4622’

TUBING ANCHOR: 4559.45°

NO. OF JOINTS: 2 jt. (60.20")

SEATING NIPPLE: 2-7/8 (1.10°)

SN LANDED AT: 4622.45° KB

NO. OF JOINTS: 1 jt. (60.19")

TOTAL STRING LENGTH: EOT (@ 4684.19’

SUCKER RODS

POLISHED ROD: 1-1/4” x 22° SM

SUCKER RODS:1 1/4’ x 22" polished rods, 1-2’, 2-6’ x %’ pony rods, 177-3/4°
guided rods, 6-1 44" wt bars

PUMP SIZE: 2 1/2” x 1 1/2” x 15° RHAC
STROKE LENGTH: 86
PUMP SPEED, SPM: 4 SPM

NEWFIELD

Monument Fed. #24-17-9-16
660° FSL & 1980 FWL
SESW Section 17-T9S-R16E
Duchesne Co, Utah
API #43-013-31682; Lease #U-52018

Initial Production: 20 BOPD,
NM MCFD, 5 BWPD

FRAC JOB
8/13/96  5200°-5234’ Frac LODC as follows:
29,908# 20/40 sand + 67,270# 16/30
sand in 703 bbls frac fluid. Treated @
avg press of 2300 psi w/avg rate of 19.4
| BPM. ISIP 2650 psi. Calc. flush: 5200
gal. Actual flush: 5166 gal.
8/16/96  4845°-4955° Frac A & B sands as follows:
44,700# 16/30 sand in 396 bbls frac fluid.
Treated @ avg press of 2650 psi w/avg
rate of 30.4 BPM. ISIP 2150 psi. Calc.
flush: 4845 gal. Actual flush: 4788 gal.
8/16/96  4664°-4669 Frac D-2 as follows:
21,800# 16/30 sand in 264 bbls frac fluid.
Treated @ avyg press of 2350 psi w/avg
rate of 25.8 BPM. ISIP 1950 psi. Calc.
flush: 4664 gal. Actual flush: 4620 gal.
- u 6/06/98  5482°-5562" Frac CP as follows:
102,300# 2040 sand 334 bbils Viking 1-25
frac fluid. Treated @ avg press of 6825 psi
wiavg rate of 28.4 BPM. ISIP 2000 psi. Calc.
Flush: 5482 gal. Actual flush: 1344 gal.
6/09/98  5032°-5140° Frac LODC as follows:
95,500# 20/40 sand 324 bbis Viking I-25
frac fluid. Treated (& avg press of 5520 psi
w/avg rate of 27.5 BPM. ISIP 1540 psi. Calc.
Flush: 5032 gal. Actual flush: 1218 gal.
6/11/98  4585°-4595° Frac D-1 as follows:
117,110# 20/40 sand in 594 bbls Viking 1-25
frac fluid. Treated (@ avg press of 2415 psi
wiavg rate of 30 BPM. ISIP 2150 psi. Calc.
. Flush: 4585 gal. Actual flush: 4494 gal.
=TI | Anchor @ 4559
-y 4585°-4595" 7/15/98 Squeeze 5032°-5140" w/ 90 sxs Class “G”.
I 01/08/03  5022°-5148" Frac UPLODC sands follows:
== 4664°-4669" 247,818 #20/40 sand in 1544 bbls Viking I-
25 fluid. Treated @ avg press of 3810 psi
EOT @ 4684 wravg rate of 19.7 BPM. ISIP 2250 psi. Calc.
Flush:1291 gal. Actual flush: 1176 gal.
6/04/04 Change.
ST 484574850 ' Pump Change
== 49507-4955” 10/25/04 Tubing Leak. Update rod and tubing details.
l 12/30/04 Tubing Leak. Update rod details.
-;—»- 5022°-5036 1/24/05 Pump change. Update rod and tubing details.
= 08/16/05 Tubing Leak. Update rod and tubing details.
=== 5068’-5096
I 03/09/06 Parted Rods. Update rod and tubing details.
—L.
== 51025110
:= 5118°-5128" PERFORATION RECORD
= 25148 ) ) ,
= S13rsl 8/12/96 5200°-5206' 4 SPF 24 holes
8/12/96 5209°-5212° 4 SPF 12 holes
8/12/96  5216’-5220' 4 SPF 16 holes
== 520075206 8/12/96 5222°-5226" 4 SPF 16 holes
E: 5209°-5212’ 8/12/96  5229°-5234" 4 SPF 20 holes
;: 5216°-5220° 8/15/96  4845°-4850" 08 holes
;—: 5222°-5226’ 8/15/96  4950°-4955" 06 holes
(== 522975234 8/16/96 4664'-4669° 4 SPF 20 holes
6/05/98 5482°-5485" 4 SPF 12 holes
6/05/98 5517°-5528" 4 SPF 44 holes
6/05/98  5551°-5561° 4 SPF 40 holes
F== 54825485 6/08/98 5032°-5035° 2SPF 06 holes
] 6/08/98 5047°-5062° 2 SPF 30 holes
== 5517°-5528° p . ,
(] 6/08/98  5069°-5076" 2 SPF 14 holes
== 5551°-5561" 6/08/98  5083°-5095" 2 SPF 24 holes
Top of Fill 5665 6/08/98 5121°-5126 2SPF 10 holes
6/08/98 5131°'-5140° 2 SPF 18 holes
PBTD @ 5679’ 6/10/98  4585°-4595° 4 SPF 40 holes (sqzd)
1/06/03  5022°-5036° 4 SPF 128 holes (reperf)
N suoE s726 1/06/03  5045°-5063" 4SPF 128 holes (reperf)
D@ S751° 1/06/03  5068°-5096° 4 SPF 112 holes (reperf)
i 1/06/03  5102°-5110° 4 SPF 32 holes
1/06/03  5118°-5128' 4 SPF 108 holes (reperf)
1/06/03  5131°-5148" 4 SPF 108 holes (reperf)

CB 03/28/06



Spud Date: 8-26-06
Put on Production: 10-5-06
GL: 5941° KB: 5953’

SURFACE CASING

CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts (310.66")
DEPTH LANDED: 322.51’ KB
HOLE SIZE:12-1/4"
CEMENT DATA: 160 sxs Class “G” cmt, est 4 bbls cmt to surf.

Cement top @ 65°

Casing Shoe (@ 323’

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 137 jts. (6031.04°)

DEPTH LANDED: 6044.29° KB

HOLE SIZE: 7-7:8”

CEMENT DATA: 325 sxs Prem. Lite [ mixed & 525 sxs 50/50 POZ.
CEMENT TOP AT: 65

TUBING

SIZE/GRADE/WT.: 2-7/8" J-55 / 6.5#

NO. OF JOINTS: 127 jts (4009.0")
SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 4021.0° KB

ON/OFF TOOL AT: 4022.1°

PACKER 5-1/2" AS1X w/1.875 “X” seal nipple AT: 4023.9°
XO AT: 4030.9°

TBG PUP 2-3/8” J-55 AT4031.4°

XN NIPPLE 2-3/8” AT: 4035.5°

TOTAL STRING LENGTH: EOT @ 4037’

PERFORATION RECORD

09-20-06 5711-5736 4 JSPF
09-28-06  5582-5594’ 4 JSPF
09-28-06  5228-5270° 4 JSPF
09-28-06  5030-5038° 4 JSPF
09-28-06  4933-4938° 4 JSPF
09-28-06  4911-4917° 4 JSPF
09-29-06  4318-4340" 4 JSPF
09-29-06  4074-4080° 4 IJSPF
08-29-12  5064-5065" 3 JSPF
08-29-12  5060-5061" 3 JSPF
08-29-12  5054-5055° 3 JSPF

100 holes
48 holes
84 holes
32 holes
20 holes
24 holes
88 holes
24 holes
3 holes
3 holes
3 holes

NEWFIELD

Federal 7-17-9-16
1974’ FNL & 2179° FEL
SW/NE Section 17-T9S-R16E
Duchesne Co, Utah
API # 43-013-33030; Lease # UTU-64379

Federal 7-17-9-16

ATTACHMENT E -|

6005 1# 20/40 sand in 542 bbls Lightning 17
frac fluid. Treated @ avg press of 1785 psi
wiavg rate of 24.6 BPM. ISIP 2010 psi. Calc
flush: 5709 gal. Actual flush: 5208 gal.

34140# 20/40 sand in 432 bbls Lightning 17
frac fluid. Treated (@ avg press of 1965 psi
wi/avg rate of 25 BPM. ISIP 2520 psi. Calc
flush: 5580 gal. Actual flush: 5053 gal.

119568# 20/40 sand in 828 bbls Lightning 17
frac fluid. Treated (@ avg press of 2275 psi
wiavg rate of 25.3 BPM. ISIP 2420 psi. Calc
flush: 5226 gal. Actual flush: 4713 gal.

28464# 20/40 sand in 351 bbls Lightning 17
frac fluid. Treated @ avg press of 2205 w/
avg rate of 25 BPM. ISIP 2340 psi. Calc
flush: 5028 gal. Actual flush: 4536 gal.

29823# 20/40 sand in 349 bbls Lightning 17
frac fluid. Treated @ avg press of 1850 w/
avg rate of 25.2 BPM. ISIP 1815 psi. Calc
flush: 4909 gal. Actual flush: 4326 gal.

73425# 20/40 sand in 552 bbls Lightning 17
frac fluid. Treated @ avg press of 2830 w/
avg rate of 24.9 BPM. ISIP 3290 psi. Calc
flush: 4316 gal. Actual flush: 3822 gal.

20053# 20/40 sand in 289 bbls Lightning 17
frac fluid. Treated (@ avg press of 1945 w/
avg rate of 25 BPM. ISIP 1770 psi. Calc
flush: 4072 gal. Actual flush: 3990 gal.

Acidize and Squeeze A1 sands as follows:

pump 7 bbls techni-hib 767, 4 drms acid
ave pump press @ 1816psi @ 2.2 BPM. ISIP

20 bbls techni-hib 767, 8 drms acid ave pump
press 2128psi (@ 4.3 BPM. ISIP @ 2000psi

20 bbls techni-hib, 5 drms acid. Ave pump
press (@ 2585psi @ 2.7 BPM. ISIP @ 2058psi

20 bbls techni-hib , 8 drms acid. Ave pump
press (@ 2307psi @ 3.9 BPM. ISIP (@ 1655psi

Pump Change: Update rod and tubing details.
Tubing Leak: Updated rod and tubing detail.
Tubing Leak: Updated rod & tubing detail.
Tubing Leak. Updated rod & tubing details.
Tubing Leak. Updated rod & tubing details.
Major Workover. Update rod and tubing

Tubing Leak. Update rod and tubing details
26408# 20/40 sand in

Injection Wellbore
Diagram
__ EBRAC JOB
09-28-06 5711-5736’ Frac CP3 sands as follows:
09-28-06  5582-5594’ Frac CP1 sands as follows:
09-28-06 5228-5270" Frac LODC sands as follows:
09-28-06  5030-5038° Frac Al sands as follows:
09-29-06 4911-4938’ Frac B2, & B1 sands as follows:
09-29-06  4318-4340° Frac PB7 sands as follows:
09-29-06  4074-4080° Frac GB2 sands as follows:
03-17-08 Major Workover
03-14-08 5030°-5038°
1 T | Packer @ 4024’
EOT (@ 4037’ h
- @ 2100psi.
= ST 40744080 03.14.08 52285270 Acidize LODC sand as follows:
03-14-08 5582°-5594° Acidize CP1 sands as follows::
== == 4318-4340°
03-14-08 5711°-573¢6’ Acidize CP3 sands as follows:
= =1 49114917
L] L
. 4933-4938°  02-15-07
= 5030-5038° 04-13-07
5054-5065" 7-18-07
1/12/09
5060-5061
8/26/09
5064-5065"
9/22/2010
details
$228-5270" 1272011
08/31/12  5054-5065° Frac A3 sands as follows:
274bbls Lightning 17 frac fluid.
= 5582-5594" 99712 Convert to Injection Well
09/10/12

CZ 5711-5736

i1

TD @ 6055’

PBTD (@ 5992’

SHOE (@ 6044°

Conversion MIT Finalized — update tbg detal

LCN 0971112



Spud Date: 09/01/2006
Put on Production: 10/20/2006

GL: 5995° KB: 6007

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#%

LENGTH: 7jts (313.45")

DEPTH LANDED: 323.45°

HOLE SIZE: 12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, circ 4 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1127

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 137jts (6040.28")

DEPTH LANDED: 6038.28°

HOLE SIZE: 7-7/8”

CEMENT DATA: 325 sxs Premlite I1 & 450 sxs 50/50 POZ.
CEMENT TOP: 30’ per CBL 10/11/06

TJUBING (KS 10/20/06)
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 176jts (5544.87")

TUBING ANCHOR: 5556.87°

NO. OF JOINTS: 15t (31.56°)

SEATING NIPPLE: 2-7/8” (1.10")

SN LANDED AT: 5591.23"

NO. OF JOINTS: 2jts (63.047)

NOTCHED COLLAR: 2-7/8" (0.5")

TOTAL STRING LENGTH: EOT (g; 5655.82’

SUCKER RODS (KS 10/20/086)

POLISHED ROD: 1-1/2" x 22" SM

SUCKER RODS: 4°, 8’ x %” Pony Rods, 100 x 3/4” Guided Rods, 106 x 3/4”

Plain Rods, 10 x 3/4” Guided Rods, 6 x 1-'5” Weight Bars
PUMP SIZE: CDI 2-1/2” x 1-1/2” x 12" x 15.5° RHAC
STROKE LENGTH: 86”

PUMP SPEED, SPM: 3

PUMPING UNIT: DARCO C-228-213-86

FEDERAL 10-17-9-16

Wellbore Diagram

ATTACHMENT £ A

FRAC JOB

Initial Production:

BOPD,

MCFD, BWPD

TOC @ 30° -

4208-4213
4219-4224°

|
i
AR
[kl

L

4909-4916”

A

1

5324-5338°

M
VY

Y —]

Anchor @ 5557
C 5572-5597

A

JU1

SN 5591°

n
1T

EOT @ 5656

NEWFIELD

PBTD @ 5993’

FEDERAL 10-17-9-16
2102°FSL & 2117° FEL
NW/SE Section 17-T9S-R16E
Duchesne Co, Utah
API #43-013-33033; Lease #UTU-52018

TD @ 6060°

10/16/06

10/16:06

10/16/06

10/16/06

5572-5597"

5324-3338’

4909-4916

4208-4224°

Frac CP1 sands as follows:

90,054# 20/40 sand in 666 bbls Lightning 17
frac fluid. Treated @ avg press of 1764 psi
wiavg rate of 25 BPM. ISIP 2180 psi. Calc
flush: 5570 gal. Actual flush: 5040 gal.

Frac LODC sands as follows:

74829# 20/40 sand in 575 bbls Lightning 17
frac fluid. Treated @ avg press of 1910 psi
wiavg rate of 25 BPM. ISIP 2250 psi. Cale
flush: 5322 gal. Actual flush: 4788 gal.

Frac Bl sands as follows:

24,379# 20/40 sand in 304 bbis Lightning 17
frac fluid. Treated (@ avg press of 1930 psi
w/avg rate of 24.6 BPM. ISIP 1930 psi. Cal
flush: 4907 gal. Actual flush: 4368 gal.

Frac GB6 sands as follows:

25,861# 20/40 sand in 298 bbls Lightning 17
frac fluid. Treated @ avg press of 1725 psi
wiavg rate of 24.9 BPM. ISIP 1775 psi. Cale
flush: 4206 gal. Actual flush: 4116 gal.

PERFORATION RECORD

10/16/06
10/16/06
10/16/06
10/16/06
10/16/06

5572-5597
5324-5338’

4909-4916°
4219-4224°
4208-4213°

4 JSPF
4 JSPF

4 JSPF
4 JSPF
4 JSPF

100 holes
56 holes

28 holes
20 holes
20 holes

KS 10/2/12



Spud Date: 08/21/06
Put on Production: 09/28/06

K.B.: 6013°  G.L.: 6001’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (310.79")

DEPTH LANDED: 322.64’ KB

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G”, circ. 6 bbls to surf.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 140 jts. (6008.45")
DEPTH LANDED: 6021.70' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP: 80" per CBL 9/13/06

TUBING (Gl 3/3/11)
SIZE/GRADE/WT.: 2-7:87 1 J-55 / 6.5#
NO. OF JOINTS: 138 jts (4368.76")
TUBING ANCHOR: 4380.76’

NO. OF JOINTS: 1jts (31.37)
SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 4414.86’

NO. OF JOINTS: 1jts (31.7")

GAS ANCHOR: 4447.66°

2 7/8” NIPPLE: 4462.66°

NO. OF JOINTS: § jts (158.7°)

BULL PLUG: 2-7/8" (0.8")

TOTAL STRING LENGTH: EOT @ 4622.36

SUCKER RODS (Gl 3/3/11)

POLISHED ROD: 1 1/2” x 26

SUCKER RODS: 2°. 8" x 3/4” pony rods, 75 x 7/8" guided rods(4per),

93 x 3/4” guided rods(4per), 6 x 1-%2" sinker rods.
PUMP SIZE: 2-1/2” x 1-3/4” x 16’ x 20’ RTBC
STROKE LENGTH: 86"

PUMP SPEED, SPM: 8

PUMPING UNIT: DARCO C-228-213-86

Federal 11-17-9-16

Wellbore Diagram

ATTACHMENT £ -3

FRAC JOB

TOC @ 80’

NEWFIELD

Federal 11-17-9-16
2022’ FSL & 1854’ FWL
NE/SW Section 17-T9S-R16E
Duchesne Co, Utah
API #43-013-33034; Lease #UTU-52018

= 4179-4181°
b= 4296-4298°
= 4307-4310°
= 4318-4320°
Anchor @ 4381’
SN @ 4415
EOT 4622
= = 4634-4644
— - B
= '.‘» 4761-4768
= == 4795-4801
=
= ST 4893-4899°
= S 4968-4974°
= == 5019-5026°
= = 5130-5137
S e 5160-5166'
= i‘. 5201-5214’
= ;: 55325544
= i_: 5570-5580"
= i: 5873-5881°
= == 5900-5906

PBTD @ 6000’

_'.

TD @ 6030°

09/19/06

09/19/06

09/19/06

09/20/06

09/20/06

09/20/06

7/25/07
10/09/08
10/8/09
12/6/10

127117110

1712/2011
03/04/11

5873-5906

5532-5580°

5130-5214°

4893-5026

4761-4801°

4634-4644’

4179-4320°

Frac CPS sands as follows:

30146# 20/40 sand in 375 bbls Lightning 17
frac fluid. Treated @ avg press of 2325 psi
w/avg rate of 25.3 BPM. ISIP 2450 psi. Calc
flush: 5904 gal. Actual flush: 5376 gal.

Frac CP1, CP.5 sands as follows:

5566 1# 20/40 sand in 468 bbls Lightning 17
frac fluid. Treated (@ avg press of 1650 pst
wiavg rate of 25.3 BPM. ISIP 1975 psi. Calc
flush: 5578 gal. Actual flush: 5040 gal.

Frac LODC sands as follows:

90266# 20/40 sand in 656 bbls Lightning 17
frac fluid. Treated @ avg press of 2135 psi
w/avg rate of 25.2 BPM. ISIP 2375 psi. Calc
flush: 5212 gal. Actual flush4662 gal.

Frac Al, A.5, B2 sands as follows:
60197# 20/40 sand in 479 bbls Lightning 17
frac fluid. Treated (@ avg press of 1950 psi
w/avg rate of 25 BPM. ISIP 2200 psi. Cale
flush: 5024 gal. Actual flush: 4410 gal.

Frac B.5, C sands as follows:

50215# 20/40 sand in 423 bbls Lightning 17
frac fluid. Treated @ avg press of 2225 psi
w/avg rate of 28.2 BPM. ISIP 2475 psi. Calc
flush: 4799 gal. Actual flush 4284 gal.

Frac D1 sands as follows:

28453# 20/40 sand in 385 bbls Lightning 17
frac fluid. Treated @ avg press of 2311 psi
wi/avg rate of 14.4 BPM. ISIP 2900 psi. Calc
flush: 4642 gal. Actual flush: 4436 gal.
Pump change. Updated rod & tubing details.
Pump Change. Rod & tubing updated.
Tubing Leak. Updated rod & tubing details.
Frac PB8 & GB6 sands as follows:

68964# 20/40 sand in 426 bbls Lighting 17
fluid.

Re-Completion finalized — update rod & tbg
detail.

Tubing Leak. Update rod and tubing detials
Stuck Pump. Rod & tubing details updated.

PERFORATION RECORD

09/13/06  5900-5906° 4 JSPF 24 holes
09/13/06 5873-5881" 4 JSPF 32 holes
09/19/06 5570-5580° 4 IJSPF 40 holes
09/19/06 5532-5544° 4 JSPF 48 holes
09/19/06 5201-5214° 4JSPF 52 holes
09/19/06 5160-5166° 4 JSPF 24 holes
09/19/06 5130-5137" 4 JSPF 28 holes
09/19/06 5019-5026° 4 IJSPF 28 holes
09/19/06 4968-4974" 4 JSPF 24 holes
09/19/06  4893-4899° 4 JSPF 24 holes
09/20/06 4795-4801 4 JSPF 24 holes
09/20/06 4761-4768° 4 JSPF 28 holes
09/20/06 4634-4644° 4 JSPF 40 holes
12/6/10 4318-4320° 3 JSPF 6 holes

12/6/10  4307-4310° 3 JSPF 9 holes

12/6/10 4296-4298° 3 JSPF 6 holes

12/6/10 4179-4181° 3 JSPF 6 holes

TW 0727/11
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-yvﬁ Schematic

Well Name: Federal 12-17-9-16 "/3 -0\ 37 33035
Surface Legal Location AP Well RC Lease Siae/Fovince Fiaid ame Taunty
17-9S-16E 43013330350000{ 500155832 Utah GMBU CTB3 |DUCHESNE
Spud Dale On Producnan Date [nginal K8 Eievaton (1) Total Depth All (TVD) (MKB) PBTD (All) (IKS)

IR’g Releass Dale

9/19/2006

Ground Elevation (ft) ;
Original Hole - 5,979 9

Most Recent Job

Job Category Frimary Joo Type Secondary Job Type Job Stan Date l.mn Ena Date
Production / Workover Conversion Basic 2/10/2014 2/13/2014
: 6'050.0 Vertical - Original Hole, 8/19/2014 11:46:21 AM
VD
MD (iKB) | (ftKB) Incl (") DLS Vertical schematic (actual)
DLS (*..
112 12 0.0 0—-32
121 121 0.0 I :E::}‘_Z&:
5.
190 0 1900 02 ) A
3225 3225 0.5 7
25
3235 3235 05 AN 1, Surface; 8 5/8 in; 8 097 in, 11-324 ftKB; 312.50 ft |
o
3320 3320 0.5 )
: 2-1; Tubing; 2 7/8; 2 441, 12-4,159; 4,147 00
4,159.1 41584 19 —— l ) )
— g 2-2; Seating Nipple: 2 7/8; 4,159-4 160: 1.10
4160 1 41594 19 — l
- 2-3, On-Off Tool; 2 7/8; 4,160-4,162; 1.80
41617 4161 1 19 -
= ‘ 2-4; Packer; 5 1/2; 4 950; 4,162-4,169; 7.00
4,169 0 4,168 3 19
2-5; Cross Qver; 2 3/8; 1.991, 4,169-4,169, 0.50
4,169 3 41686 1.9
— 2-6; Tubing Pup; 2 3/8; 4,169-4,173; 4.10
41736 41729 20
2-7, XN Nipple,; 2 3/8; 4,173-4,175; 1.70
4,175 2 41745 20
4,2011 4,200 4 2.2
Perf, 4, 201-4,203; 2/11/2011
4,203 1 4202 4 22
4,328 1 43273 16
Perf, 4,328-4,338; 2/11/2011
43379 4,337 1 18
45000 44991 18
4,9800 49788 2.2 !
l——Perf; 4,980-4,990; 9/18/2006
4,990 2 4,988 9 2.2
51129 51116 16
Perf; 5,113-5,131; 9/18/2006
51309 51296 ;5
54572 5,155 9 1.5
Perf, 5,157-5,165; 9/18/2006
51650 5,163 7 1.6
51850 5,183 7 1.6
Perf, 5,185-5,207, 9/18/2006
5,207 0 52067 1.6
5,233.9 52326 16
Perf; 5,234-5,247, 9/18/2006
52470 52457 1.5
59800 | 59778 32 31:?‘
\(’\
5,980.6 59784 32 ‘E:,:::;,‘
6,025.3 6.0230 3.2
6,025 9 60236 8.2 ‘,’, ’ 2, Production; 5 1/2 in: 4.950 in: 12-6,026 KB, 5.013.85 ft |
BEAR
6.049 9 6,047 5 3.2 b‘:’:‘:ﬁf“
www.newfield.com Page 1/2 Report Printed: 8/19/2014




ATTACHMENT £-5

Spud Date: 8-3-06 Federal 1 3' 1 7'9' 1 6

Put on Production: 9-14-06

GL: 6049° KB: 6061° Injection Wellbore
Diagram
SURFACE CASING _ 1 ERAC JOB
CSG SIZE: 8-5/8" TOC @ 190° 09-08-06  5052-5066° Frac A3 sands as follows:
GRADE: J.55 ’ 53799# 20/40 sand in 457 bbls Lightning 17
) frac fluid. Treated @ avg press of 1879 psi
WEIGHT: 24# wiavg rate of 24.8 BPM. ISIP 2050 psi. Calc
LENGTH: 7 jts (310.19) Casing shoe @ 322’ flush: 5050 gal. Actual flush: 4536 gal.
. s 09-08-06 4829-4886° Frac B2, & B1 sands as follows:
DEPTH LANDED: 322.04' KB 84971# 20/40 sand in 616 bbls Lightning 17
HOLE SIZE:12-1/4” frac fluid. Treated (@ avg press of 1856 psi
i wew w/avg rate of 24.9 BPM. ISIP 2250 psi. Calc
CEMENT DATA: 160 sxs Class “G” cmt, est 7 bbls cmt to surf. flush: 4827 gal. Actual flush: 4326 gal.
09-08-06 4610-4699 Frac D2, & D1 sands as follows:

70145# 20/40 sand in 528 bbls Lightning 17
frac fluid. Treated (@ avg press of 1827 psi
wiavg rate of 24.8 BPM. ISIP 1800 psi. Calc
flush: 4608 gal. Actual flush: 4032 gal.

FRODUCTION CASING 09-08-06  4086-4094 Frac GB4 sands as follows:

CSG SIZE: 5-1/2" 292284 20/40 sand in 327 bbls Lightning 17
I frac fluid. Treated(@ avg press of 1944 w/
GRADE: J-55 avg rate of 24.9 BPM. ISIP 1640 psi. Calc
WEIGHT: 15.5# flush: 4084 gal. Actual flush: 3990 gal.
LENGTH: 136 jts. (5969.67") 1-10-08 Pump Change. Updated rod &tubing details.
DEPTH LANDED: 5982.92° KB 04/04/11 Tubing leak. Rod & tubing updated.
HOLE SIZE: 7-7/8" 05/08/12  4772-477S’  Frac C sands a follows: 23718# 20/40 sand
) ) in 309 bbls Lighting 17 frac fluid.
CEMENT DATA: 325 sxs Prem. Lite H mixed & 450 sxs 50/50 POZ.
05/11/12 Convert to Injection Well
CEMENT TOP AT: 190’
05/15/12 Conversion MIT Finalized — update tbg
detail
TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
TUBING PUP: 1 jt (6.0")
NO. OF JOINTS: 127jts (5026")
SEATING NIPPLE: 2-7/8” (1.10")
SN LANDED AT: 4043.2' KB
PACKER: 4044.3 Bt packer @ s
TOTAL STRING LENGTH: EOT (@ 4052' KB | L EOT @ 4052’
= |§ - 4086-4094°
_} L RECORD
4610-4618" PERFORATION
09-01-06  5052-5066" 4 JSPF 56 holes
4685-4699° 09-08-06  4868-4886" 4 JSPF 72 holes
JR— 09-08-06 48294835’ 4JSPF 24 holes
) 09-08-06  4685-4699° 4JSPF 56 holes
09-08-06  4610-4618° 4JSPF 32 holes
4829-4835° 09-08-06  4086-4094" 4 JSPF 32 holes
05/07/12  4772-4775"  3JSPF 9 holes
== =c—  4868-4886°
= == 5052-5066°
=B

NEWFIELD

PBTD @; 5951’
Federal 13-17-9-16 l
TD @ 6000°

746’ FSL & 842° FWL
SW/SW Section 17-T9S-R16E
Duchesne Co, Utah
API # 43-013-33036; Lease # UTU-52018

LCN 05/24/12



ATTACHMENT -6

Spud Date: 08/18/06 Federal 15-1 7-9- 16

Put on Production: 10/13/06

K.B.: 6000, G.L5988 Injection Wellbore
Diagram
SURFACE CASING __ FRAC JOB
CSG SIZE: 8-5/8” 10/10/06  5817-5851° Frac CP5 sands as follows:
GRADE: J-55 Cement Top @60 — - 89648# 20/40 sand in 681 bbls Lightning 17
frac fluid. Treated @ avg press of 1910 psi

WEIGHT: 244 wavg rate 25.3 BPM. ISIP 2250 psi. Cale
LENGTH: 7 jts. (310.18") flush: 5849 gal. Actual flush: 5309 gal.
DE 32203 Casing Shoe @ 322’ 10/10/06  5515-5538° Frac CP1 sands as follows:

PTHLANDED: 322.03" KB 60364# 20/40 sand in 493 bbls Lightning 17
HOLE SIZE:12-1/4” frac fluid. Treated @ avg press of 1727 psi

wiavg rate of 25.1 BPM. ISIP 2120 psi. Calc
flush: 5536 gal. Actual flush: 4998 gal.

10/11/06  4980-4987 Frac A.S sands as follows:
29934# 20/40 sand 393 bbls Lightning 17
frac fluid. Treated @ avg press of 2320 psi
w/avg rate of 25 BPM. ISIP 2500 psi. Calc
flush: 4985 gal. Actual flush: 4473 gal.

CEMENT DATA: 160 sxs Class “G” cmt, est 6 bbls cmt to surf.

10/11/06  4684-4698” Frac D3 sands as follows:
PRODUCTION CASING 87753# 20140 sand in 610 bbls Lightning 17
CSG SIZE: 5-1/2” frac fluid. Treated @ avg press of 1960 psi
w/avg rate of 25 BPM. ISIP 2250 psi. Cale
GRADE: J-55 flush: 4696 gal. Actual flush:4578 gal.
WEIGHT: 15.5# 11/30/06 Pump Change- Updated rod and tubing detail
LENGTH: 136 jts. (5986.81") 05/02/08 Stuck Pump - Tubing detail updated.
DEPTH LANDED: 6000.06’ KB 3/19/10 Pump change. Updated rod and tubing detail.
HOLE SIZE: 7-7/8” 11/24/2011 Pump Change. Updated rod & tubing detail.
CEMENT DATA: 325 sxs Prem. Lite [ mixed & 450 sxs 50/50 POZ. 10/11712 4761-4765 Frac C sands as follows: 32336# 20/40
sand in 409 bbls Lightning 17 frac fluid.
CEMENT TOP: 60
10/12/12  4065-4088" Frac GB4 sands as follows: 30940# 20/40
sand in 340 bbls Lightning 17 frac fluid.
10/15:12 Convert to Injection Well
TUBING 10/18/12 Conversion MIT Finalized — update tbg
detail

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
NO. OF JOINTS: 126 jts (3982.6")
SEATING NIPPLE: 2-7/8" (1.10%) ) SN @ 3995°
SN LANDED AT: 3994.6' KB
ON/OFE TOOL AT: 3995.7'
ARROW #1 PACKER CE AT: 4000’
X0 2-3/8 x 2-7/8 -5 AT: 4004.7° X/N Nipple @ 4009”

On Off Tool @ 3996
Packer 4000°

‘ EOT @ 4011
TBG PUP 2-3/8 J-55 AT: 4005.2 - S; 4065-4067"
X/N NIPPLE AT: 4009.4’ = E: 4082-4084"
TOTAL STRING LENGTH: EOT @ 4011’ = o 40864088
PERFORATION RECORD

10/05/06 5817-5851" 2JSPF 68 holes

10/10/06  5515-5538" 4 JSPF 92 holes

| | L 10/11/06 4980-4987° 4 JSPF 28 holes

EE CC 4684-4698° 10/11/06 4684-4698° 4 JSPF 56 holes

== = 4761-4765° 10/09/12 4761-4765° 3 JSPF 12 holes

e 10/09/12  4086-4088° 3 JSPF 6 holes

= = 4980-4987" 10/09/12 4082-4084" 3 JSPF 6 holes

10/09/12  4065-4067° 3 JSPF 62 holes
=] =X 5515-5538"
== == S817-5851
NEWFIELD PBTD @ 5954’
SHOE @ 6000°

Federal 15-17-9-16 -
TD @ 6005
810° FSL & 1961° FEL
SW/SE Section 17-T9S-R16E

Duchesne Co, Utah
API #43-013-33037; Lease #UTU-52018

LCN 10122112




NEWFIELD

Well Name: GMBU N-17-9-16

Schematic

“13.0% 515% |

ATTACHMENT £-7

Surface Legal Locaton APTUWI Well RC Lease State/Pravince Field Name County
SENW 1965 FNL 2048 FWL Sec 17 T9S R16E Mer SLB 43013515810000| 500335182 UTU74390 Utah GMBU CTB3 |Duchesne
Spud Date Rig Reiease Date | On Production Date |Onginal KB elevaton (1t Ground Elevation (ft) Total Depth All (TVD) (ftKB) PBTD (All) (KB)

8/16/2013 9/2/2013 10/4/2013 6,016 6,006 Original Hole - 6,239.0
Most Recent Job

Job Category Primary Job Type Secoridary Job Type Job Star Date Job End Date

Initial Completion Fracture Treatment P&P 9/10/2013 10/17/2013

TD: 6,295.0

Slant - <des>, 1/22/2014 6:34:01 AM

TVD
MD (ftKB) | (ftKB) Incl () DLS Vertical schematic (actual)
DLS (°...
-15.7 0 4
92 )
=2 e——— 2.1, Tubing Hanger; 7; 2.441; 9-10; 0.90
14.1 2 g 1, Conductor; 14 in; 13.500 in; 10-14 KB, 4.00 ft |
o by 3
16.1 )
Wi
50.9 o
2559 3
256 6
2572
2086 5
2999 ——12: Surface; 8 5/8 in; 8.097 in; 12-300 ftKB; 288.43 ft |
306.1 X
1,916 3 : i ;
> 2-2; Tubing; 2 7/8; 2.441; 10-5,781; 5,770.97
4,2559 1 ]
43530 i | w4 e—————Perforated; 4,256-4,353; 9/12/2013
44629 y
agn vies =il e———— Perforated; 4,463-4,486; 9/12/2013
' :’:"(:‘ T
45479 <= o
o PR ‘ | e———— Perforated; 4,548-4,764; 9/12/2013
4870.1 2 | S
5‘ 0413 =il e Perforated; 4,870-5,064; 9/12/2013
5‘064 0 i %
5,336.0 Lo oR
S | e«———— Perforated; 5,336-5,509; 9/12/2013
5,508 9 o
57808 2 i
2-3; Anchor/catcher; 5 1/2; 2.441; 5,781-5,784; 2 80
57838 s
57841 St
wht—e———— Perforated; 5,784-5,788; 9/12/2013
5,788.1
S281.8 2-4; Tubing; 2 7/8; 2.441; 5,784-5,815; 31.41
58153
5'816 5 = 2-5; Pump Seating Nipple; 2 7/8; 2.250; 5,815-5,816; 1.10
5'847 g 2-6; Tubing; 2 7/8; 2.441; 5,816-5,848; 31.40
5'851 , 2-7; Tubing Pup Joint; 2 7/8; 2.441; 5,848-5 852; 4.20
5'869 ! 2-8; Desander; 3 1/2; 1.000; 5,852-5,869; 17.33
5'900 6 e 2-9; Tubing; 2 7/8; 2.441; 5,869-5,901; 31.40
¥ Ay
A 2-10; Valve; 2 7/8; 0.000; 5,901-5,901; 0.70
59012 358
-“'{'I‘.‘ ]
6,1129 ;
- | e—————Perforated; 6,113-6,117; 9/10/2013
' :\":I:'
6,132 9 ;::‘_:::
6,2385 -'s"f__:
6,238.8 2R
6,240 5 A
6,284 8 A
6,285.8 —————13; Production; 5 1/2 in; 4.950 in; 10-6,286 ftKB; 6,275.67 ft |
6,294.9 :

“www.newfield.com
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Sundry Number:

Spud Date: 0627 07
Put on Production: 09 1307
Gi:olll" KB: 6123

SURFACE CASING

CS$G SIZE. 8-5/8"

GRADE: J-55

WEIGHT: 248

LENGTH: 7 jts. (305.53')

DEPTH LLANDED: 317.38' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G" ¢mt, 5 bbls cmt to surf.

PRODUCTION CASING
CSG SIZE: 5-172"

GRADE: J.5§

WEIGHT: 15 5#

LENGTH: 139 jts. (6028,19")
DEPTH LANDED: 6041.44' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite IT mixed & 400 sxs $0/50 POZ.

CEMENT TGP 70

TUBING
SIZE GRADE W1

2.78" L35 0.35m
NO OF JOINTS 146 ps (460%7)
SEATING NIPPLE 2.787(1 107)

SN LANDED AT 3615 KB

ONOFF 1OOL AT
ARROW #1 PACKER CE AT 4621 00
XO2-33 0 2.7R LSS AT 46248

A6l 1

THGPUP 2-3 8 .55 AT 34625 %
X NNIPPLE AT 36294

FOTAL SERING LENGTH  BOT « 3631 03

48002 API Well Number:

43013329220000

FEDERAL 16-18-9-16

Injection Wellbore
Diagram

ERAC JOB

Mrodoet B

Cement Top @ 70* 09 10 0?

091007 5081-5066

o297

1-10-08%
[RE Y
0oT 4
0207 14

! SN 4615
On OfF Toolw 4616°

Packey w462}
X N Nipple w3623
EO1 a 1631

1 16744080
172747

3051-5066°

RO SE AT B

NEWFIELD

FEDERAL 16-18-9-16
964'FSL & 297" FEL
SF/SE Section 18-T98-R16E
Duchesne Co, Utah
API #43-013-32922; Lease # UTU-64379

PBHD v 6002
SHOE a o0l

[RAR7RCIN Y

S208-531

6744733

Frac LODC sands as follows:

49689# 20/40 sand in 465 bbls Lightning 17
frac fluid. Treated @ avg press of 1986 psi
wiavg rate of 24.7 BPM. ISIP 2376 psi Calc
flush5702 gal. Actual flush: 4830 gal,

Frac Al sands as follows:

79844# 20/40 sand in 628 bbls Lightaing 17
frac fluid. Treated @ avg press of 2030 psi
w/avg rate of 24 8 BPM. ISIP 2400 psi. Calc
flush: 4999 gal. Actual flush: 4578 gal.

Frac D2 & D1 sands as follaws:

31828# 20/40 sand in 394 bbis Lightning 17
frac fluid. Treated @ avg press of 1974 psi
w/avg rate of 24.8 BPM, ISIP 1974 psi. Calc
flush: 4672 gal. Actual flush: 4578 gal.
Pump Change. Updated rod &tubing details.
Pump Change. Updated rod &tubing details.
Convert to Injection Well

Conversion MIT Finallzed
detail

update thg

PERFORATION RECORD

G0 1107 S29XK-531Y
@107 5051-5060°
01107 4727472
GEILOY 467146800

4 ISPF
4 ISPF
S Iser
A ISPF

56 holes
6U holes
20 holes

M holes

LONB I



Federal 1-19-9-16

Spud Date: 7-25-07
Put on Production: 09-11-07
GL: 6123° KB: 6135°

SURFACE CASING

Injection Wellbore

CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts (295.87")
DEPTH LANDED: 306.47° KB
HOLE SIZE:12-1/4

CEMENT DATA: 160 sxs Class “G” cmt, est 6 bbls cmt to surf.

Cement top@ 79’

Casing Shoe @ 306’

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 154 jts. {5969.80")

DEPTH LANDED: 5983.05° KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 300 sxs Prem. Lite Il mixed & 400 sxs 50/50 POZ.
CEMENT TOP AT: 79’

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
NO. OF JOINTS: 126 jts (3967.2")
SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 3979.2' KB
ON/OFF TOOL AT: 3980.3’

ARROW #| PACKER CE AT: 3985’
X0 2-3/8 x 2-7/8 J-55 AT: 3989.1°
TBG PUP 2-3/8 J-55 AT: 3989.6

X/N NIPPLE AT: 3993.7

TOTAL STRING LENGTH: EOT @ 3995’

NEWEFIELD

Federal 1-19-9-16
688° FNL & 355° FEL
NE/NE Section 19-T9S-R16E
Duchesne Co, Utah
API # 43-013-33062; Lease # UTU-64379

I

Mo M AL A A

1

M
JU1

JU1

ko

101

Diagram

ATTACHMENT £ 9

FRAC JOB

1]

i Y-

i

11

[Ymyimyi
[AERLERLI

VAVD\AID

iy
1

S

il

SN @ 3979’

09-05-07

09-05-07

09-05-07

09-05-07

09-06-07

09-06-07

09-06-07

On Off Tool @ 3980°

Packer 3985’

09-06-07

X/N Nipple @ 3994’

EOT @ 3995°

4055-4062°

4620-4629°
4696-4706°
4781-4788°
4878-4891°
4990-4996°

5003-5010"

5232-5247

5549-5556’

PBTD @ 5943
SHOE @ 5983’

TD (@ 6000

09/25/12
0927/12

5549-5556’

5232-5247’

4990-5010"

4878-4891°

4781-4788°

4696-4706

4620-4629°

4055-4062°

Frac CP1 sands as follows:

15110# 20/40 sand in 296 bbls Lightning 17
frac fluid. Treated @ avg press of 2353 psi
wiavg rate of 24.9 BPM. ISIP 2692 psi. Calc
flush: 5547 gal. Actual flush: 5040 gal.

Frac LODC sands as follows:

50233# 20/40 sand in 463 bbls Lightning 17
frac fluid. Treated (@ avg press of 2511 psi
wiavg rate of 24.8 BPM. ISIP 2464 psi. Calc
flush: 5230 gal. Actual flush: 4746 gal.

Frac Al sands as follows:

20077# 20/40 sand in 311 bbls Lightning 17
frac fluid. Treated (@ avg press of 2085 psi
wiavg rate of 24.7 BPM. ISIP 2373 psi. Calc
flush: 4988 gal. Actual flush: 4536 gal.

Frac B2 sand as follows:

499854 20/40 sand in 456 bbls Lightning 17
frac fluid. Treated @ avg press of 1957 w/
avg rate of 24.8 BPM. ISIP 2153 psi. Calc
flush: 4876 gal. Actual flush: 4410 gal.

Frac C sand as follows:

19649# 20/40 sand in 311 bbls Lightning 17
frac fluid. Treated (@ avg press of 2398 wr
avg rate of 24.7 BPM. ISIP 2579 psi. Calc
flush: 4779 gal. Actual flush: 4326 gal.

Frac D2 sand as follows:

40012# 20/40 sand in 408 bbls Lightning 17
frac fluid. Treated (@ avg press of 1750 w
avg rate of 24.8 BPM. ISIP 2092 psi. Calc
flush: 4694 gal. Actual flush: 4242 gal.

Frac D1 sand as foliows:

30099# 20/40 sand in 389 bbls Lightning 17
frac fluid. Treated (@ avg press of 1725 w/
avy rate of 24.8 BPM. ISIP 2003 psi. Calc
flush: 4618 gal. Actual flush: 4074 gal.

Frac GB2 sand as follows:

22242# 20/40 sand in 321 bbls Lightning 17
frac fluid. Treated @ avg press of 1516 w/
avg rate of 24.8 BPM. ISIP 1371 psi. Cale
flush: 4053 gal. Actual flush: 3948 gal.

Convert to Injection Well
Conversion MIT Finalized —update tbg detail

PERFORATION RECORD

08-29-07  5549-5556’ 4 JSPF 28 holes
09-05-07 5232-5247° 4 JSPF 60 holes
09-05-07  5003-5010° 4 JSPF 28 holes
09-05-07  4990-4996" 4 JSPF 24 holes
09-05-07 4878-4891° 4 JSPF 52 holes
09-05-07 4781-4788° 4 JSPF 28 holes
09-06-07  4696-4706' 4 JSPF 40 holes
09-06-07  4620-4629° 4 JSPF 36 holes
09-06-07  4055-4062° 4 JSPF 28 holes

LCN 10/01/12



ATTACHMENT /0

Spud Date: 5.23-7 Federal 3-20-9-16

Put on Production: 8-10-07

GL: 6063° KB: 6075 Injection Wellbore
Diagram
SURFACE CASING - ERAC JOB
CSG SIZE: 8-5/8” 08-07-07  5510-5520° Frac CP1 sands as follows:
GRADE: J-55 282474 20/40 sand in 420 bbls Lightning 17
Casing shoe @ 317 frac fluid. Treated (@ avg press of 2334 psi
WEIGHT: 24# B w/avg rate of 24.8 BPM. ISIP 2280 psi. Cale
173 : flush: 5508 gal. Actual flush: 5040 gal.
LENGTH: 7 jts (304.72") Toc @ 408  HH a
DEPTH LANDED: 316.57 KB 08-07-07 5273-5281" Frac LODC sands as follows:
14530# 20/40 sand in 286 bbls Lightning 17
HOLE SIZE:12-1/4" frac fluid. Treated (@ avg press of 2660 psi
CEMENT DATA: 160 sxs Class “G” cmt, est 7 bbls cmt to surf, w/avg rate of 24.8 BPM. ISIP 2050 psi. Calc
flush: 5271 gal. Actual flush: 4788 gal.
08-07-07 5119-5132" Frac LODC sands as follows:

45312# 20/40 sand in 447 bbls Lightning 17
frac fluid. Treated (@ avg press of 2162 psi
wiavg rate of 26.2 BPM. ISIP 1900 psi. Calc
PRODUCTION CASING flush: 5117 gal. Actual flush: 4578 gal.

CSG SIZE: 5-1/2"

08-07-07 4654-4661° Frac D2 sand as follows:
GRADE: J-55 25097# 20/40 sand in 345 bbls Lightning 17
WEIGHT: 15.5# frac fluid. Treated @ avg press of 1'686 W
. avg rate of 24.8 BPM. ISIP 1760 psi. Cale
LENGTH: 156 jts. (5962.76") flush: 4652 gal. Actual flush: 4200 gal.
DEPTH LANDED: 5976.01’ KB
08-07-07  4576-459¢° Frac DI sand as follows:
HOLE SIZE: 7-7:8" 77698# 20/40 sand in 604 bbls Lightning 17
CEMENT DATA: 300 sxs Prem. Lite Il mixed & 425 sxs 50/50 POZ. frac fluid. Treated@ avg press of 1939 wr
R avg rate of 24.8 BPM. ISIP 2122 psi. Calc
CEMENT TOP AT: 408 flush: 4574 gal. Actual flush: 4536 gal.
08:16/07 Pump Change. Rod & Tubing detail updated.
12/30/08 Pump Change. Updated r & t details.
8/20/09 Pump Maintenance. Updated rod & tubing
detail.
TUBING 11-09-10  4838-4852'  Frac B2 sands as follows: 48449+ 20/40
SIZE/GRADE/WT. 2.7/8" / J-55 / 6.5% sand in 430 bbls Lighting 17 fluid.
NO. OF JOINTS: 144 its (4529.6' 11-11-10 Re-Completion — updated details
: Fladfs (45296 08/15/12 Convert to Injection Well
SEATING NIPPLE: 2-7/87 (1.10") 08/17/12 Conversion MIT Finalized - update tbg
SN LANDED AT: 4541.6’ KB detail

ON/OFF TOOL AT: 4542.7
PACKER CE @ 4547.8

XO AT: 4548.9

TBG PUP 2-3/8” J-55 AT: 4549.4°

|
1]
i

[ | Parker @ 4548’
— EOT @ 4555’

A

i

= 4576-4590°

Y Yl

XN NIPPLE AT: 4553.6’ = T 4654-4661
TOTAL STRING LENGTH: EOT @ 4555’ KB
L L PERFORATION RECORD
B | , 08-01-07 5510-5520° 4IJSPF 40 holes
<E E‘> 4838-4841 08-07-07 5273-5281° 4ISPF  32holes
E]: 4844.4846’ 08-07-07 5119-5132° 4JSPF 52 holes
-4 = 08-07-07 4654-4661" 4 JSPF 28 holes
08-07-07 4576-4590° 4JSPF 56 holes
11-09-10  4850-4852° 3 JSPF 6 holes
_L 1N 11-00-10  4844-4846" 3ISPF 6 holes
<[‘j ﬁ> S19-5132 11-09-10  4838-4841" 3JSPF 9 holes
== = 5273-5281°
= e 5510-5520°
NEWFIELD
2 BD @ s865
Federal 3'20'9'16 TD @ 5995°
785" FNL & 1826’ FWL ) <
NE/NW Section 20-T9S-R16E
Duchesne Co, Utah
API # 43-013-33067; Lease # UTU-52018

LCN 08/20/12



. c—
Sundry Number: 48006 API Well Number: 43013316810000 /Q++40£\VWLIQ, b'//

Put on Production: 09/11/1996
K.B.: 6107" G.L.; 6097’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 248

LENGTH: 7 jts (253 07)

DEPTH LANDED: 263 07" KB
HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G”

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

LENGTH: (5696 5°}

DIPTII LANDED: 5706.5°
HOLE SIZF: 7-7/8"

CEMENT DATA: 181 sks super "G", 3% salt, 2% gel. 2#/sk Kol-seal,
1/4#/sk Cello-flake, Tail w/ 400 sks 50/50 POZ, 2% gel, 1/4#/sk Cello~

flake, 2#/sk Kol-seal
CEMENT TOP AT: 1110°

TUBING

SIZE/GRADE/WT : 2-7/87 1 3-55 ' 6 5%
NO OF JOINTS: 143 jts (4477 4°)
SEATING NIPPLE: 2-7/8" (1 10")

SN LANDED AT: 4487.4’' KB

ON/OFF TOOL Al: 4488 5°

“X" SEAL NIPPLE 1.875" (¢, 4490"
ARROW #1 PACKER CE AT: 4493 62'
X02-3.8x2-781-55 AT: 44973

TBG PUP 2-3:-8 J-55 AT: 44978’

X/N NIPPLE AT: 4501 8*

TOTAL STRING LENGTH: EOT @ 4503 4"

Injection Wellbore

Diagram

NEWFIELD

Monument Federal 22-20-9-16
[980° FNL & 1980’ FWL
SE/NW Section 20-T9S-R16E
Duchesne Co, Utah
AP[#43-013-31681; Lease #UTU-52018

S 4

v
A

A

1

n—m

[T
5 ALY WSy P

H

i

T

i ymyfs I
i

i

] I

T
"
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ACID JOB /BREAKDOWN

Monument Federal 22-20-9-16

SN (@ 4487

Packer @ 4494’

EOT (@ 4503
45744576

46327-4638"

A
¥

4961-4965"
T 49724977
5015-5025°
5073-5076"

i

5094-5098"

Vi

iV

SUS-S1LY
T 5141-5448°

2 5151-5153°

i

$273-5217"

PBTD (@ 5659' KB
TD @ 5750 KB

8/20/96

52736277

BJ Services: 2058 gal 2% KCL.
waler w/ 32 ball sealers

Ball action but no ball off.

ATP= 3000 psi, ATR= 3 § bpm,

SIP= 1920 pai
8/22/98 49614965 BJ Servicee: 1806 gal 2% KCL
4972'4977" water w/ 20 ball sealers Balled
off. ATP=2200 psi, ATR=4.0 bpm,
ISP= 1500 psi
8/22/96 5015-5028' B Services: 2100 gal 2% KCL water w/ 40 bali sealers
Balled off. ATP=2600 psi, ATR=23¢ bpm,
ISP=1500 psi
8/22/196 5073-5076" B Senvicas: 2394 gal 2% KCL
5094'-5098" water w/ 44 ball sealers Balled
5115-5119 off ATP=2500 psi, ATR=4 0 bpm,
1SP= 1300 psi
8/22/96 5141-5148" BJ Services: 2436 gal 2% KCL w
5151-5153" water w! 36 bali sealers. Balled
off. ATP=23600 psl, ATR=3 4 bpm,
ISP=2100 psi
8/29/66 4574'457¢" BJ Services: 1554 gat 2% KCL
water w/ 8 ball sealers Balled
oft. ATP=2700 psi, ATR=4 2 bpm,
ISP= 1560 psi
8/29/98 46324638 BJ Services; 1722 gal 2% KCL.
water w/ 20 ball sealers  Ball action
but no bak off. ATP= 3000 psi,
ATR=3 8 bpm, SIP= 1400 psi
FRAC JOB
8/21/96  5273-5277 BJ Services: 11,214 gal 2%

8/23/96  4981-5153

On OfF Tool @ 4488°

XN Nipple (@ 4502’
8/30/96  4574'-4576'

KCL water w/ 5700# 20/40

sand 8 10,000# 16/30 sand

ATP= 3500 psi, ATR= 19.8 bpm,
ISIP= 2430 psi, 5 min= 2150 pst,

10 min= 2090 psi, 15 min= 2020 psi,
30 min= 1910 psi.

BJ Services: 52,626 gal 2%

KCL water w/ 52, 200% 20/40

sand & 119,780# 16/30 sand

ATP= 2800 psi, ATR= 55 8 bpm,
1SIP= 2110 psi, 5 min= 1756 psi,

10 min= 1630 psi, 15 min= 1560 psi,
30 min= 1450 psi.

BJ Senvices: 13,398 gal 2%

4632'-4638 KCL water w/ 36,400# 16/30 sand.
ATP= 3500 psi, ATR= 29.8 bpm,
ISIP= 1870 psi, 5 min= 1600 psi,
10 min= 1430 psi, 15 min= 1330 psi,
30 min= 1080 psi.
02/04:14 Convert to Injection Well
02/05/14 Conversion MIT Finalized - update tbg
detail
PERFORATION RECORD
8/20/96  Schlumberger 5273'-5277 4 SPF
8/22/96  Schiumberger 4961'-4965' 2 SPF
4972'-4977" 2 SPF
5015'-5028' 2 SPF
5073'-5076' 2 SPF
5094'-5098' 2 SPF
5115'-5119' 2 SPF
5141'-5148' 2 SPF
5151'-5153' 2 SPF
8/29/96  Schiumberger 4574'-4576' 4 Holes
4632'-4638' 10 Holes

ECN02/13/14



Spud Date: 1/04/85
Put on Production; 4/08/85
GL: 6051° KB: 6063’

SURFACE CASING

CSG SIZE: 8-5/8"

GRADE: K-55

WEIGHT:24#%

LENGTH: 7 jts. (319.75")

DEPTH LANDED: 319’

HOLE SIZE:12-1/4”

CEMENT DATA: 250 sxs Class “H”

PRODUCTION CASING

CSG SIZE: 5-1/2"/)-55 LT&C/15.5#
LENGTH: 74 jts.

CSG SIZE: 5-1/27/K-55/15.5#
LENGTH: 74 jts.

DEPTH LANDED: 6118’

HOLE SIZE: 7-7/8”

CEMENT DATA: 240 sxs Lite, tail w/ 570 sxs Class “H”

CEMENT TOP AT: 2450’ per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8” / N-80 / 6.5#
NO. OF JOINTS: 172 jts. (5457.93")
TUBING ANCHOR: 5469.93' KB

NO. OF JOINTS: 2 jts. (62.00")

SN LANDED AT: 1.10° x 2 7/8” (5533.03’) KB

NO. OF JOINTS: 1 jt. (31.90)
TOTAL STRING LENGTH: §564.93' KB

SUCKER RODS

POLISHED ROD: 1-1/4” X 22°

SUCKER RODS: 4 - 1-1/2” weight rods, 154 - 3/4” slick rods, 61 - 7/8”
guided rods, 1-4°, 1-6”, 1-10° x 7/8” pony rods..

PUMP SIZE: 2-1/2" x 1-1/2" x 16’ RHAC
STROKE LENGTH:
PUMP SPEED:

LOGS: DIL, LDT-CNL, EPT, LSS, GR, SP, ABCL, CBL

ATTACHMENT =-1ox

NGC Fed. 31-20G-9-16

Initial Production: 88 BOPD,

Wellbore Diagram 62 MCFPD, 21 BWPD

NEWFIELD

NGC Fed. #31-20G-9-16

540" FNL & 1944’ FEL

NWNE Section 20-T9S-R16E
Duchesne Co, Utah

API #43-013-31071; Lease #U-52018

FRAC JOB
n
3/10/85  5530°-5556° Frac zone as follows:
120,000# 20/40 sand + 30,000# 12/20 sand in
1263 bbl gel. Average treating pressure 2800
psi at 20 BPM. ISIP 2500 psi. Calc. flush:
5530 gal. Actual flush: 3654 gal. 3/10/85
3/17/85  4760°-4780° Frac zone as follows:
45,000# 20/40 sand + 12,135# 12/20 sand in
1112 bbl gel. Average treating pressure 3100
psi at 20 BPM. ISIP 1800 psi. Calc. flush:
4760 gal. Actual flush: 1260 gal.
3/26/85  4692°-4702° Frac zone as follows:
32,0004 20/40 sand + 14,000# 12/20 sand in
581 bbl gel. Average treating pressure 3200
psi at 25 BPM. ISIP 2000 psi. Calc. flush:
4692 gal. Actual flush: 3444 gal.
1/31/98  5082'-5105" Frac zone as follows:
120,000# 20/40 sand in 489 bbl gel. Average
treating pressure 6600 psi at 24.8 BPM. ISIP
4693 psi. Cale. flush: 1317 gal. Actual flush:
1737 gal.
Cement Top@ 2450 =
= = 4692-4702°
= -F; 4760°-4780°
e 2
== == 5082-5092’
C” 50955105
Anchor @ 5469
L PERFORATION RECORD
C— 5530°-5556"
3/02/85  5530°-5556' 4 SPF 104 holes
3/13/85  4764°-4780° 4 SPF 64 holes
3/15/85  4760'-4780° 4SPF 80 holes
3/23/85  4692°-4702° 4 SPF 40 holes
1/30/98  5082°-5092° 4 SPF 40 holes
1/30/98  5095°-5105° 4 SPF 40 holes
SN @ 5533’KB
EOT @ 5564’KB
PBTD @ 5991’KB
TD @ 6150°

BDH 3/06/02



ATTACHMENT £- (%

Spud Date: 4/11/02 West Point 6-17-9-16

Put on Production: 8/12/02 Initial Production: 52 BOPD,
GL: 6005° KB: 6015 Injection Wellbore 52 MCFD, 14 BWPD
Diagram
SURFACE CASING - FRAC JOB
CSG SIZE: 8-5/8” 8/05/02 5233’-5386’ Frac LODC sand as follows:
199,413# 20/40 sand in 859 bbls Viking I-25
GRADE: J-55 fluid. Treated (@, avg press of 1657 psi w/avg
WEIGHT: 24# rate of 25.5 BPM. ISIP 2250 psi. Calc flush:
. _ s 5233 gal. Actual flush: 5166 gal.
LENGTH: 7ts (298.85") TOC @ 610
i B 8/05/02 4890°-5114° Frac B!, Al, A3 sands as follows:
DEPTH LANDED: 306.85 65,3324 20/40 sand in 280 bbls Viking 125
HOLE SIZE: 12-1/4” fluid. Treated (@ avg press of 1876 psi wravg
rate of 26.1 BPM. ISIP 2140 psi. Calc flush:
CEMENT DATA: 150 sxs Class “G” cmt, circ 2 bbls cmt to surf, 4890 gal. Actual flush: 4809 gal.
8/05/02  4614°-4707 Frac D1, DS2 sands as follows:

43,4794 20/40 sand in 210 bbis Viking I-25
fluid. Treated @ avg press of 2458 psi w/avg
rate of 22.4 BPM. ISIP 1940 psi. Calc flush:
4614 gal. Actual flush: 4536 gal.

8/06/02  4234°-4442" Frac GB6, PB10 sands as follows:
PRODUCTION CASING 495654 20/40 sand in 228 bbls Viking I-25
CSG SIZE: 5-1/2" fluid. Treated (@, avg press of 2234 psi wiavg
rate of 24.5 BPM. ISIP 2150 psi. Calc flush:
GRADE: J-55 4234 gal. Actual flush: 4116 gal.
WEIGHT: 15.5# 10/7/02 Pump change. Update rod details.
LENGTH: 131jts (5853.63") 8/24/04 Parted Rods. Update rod details.
DEPTH LANDED: 5851.23° 07/07/05 Parted Rods. Update rod and tubing details
HOLE SIZE: 7-7/8" 10/25/13 Convert to Injection Well
CEMENT DATA: 275 sxs Premlite 11 & 450 sxs 50/50 POZ. ) 10/30/13 Conversion MIT Finalized - update tbg
detail

CEMENT TOP AT: 610’ per CBL 8/5/02

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
NO. OF JOINTS: 128 jts (4148.2°)
SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 4158.2° KB
ON/OFF TOOL AT: 4159.3°

ARROW #1 PACKER CE AT: 41645’
X0 2-3/8 x 2-7/8 J-55 AT: 4168.2°
TBG PUP 2-3/8 J-55 AT: 4168.7°

X/N NIPPLE AT: 4172.8’

TOTAL STRING LENGTH: EOT (@ 4174.4’

SN @ 4158’
On Off Tool @ 4159’

Packer @ 4164’

X/N Nipple @ 4173’
EOT @ 4174

C 423474251

A
A —
]} ) ¥

= SR ainsac) PERFORATION RECORD
8/02/02 5372'-5386" 2JSPF 28 holes
== == 4614'-4624° 8/02/02 5348'-5364" 2JSPF 32 holes
:E D: 4693".4696" 8/02/02 5332°-5340° 2 JSPF 16 holes
<E L o aror 8/02/02 5233-5325" 2JSPF 184 holes
> 8/05/02 5107°-5114" 4 JSPF 28 holes
C” 4890°-4903° 8/05/02 5067°-5073' 4 JSPF 24 holes
8/05/02 4890°-4903° 4 IJSPF 52 holes
= 0675073 8/05/02 4704'-4707 4 JSPF 12 holes
8/05/02 46934696’ 4 JSPF 12 holes
= 51075114 8/05/02 4614°-4624" 4 ISPF 40 holes
= 5233°-5325° 8/06/02 4434'-4442 4ISPF 32 holes
—  §330°.5340° 8/06/02 4234°-4251" 4 ISPF 68 holes
NEWFIELD 3 53485364
" 53725386
West Point 6-17-9-16
1984’ FNL & 2050’ FWL
SE NW Section 17-T9S-R16E
Duchesne Co, Utah
API #43-013-32283; Lease #UTU-74390 PBTD @ 5825
TD @ 5853

LCN 10731713



NEWFIELD Schematic

g $3-012-515 b

Well Name: GMBU H-20-9-16

face Legal Location APITOWI Wall e State/Provings Field Name County
SWNE 2110 FNL 1934 FEL Sec 20 T9S R16E Mer SLB 43013515640000| 500335202 UTU52018 Utah GMBU CTB3 |Duchesne
Spud Date Rig Release Date | On Froduction Dale |Onginal KB Elevation (1) Ground Elevation (1) Total Depth ATl (TVD) (TKB) A |
12/7/2013 12/25/2013 1/25/2014 6,093 6,083 Original Hole - 6,090.9 Qriginal Hole - 6,223.1
Most Recent Job
Jo§ Caltagory Primary Job 1ype Secondary Job Type Jol Data Job End Date
Initial Completion IFractum Treatment JP&P 1/14/2014 I 1/22/2014
D: 6,263.0 Slant - Original Hole, 3/3/2014 6:49:29 AM
TVD
MD (ftkB) | (fiKB) Incl (%) DLS Vertical schematic (actual)
DLS (... -
98 98 04 0——5|.. TR " et A LI i A e A oA O oo
SRR .
108 e 0.4 s - '_', - - 1-1; Tubing Hanger; 7; 2.441; 10-11; 0.90
{ - B G
14.1 141 0.4 g B {;3*; B[ Conductor. 14 in. 13.500 In, 10-14 fiKB, 4.00 L |
% S IR
18.4 184 04 & S 5
% N o
285 2 ! 4 BN
8.5 0.4 P é%:’ (\x:::
551 551 04 e 4 R
L) 'E X
279.9 2799 0.4 ;)’{% :H
3261 326 1 0.4 \ 2, Surface, 8 5/8 in, 8.097 in; 10-326 fIKB, 316.07 ft_|
2,0115 i :
,011 1,989.9 13.0 ‘ . 1-2; Tubing; 2 7/8; 2.441; 11-5,803; 5,792.07
36086 | 35230 15.9 b i %
4,053.1 39532 16.3 1 = kr—— Perforated; 4,052-4,053; 1/156/2014
4,063 .0 39627 15.4 :* ; - Perforated; 4,062-4,063; 1/15/2014
T 6l ‘ “| «—————Perforated; 4,244-4,245; 1/15/2014
v i} =
42559 41488 15.0 2 * | e——————Perforated; 4,252-4,256; 1/15/2014
47260 s 15.4 7 f 7 _~Perforated; 4,939-4,341; 1/15/2014
S -1 +————Perforated; 4,726-4,730; 1/15/2014
4,939.0 4,807 7 15.6 7 BN
Tl e 163 ) Y« Perforated; 5,012-5,014; 1/15/2014
s f B
5,086 9 4,950 4 15.4 . Sl
~ | +—————Perforated; 5,087-5,089; 1/15/2014
! i
EAML oot Lass - i -« Perforated; 5,180-5,181; 1/15/2014
Q lh AF
5,185.0 5,045 1 14.7 * ‘ | e————Perforated; 5,185-5,186; 1/15/2014
5,188.0 ; s - ' -
agdsg 48 » | e————Perforated; 5,188-5,189; 1/15/2014
5,237.9 5,096 1 156 2 ' <
) ! o—————Perforated; 5,238-5,239; 1/15/2014
5,249.0 5,106 9 15.8 . | Perforated; 5,249; 1/15/2014
i
5.256.9 51124 16.0 V) | +—————Perforated; 5,256-5,257; 1/15/2014
5,265.1 51223 16.1 G | ——— Perforated; 5,263-5,265; 1/15/2014
5,269.0 5126 1 16.2 : e————Perforated; 5,268-5,269; 1/15/2014
5,686.0 sEoTE 136 5 | +————Perforated; 5,685-5,686; 1/14/2014
56919 5,533.4 13.7 | o—————Perforated; 5,690-5,692; 1/14/2014
— — 14.0 e T '\ ' % 1-3; Anchor/catcher; 2 7/8; 2.441; 5,803-5,806; 2.80
“ _~Perforated; 5,816-5,820; 1/14/2014
58199 58575 14.1 5 1-4; Tubing; 2 7/8; 2.441; 5,806-5,838; 32.23
5,837.9 56750 14.3 ;;,% ) 1-5; Pump Seating Nipple; 2 7/8; 2.250; 5,838-5,839; 1.10
2 y 1-6; Tubing; 2 7/8; 2.441; 5,839-5,904; 64.57
SN0%G ) Saes 14.5 : - 1-7; Notched collar; 2 7/8; 2.441; 5,904-5,904; 0.45
6,223.1 6,051 4 8.3
6,247.0 6,075.1 79 N N
E.{" 3, Production; 5 1/2 in; 4.950 in; 10-6.249 fiKB; 6.238.79 ft |
6,263.1 68,0910 7.6 AN N NN N NN NI NI NN

www. ;
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Multi-Chem Analytical Laboratory
1553 East Highway 40
Vernal, UT 84078

Units of Measurement: Standard

multi-chem

A HALLIBURTON SERVICE

ATTACHMENT F
1655

Production Company: NEWFIELD PRODUCTION

Water Analysis Report

Sales Rep: Gary Peterson

Well Name: MON 24-17-9-16 Lab Tech: Gary Winegar
Sample Point: Waell
Sample Date: 11/4/2013 Scaling potential predicted using ScaleSoftPitzer from
Sample ID: WA-257644 Brine Chemistry Consortium (Rice University)

Sample Specifics
| TestDate: 7 111272013 Cations mg/L Anjons mg/lL
[ System Temperature 1CF): ©_ | 120| [ Sodium (Na): ~_ "7 7T T 6266.00 Chlonide (i)~~~ "~ 77777777 7T 13000.00]
| System Pressure 1 (psig): 80| [ Potassium (k). T T 173.00 Sulfate (SO%): o 597.00|
| System Temperature 2 (°F): 210 'l\'ll'aéﬁe's'idr;\'(l'\/lbi: ----------------- 0. .ié'BiZ:ar-b?)Bét-e-(-l-i'(f(-)a-):- ------------------ 1036.00
| System Pressure 2 (psig): 60|[Calcium (Ca): ~ T 250 Carbonate (CO3). Tt
| Calculated Density (@/mi): ~~ 1.011) | Strontium (Sr) T T T 1,68 Acetic Add (CHaCO0) —~ """~ T 1T ‘
ph: 00| [Barum Bay: T T 0.15 Propionic Acid (C2HsCOO) """~ """ T
| Calculated TDS (mg/L): 21080.00 [Iron ('F'e-): --------------------- 1.20 Butanoic Acid (-(fa-t-i-7b-(5c.)) _______________________
[CO2inGas(%): [ Zinc(Zny T TTTTTTTTTT 0.00 Isobutyric Acid ((CH3)2CHCOO) "~ """"""""""]
Dissolved CO2 (mg/L)): 0.00 .L'éa'd.('P'b-): ----------------------- 0.00 Fluoride (F-):- -------------------
[H2SinGas (%): 0 TN Ammonia NH3: Tttt Bromine (B): Tttt
[H2Sin Water (mg/L): " 5.00|[Manganese (Mn): 7T 0.03 Silica (Si02): T TTTTTTTTTTTTTTT 1.71]
Notes:

B=3.7 A=0 Li=1.2

(PTB = Pounds per Thousand Barrels)

Iron

Calcium Barium Sulfate
Carbonate
I

Zinc
Sulfide

fron Gypsum Celestite Halite
Carbonate CaS04-2H20 Srs04 NaCl

Sulfide

(°F) =]
210.00  60.00 0.00 0.00 0.00 0.00 135 0.63 0.98 0.78 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 60.00 0.00 0.00 0.00 0.00 1.31 0.62 0.90 0.76 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.00  60.00 0.00 0.00 0.00 0.00 127 0.62 0.83 0.74 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.00  60.00 0.00 0.00 0.00 0.00 1.23 062 0.75 0.72 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.00  60.00 0.00 0.00 0.00 0.00 1.20 0.61 0.67 0.68 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.00  60.00 0.00 0.00 0.00 0.00 1.17 0.61 0.59 0.65 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.00  60.00 0.00 0.00 0.00 0.00 1.15 0.61 0.51 0.60 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
140.00  60.00 0.00 0.00 0.00 0.00 1.13 0.61 043 0.55 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
130.00  60.00 0.00 0.00 0.00 0.00 1.12 0.60 0.35 0.48 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
120.00 60.00 0.00 0.00 0.03 0.01 1.12 0.60 0.27 0.40 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Ethics Comrmitment Page 10of 3 Excellence Innovation



Multi-Chem Analytical Laboratory
1553 East Highway 40
Vernal, UT 84078

ATTACHMENT ¥

Aok 5

multi-chem

A HALLIBURTON SERVICE

Hemihydrate
aSOA 0.5H2

Anhydrate

CaS04

Water Analysis Report

Ma Ca Mg Fe

Silicate Silicate Silicate

Calcium Zinc Lead
Fluoride Carbonate Sulfide

PTB PTB PTB PTB PTB PTB PTB PTB
(°F)

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.81 0.35
200.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.34 0.17
190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
130.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
These scales have positive scaling potential under initial temperature and pressure: Iron Sulfide Iron Carbonate Fe Silicate
These scales have positive scaling potential under final temperature and pressure: Barium Sulfate Iron Sulfide Iron Carbonate
Iron Sulfide Barium Sulfate
14 0.8 0.035 0.008
o 12 D x 003 T
.§ 1 0.6 g .§ 0.025 0.006 ::3
= 5] = o
c 08 04 © g 0w 0004 @
T 06 g @ 0015 8
§ 04 02 3 "E? 0.01 0002 3
02 = 0.005 L
0 0 0 0
120 140 160 180 200 120 140 160 180 200
130 150 170 190 210 130 150 170 190 210
Temperature Temperature
Iron Carbonate
1- 08
o
= =
= 086 2.
S 04 2
g 04 §
& 02 02 é
0 0
120 140 160 180 200
130 150 170 180 210
Temperature

Multi-Chem

- A Halliburton Service

Page 2 of 3
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Mt Cham Anatte Laborsory ATTACHMENT € multi-cher

1553 East Highway 40
Vernal, UT 84078 0 09(6 A HALLIBURTON SERVICE

Water Analysis Report

Fe Silicate
1 04
ig Z: 0.3 ?
§ 02 2
:g 0.4 %
3 o2 w3
0 o

120 140 160 180 200
130 150 170 190 210

Temperature
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Multi-Chem Analytical Laboratory
1553 East Highway 40
Vernal, UT 84078

Units of Measurement: Standard

multi-chem

A HALLIBURTON SERVICE

ATTACHMENT +
Hot5

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sales Rep: Jacob Bird

Well Name: WELLS DRAW INJ FACILITY Lab Tech: Gary Winegar

Sample Point: Commingled After Filter

Sample Date: 11/18/2013 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WA-259493 Brine Chemistry Consortium (Rice University)

| TestDate: 1 11/26/2013| Cations mg/L Anions mg/lL

| System Temperature 1(°F): | 141,00 Chioride (C) ~~~~~TTTTTTTTTTTTTTTTT 1000.00}
| System Pressure 1(psig): 2000| [ Potassium (k): T TN 30.00 Sulfate (SO T TTTTTTTTTTTTTN 41.00]
| System Temperature 2 (°F): """ 210|[Magnesium (Mg). 7 24.00 Bicarbonate (HCO3):: TS 112200
System Pressure 2 (psig): _ . 2000} | Caicium (Ca): -~ """ 77777777 4100 Carbonate (CO3) T 1T
| Calculated Density (g/m): _ _______0.898|Strontum(Sr): | 0.70 Acetic Acid (CHCOO) .. .. .. ........]
pn. - _____650]|Barium (Ba): 0.00 Propionic Acid (C2H5COO) .
Calculated TDS (mg/L): 2413.76|[Iron (Fe): T TTTTTTTTTT 0.11 Butanoic Acid (CaH,CO0) T
[CO2inGas(%): " Zinc(zny T TTTTTTTTTTTTTTT 0.03 Isobutyric Acid ((CH3)2CHCOO) T
Dissolved CO2 (mg/L)): 24.00|{Cead (Pb): T T TTTTTTTTTT 0.00 Fluoride (F): T TToTTTTTTTTTTTTTTTY
[H2Sin Gas (%): T Ammonia NHs® T TTTTTTTTT Bromine B). Tttt
[F128in Water (mg/L): 7T 0.00| [Manganese (Mn): T 0.00 Silica (Si02):” T TTTTTTTTTRTTTTTT 4.92]

Notes:
B=4 A=.18 Li=0

Calcium Barium Sulfate Iron Iron Gypsum
Carbonate Sulfide Carbonate CaS04-2H20
|

Temp S PTB Sl
(°F) PSI

210.00 2000.00 0.31 15.83 0.00
200.00 2000.00 0.22 12.10 0.00
190.00 2000.00 0.14 7.94 0.00
180.00 2000.00 0.06 3.37 0.00
170.00 2000.00 0.00 0.00 0.00
160.00 2000.00 0.00 0.00 0.00
150.00 2000.00 0.00 0.00 0.00
140.00 2000.00 0.00 0.00 0.00
130.00 2000.00 0.00 0.00 0.00
120.00 2000.00 0.00 0.00 0.00

Multi-Chem - A Halliburton Service
Ethics

Commitment

(PTB = Pounds per Thousand Barrels)

Zinc

Celestite Halite
Srs04 NaCl Sulfide

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0©.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Wednesday, November 27, 2013
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T ATTACHMENT F  multi-cherm

Vernal, UT 84078 5 0%_5 A HALLIBURTON SERVICE

Water Analysis Report

Hemihydrate Anhydrate Calcium Zinc Lead Mg Ca Ma Fe
Cas0470.5H2 CaS04 Fluoride Carbonate Sulfide Silicate Silicate Silicate
PTB PTB PTB PTB PTB
(°F)

210.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
190.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
140.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
130.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

120.00 2000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate

These scales have positive scaling potential under final temperature and pressure:

Calcium Carbonate

0.35 20
3 s 15 g
o
g 025 2
g 0= 10 2
‘@‘ 0.15 %
0.05 @

0 0

120 140 160 180 200
130 150 170 190 210

Temperature

Multi-Chem - A Halliburton Service Wednesday, November 27, 2013
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Attachment "G"

Monument Federal 24-17-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac
(feet) Avg. Depth ISIP Gradient

Top Bottom (feet) (psi) (psi/ft) Pmax
5200 5234 5217 2650 0.94 2616
4845 4955 4900 2150 0.88 2119
4664 4669 4667 1950 0.85 1920
5482 5562 5522 2000 0.80 1964
5032 5140 5086 1540 0.74 1507 +—
4585 4595 4590 2150 0.90 2120
5022 5148 5085 2150 0.86 2117

Minimum 1507

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psi/ft and
specific gravity of the injected water is 1.015.

[Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion procedure.
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RESOQURCES INC.

Daily Workover Report

MONUMENT FEDERAL 24-17-9-16 Spud Date: 7/18/96
SE/SW Section 17, TO9S R16E POP: 8/30/96
DUCHESNE Co., Utah TD: 5750’

APl # 43-013-31682 WO Rig: Flint #4352

6/5/98 PO: Perf CP sands/PU frac tbg & tools. (Day 1)

Summary: 6/4/98 — MIRU Flint #4352. Pump 100 bbls hot prod witr dn csg. RD
pumping unit. Unseat rod pump. Flush rods w/50 bbls hot wtr. TOH w/rod string —
LD pump. Found est. 50 worn rod boxes. ND wellhead. Release TA. NU BOP.
TOH, talley prod tbg. LD BHA & 3 jts worn tbg (hole in #166). TIH w/4-3/4" bit, 5-1/2”
csg scraper, 166 jts 2-7/8" 8rd 6.5# J-55 prod thg & 14 jts work string. Tag fill @
5628'. C/O fill to PBTD @ 5679'. Circ hole clean. (Took 35 BW to fill hole, lost 120
BW during circ, rec est 50 BO). Drop test ball dn tbg. Press test prod tbg to 1500 psi
— 10 min. Rev out test ball. TOH w/tbg. LD bit & scraper. SIFN w/est 305 BWTR.
DC: $4,576 TWC: $4,576

6/6/98 PO: Frac CP sands. (Day 2)
Summary: 6/5/98 — CP: 0. RU Schiumberger & PERF CP SD @ 5482-85’, 5517-28'
& 5551-62° W/4 JSPF. PU & TIH w/5-1/2" RTTS pkr & 170 jts 2-7/8” 8rd 6.5# L-80
tbg. Set pkr @ 5346’. IFL @ 1200’. Swb FL dn to 5300’. Rec 24 BTF. SIFN w/est
281 BWTR.
DC: $5,109 TWC: $9,685

6/7/98 PO: Perf LDC sands/prep for frac. (Day 3)
Summary: 6/6/98 — TP: 0, CP: 0. Make 1 dry swb run. Fill csg w/27 BW. RU BJ
Services to tbg and frac CP sds w/102,300# 20/40 sd in 445 bbls Viking I-25 fluid.
Perfs broke dn @ 3920 psi. Treated @ ave press of 6825 psi w/ave rate of 27 bpm.
ISIP: 2000 psi, 5 min: 1840 psi. Flowback on 12/64” choke for 4-1/2 hrs & died. Rec
108 BTF (est 24% of load). SIFN w/est 645 BWTR.
DC: $28,471 TWC: $38,156

6/8/98 SD for Sunday.

6/9/98 PO: Frac LDC sds dn tbg. (Day 4)
Summary: 6/8/98 — TP: 25, CP: 0. Bleed off est 2 bbls frac fluid. Fill csg w/28 BW.
Open bypass on pkr. Circ hole w/50 BW - clean wir returns. Release pkr. TOH
w/tbg. LD pkr. RU Schiumberger & perf LDC sds @ 5032-35’, 5047-62’, 5069-76’,
5083-95', 5121-26’ & 5131-40’ w/2 jspf. TIH w/5-1/2" RBP, pup jt, 5-1/2" RTTS pkr &
L-80 tbg to 5180’. Set plug. Set pkr @ 5163. Press test plug to 3000 psi. (Fill tbg
w/3 BW). Release pkr & reset @ 4969'. IFL @ 200’. Swab tbg dn to 4900". Rec 27
BTF. SIFN w/est 647 BWTR.
DC: $6,743 TWC: $44,899

6/10/98 PO: Set Plug Below D-2 Sds/Swb FL DN L-80 tbg. (Day 5)
Summary: 6/9/98- TP: 0, CP: 0. 1 FLC 800’. Made 4 swb runs rec 24 BTF. FFLC
4900'. Fill csgw/25 BTF. RU BJ Services to tbg and frac “new LDC sds w/95,500#
20/40 sd in 432 bbls Viking I-25 fluid. Perfs broke dn @ 3010 psi, 5 min-1375 psi.
Treated @ ave press of 5520 psi w/ave rate of 27.5 BPM. ISIP-1540 psi, 5 min-1375
Psi. Flowback on 12/64 choke for 2 hrs & died. Rec 79 BTF (est 18% of load). SIFN
Wilest 1001 BWTR.
DC: $27,236 TWC: $72,135
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RESOURCES INC.

Daily Workover Report — Page Two

MONUMENT FEDERAL 24-17-9-16 Spud Date: 7/18/96
SE/SW Section 17, T09S R16E POP: 8/30/96
DUCHESNE Co., Utah TD: 5750

API # 43-013-31682 WO Rig: Flint #4352

6/10/98 PO: Set plug below D-2. Swab FL dn. LD L-80 tbg. (Day 5)

Summary: 6/9/98 - TP: 0, CP: 0. IFL @ 800'. Made 4 swab runs, rec 24 BTF. FFL
@ 4900'. Fill csg w25 BTF. RU BJ Services to tbg & frac “new” LDC sds w/95,500#
20/40 sd in 432 bbls Viking 1-25 fluid. Perfs broke dn @ 3010 psi. Treated @ ave
press of 5520 psi w/ave rate of 27.5 BPM. I[SIP: 1540 psi, 5 min: 1375 psi.
Flowback on 12/64 choke for 2 hrs & died. Rec 79 BTF (est 18% of ioad). SIFN w/est
1001 BWTR.

DC: $27,236 TWC: $72,135

6/11/98 PO: Frac D-1 sds. (Day 6)
Summary: 6/10/98 — TP: 0, CP: 0. Fill csg w/i24 BW. Rel. pkr @ 4969'. Circ hole
clean. TIH w/tbg. Tag sd @ 5073'. CO sd to RBP @ 5180". Lost est 25 BW.
Release plug. Pull up & reset @ 4758’. Set pkr @ 4720'. Press test plug to 3000 psi.
Release pkr. Swab FL dn to 4000". Rec 86 BTF. TOH & LD L-80 tbg & pkr. RU
Schlumberger & perf D-1 sds @ 4585-95’ w/4 jspf. TIH w/RH & tbg to 1256°. SIFN
wiest 964 BWTR.
DC: $6,442 TWC: $78,577

6/12/98 PO: Pull plug/clean out PBTD/swab well. (Day 7)

Summary: 6/11/98 — CP: 25. Bleed gas off well. TIH w/RH & tbg /1256 to 4670'.
IFL @ 800’, made 11 swb runs, rec 110 BTF w/tr oil, FFL holding @ 4000’. TOH
w/tbg. NU isolation tool. RU BJ Services and frac D-1 & D-2 sds w/117,110# 20/40
sd in 594 bbls Viking 1-25 fluid. Perfs broke dn @ 3170 psi. Treated @ ave press of
2415 psi w/ave rate of 30 bpm. ISIP: 2150 psi, 5 min: 1980 psi. Flowback on12/64”
choke for 4 hrs & died. Rec 150 BTF (est 25% of load). SIFN w/est 1298 BWTR.

DC: $23,366 TWC: $101,943

6/13/98 PO: Swab well. Trip & land production tbg. (Day 8)
Summary: 6/12/98 — CP; 0. TIH w/RH & tbg. Tag sd @ 4491". CO sd to RBP @
4758'. Release plug. TOH w/tbg. LD plug. TIH w/NC & tbg. Tag sd @ 5492". CO
sd to PBTD @ 5679'. Circ hole clean. Lost 250 BW during circ’s. Pull EOT to 5628'.
IFL @ sfc. Made 17 swab runs, rec 240 BTF w/tr sd. FFL @ 800°. SIFN w/est 1308
BWTR.
DC: $2,473 TWC: $104,416

6/14/98 PO: Run rods. Place well on production. (Day 9)
Summary: 6/13/98 — TP: 0, CP: 0. IFL @ 500'. Made 23 swab runs, rec 272 BTF
witr oil & no sd. FFL @ 1800°. TIH w/tbg. Tag sd @ 5673’ (6’ fill). TOH w/tbg. TIH
w/production tbg as follows: 2-7/8” NC, 1 jt tbg, SN, 4 jts tbg, 5-1/2" TA, 174 jts 2-7/8"
8rd 6.5# J-55 tbg. ND BOP. Set TA @ 5439 w/SN @ 5568’ & EOT @ 5600’. Land
tbg w/10,000# tension. NU well head. SIFN w/est 1036 BWTR.
DC: $3,520 TWC: $107,936

6/15/98  SD for Sunday.
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RESOURCES INC.

Daily Workover Report — Page Three

MONUMENT FEDERAL 24-17-9-16 Spud Date: 7/18/96

SE/SW Section 17, T09S R16E POP: 8/30/96

DUCHESNE Co., Utah TD: 5750’

APl # 43-013-31682 WO Rig: Flint #4352
6/16/98 PO: Well on production. (Day 10)

Summary: 6/15/98 — TP: 0. TIH w/rod string as follows: 2-1/2" x 1-1/2” x 15-1/2”
RHAC pmp (repaired), 1 — 2’ x 7/8" guided pony rod, 4 — 1-1/2” weight rods, 1 — 2’ x
7/8" guided pony rod, 4 — %" scrapered rods, 5 — 34" plain rods, 12 — %” scrapered
rods, 196 — %" plain rods, 1 ~ 6’ x %" pony rod, 1-1/4” x 22’ polished rod. Changed 43
—worn %" rod boxes. Seat pmp. Fill tbg w/7 BW. Press test pmp & thg to 500 psi.
RU pumping unit. Stroke pmp up to 1000 psi. Good pmp action. RDMO. PLACE
WELL ON PRODUCTION @ 12:00 pm, 6/15/98 W/86” SL @ 5 SPM. Est 1043
BWTR.

DC: $3,813 TWC: $111,749
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RESOURCES INC.

Daily Workover Report - Page Four

MONUMENT FEDERAL 24-17-9-16 Spud Date: 7/18/96

SE/SW Section 17, T09S R16E POP: 8/30/96

DUCHESNE Co., Utah TD: 5750’

API # 43-013-31682 WO Rig: Flint #4352

Date BOPD MCED BWPD BWTR Csg PSI Remarks
6/15/98 1043 Rec’d f/workover
6/16/98 215 0 0 1043 O# Making Wtr @ Wellhead
6/17/98 -156 0 255 788 80# -255 BW F/PROD; 154/wWDI
6/18/98 0 0 127 661 754#
6/19/98 -38 0 114 547 30# {(-)114 BW F/PROD TNK
6/20/98 -36 0 105 442 110# (-)105 BW F/PROD TNK
6/21/98 -38 0 120 322 100#
6/22/98 0 0 110 212 100#
6/23/98 -39 0 147 65 100# 93 BW F/PROD TNK
6/24/98 -117 0 216 100# (-) 216 BW F/PROD TNK
6/25/98 0 0 71 10#
6/26/98 70 0 0 10#
6/27/98 -45 0 119 10# (-} 119 BW F/PROD
6/28/98 -39 0] 110 304# {(-)110 BW F/PROD
6/29/98 0 0 79 68#
6/30/98 -35 0 113 100# (-)113 F/PROD TNK
7/1/98 30 0 0 O# Prod 12 hrs — no csg gas
7/2/98 48 0 56 80# 56 BW F/PROD
7/3/98 7 0 10 o# Prod 10 hrs — ¢sg gas; 10 BW F/T1
T/ORS

7/4/98 107 0 0 60#
7/5/98 -55 0 224 80# (-) 112 BW F/PROD TNK
7/6/98 -65 0 117 80# (-) 117 BW F/PROD T/JIF
7/7/98 72 0 0 404# :
7/8/98 102 0 37 150# 37 BW F/T1 T/T3
7/9/98 -84 0 106 O# (-) 106 BW F/T1 T/ORS; Dn 12 hrs
7/10/98 -25 0] 154 100# (-) 154 BW F/PROD TNK; 37 T/T3
7/11/98 19 0 198 30# 78 BW F/PROD TNK
7/12/98 114 0 11 20# 129 BO F/PRODT1 T/PRODT2
7/13/98 31 0 0 30# Prod 8 hrs - WO

7/14/98 PO: Isolate & swab zones (check for wtr}. (Day 1)

Summary: 7/13/98 — MIRU Flint #4358. HO Trk pumped 100 bbls prod wtr dn csg.
RD pumping unit. Unseat rod pmp. Flush rods w/50 bbls prod wir. TOH w/rod string
— LD pmp. ND well head. Release TA. NU BOP. PU & TIH w/3 jts tbg. Tag sd @
5663’ (10" add’l fill). LD 3 jts tbg. TOH w/production tbg. LD BHA. SIFN w/est 150
BWTR.

DC: $2,668 TWC: $2,668
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RESOURCES INC.

Daily Workover Report — Page Five

MONUMENT FEDERAL 24-17-9-16 Spud Date: 7/18/96
SE/SW Section 17, T09S R16E POP: 8/30/96
DUCHESNE Co., Utah TD: 5750’

APl # 43-013-31682 WO Rig: Flint #4352

7/15/98 PO: Isolate & swab zones for wtr entry. (Day 2)

Summary: 7/14/98 — CP: 0. TIH w/5-1/2” RBP, pup jt, 5-1/2" RTTS pkr & tbg. Set
plug @ 5616'. Set pkr @ 5587'. Fill tbg w/15 BW. Press test tbg & tools to 1500 psi.
Release pkr. Pull to 5393’ & reset. IFL @ 200’. Made 6 swab runs, rec 37 BTF (est
25 BW, 12 BO). FOC @ 90%. FFL @ 3200'. Release pkr. TIH w/tbg. Tag sd @
5591°. RU to circ. Fill hole w/175 BW to gain circulation. CO sd to RBP @ 5616'.
Release plug. Lost 75 BW during circ. Pull plug to 5187’ & reset. Pull pkr to 4869’ &
reset. IFL @ 50'. Made 7 swab runs, rec 53 BTF w/heavy sd. FOC @ 3%. FFL @
1900'. SIFN w/est 322 BWTR.

DC: $3,861 TWC: $6,529

7/16/98 PO: Drill out squeezed perfs. (Day 3)

Summary: 7/15/98 — TP: 0, CP: 0. IFL @ 1500’. 10C @ 10%. Made 4 swab runs,
rec 34 BTF w/tr oil & heavy sd on last run. FFL @ 2100". Release pkr. TIH witbg.
Tag sd @ 5093. CO sd to 5178'. (Lost 229 BW circulating). Pull pkr to 4969 &
reset. RU Halliburton & squeeze upper LDC perfs w/sequence as follows: 5 bbls
Calcium Chloride wtr , 2 bbls fresh wtr, 9.5 bbls Flowcheck, 7 bbls Injectrol “G”, 2 bbls
fresh wtr, 20 sks Class "G” Neat cmt mixed @ 15.6 ppg w/1.18 cf/sk yield, 2 bbls fresh
wtr, 5 bbls Calcium Chloride wtr, 2 bbls fresh wir, 8.5 bbls Flowcheck, 2 bbls fresh witr,
90 sks Class “G” Neat cmt mixed @ 15.6 ppg w/1.18 cf/sk yield, 30 bbls fresh wir
displacement w/press @ 1500 psi. Bleed press off slowly — no flowback. Release
pkr. Rev circ 1-1/2 tbg volumes. Rec 1-1/2 bbl cmt. Reset pkr @ 4965’. Press up on
tbg to 1000 psi. After 20 min — press @ 350 & holding. SIFN w/est 647 BWTR. (Lost
80 BW during cmt job & reversing out cmt.)

DC: $8,687 TWC: $15,216

7/17/98 PO: Drill out & swab test squeezed LDC perfs. (Day 4)

Summary: 7/16/98 — TP: 0, CP: 0. Tbg on slight vacuum. Fill w/1/2 BW. Pressure
up against squeezed LDC perfs to 500 psi. Leaks off 100 psi in 5 min, 400 psi in 15;
min. Release pkr. TOH w/tbg. LD pkr, pup jt, RH. TIH w/4-3/4” drag bit, bit sub &
tbg. Tag cmt @ 4984’'. RU power swivel. Drill out cmt to 5009’ (soft cmt). PU off btm
& circ hole clean. WO mechanic to repair rig. SIFN w/est 749 BWTR. (Lost 102 BW
filling hole & drilling cmt.)

DC: $1,957 TWC: $17,173

7/18/98 PO: Swab test squeezed LDC perfs. (Day 5)

Summary: 7/17/98 — TP: 0, CP: 0. Fill hole w/30 BW to gain circ. Drilled soft cmt
/5010’ to 5042". Lost circ, took 24 bbls to regain. Drilled hard cmt /5042’ to 5094’ —
fell through. Circ dn to 5178’. Circ hole clean. Lost add’l 20 BW. RD drlg equipment.
TOH witbg. LD bit & bit sub. TIH w/RH, pup jt, 5-1/2 RTTS pkr & tbg. Set pkr @
4969'. IFL @ 450’. Made 5 swab runs, rec 26 BTF. Stack out on something @ 4500’
on 6™ run, couldn’t get through. Made a sinker bar run & didn't tag anything. Ran
cups on next run, tagged fluid @ 4500, ran to pkr, didn't pull any fluid. SIFN w/est
797 BWTR.

DC: $2,864 TWC: $20,037
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RESOURCES INC.

M Daily Workover Report — Page Six
MONUMENT FEDERAL 24-17-9-16 Spud Date: 7/18/96
SE/SW Section 17, T0O9S R16E POP: 8/30/96
DUCHESNE Co., Utah TD: 5750’
API # 43-013-31682 WO Rig: Flint #4352

7/19/98 PO: Well on production. (Day 6)

Summary: 7/18/98 — TP: 5, CP: 0. Bleed sm amt gas off thg. IFL @ 3700’. (800’
overnite inflow.) Rec 4 BTF 1% run (2 BO, 2 BW). 2" run dry. Release pkr. TIH &
tag sd @ 5178'. CO sd to RBP @ 5187'. Release plug. TOH w/tbg & LD tools. TIH
w/4-3/4” bit, 5-1/2" csg scraper & thg. Tag sd @ 5649’. CO sd to PBTD @ 5679,
Circ hole clean. Lost est 100 BW filling hole & both circulations. TOH wi/tbg. LD bit &
scraper. TIH w/production tbg as follows: 2-7/8 NC, 1 jt tbg, SN, 4 jts tbg, 5-1/2 TA,
174 jts 2-7/8 8rd 6.5# J-55 tbg. ND BOP. Set TA @ 5439 w/SN @ 5568 & EOT @
5600’. Land tbg w/12,000# tension. NU wellhead. PU & TiH w/rod string as follows:
2-1/2 x 1-1/2 x 15-1/2 RHAC pmp, 4 — 1-1/2” weight rods, 1 — 2’ x 7/8” scrapered pony
rod, 4 — %" scrapered rods, 5 — %" plain rods, 12 — 34" scrapered rods, 196 — %" plain
rods, 1 —2', 1 — 6" x %" pony rods, 1-1/4 x 22’ polished rod. Seat pmp. RU pumping
unit. Fill tbg w/4 BW. Press test tbg & pmp to 500 psi. Stroke pmp up w/unit to 800
psi. Good pmp action. PLACE WELL ON PRODUCTION @ 6:30 PM, 7/18/98 W/86"
SL @ 6 SPM. Est 899 BWTR.

DC: $3,556 TWC: $23,593

7/20/98  SD for Sunday.
7/21/98 PO: Well on production. (Day 7)

Summary: 7/20/98 — Check well — pumping good. Rack out equipment. RDMO.
DC: $416 TWC: $24,009



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1.
2. Plug #1
3. Plug #2
4.
5. Plug #3
6.
7. Plug #4

Monument Federal #24-17-9-16

Set CIBP @ 4614’
Set 100’ plug on top of CIBP using 12 sx Class “G” cement

180’ balance plug using 22 sx Class “G” cement 50’ above Trona-Bird’s Nest
extending 50’ below base of Mahogany Oil Shale

Perforate 4 JSPF @ 1577’

120’ plug covering Uinta/Green River formation using 25sx Class “G” cement
pumped under CICR and out perforations. Follow using 7 sx Class “G” cement
pumped on top of CICR

Perforate 4 JSPF @ 330°

Circulate 102 sx Class “G” cement down 5 '4” casing and up the 5-1/2” x 8-5/8”
annulus

The approximate cost to plug and abandon this well is $42,000.



ATTACHMENT K-/

Spud Dates 7/18/1996 Monument Fed. #24-17-9-16

Put on Production: 8/30/1996 Initial Production: 20 BOPD,

GL: 6008’ KB: 6018 Proposed P & A NM MCFD, 5§ BWPD
Wellbore Diagram

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 268.95

DEPTH LANDED: 279.95°

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, est 4 bbls cmt to surf.

Circulate 102 sx Class “G” Cement down 5-1/2” casing and
up the 5 14" x 8 5/8” annulus

Perforate 4 JSPF @ 330°

7 sx Class G Cement plug on top of CICR
CICR @ 1517 Uinta/Green River

25 sx Class G Cement plug below CICR 120" Plug w/0” excess
Perforate 4 JSPF @ 1577 (457-13777)
PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.54

LENGTH: 5716.51°

DEPTH LANDED: 5726.51’

HOLE SIZE: 7-7,8"

CEMENT DATA: 150 sxs Super “G” & 310 sxs 50/50 POZ.
CEMENT TOP AT: 2027' per CBL

Cement Top @ 2027’ -

180’ balance plug using 22 sx Class “G” cement 50’
above Trona-Bird’s Nest extending 50 below base of
Mahogany Oil Shale (2770°-2950")

100’ (12 sx) Class G Cement plug on top of CIBP

4585-4595" squeezed:
CIBP @ 4614’

4664’-4669°

"- i

I"_

4845°-4850°
4950°-4955°

5022’-5036’
5045°-5063"
5068°-5096’

5102°-5110°
S118°-5128°
S131°-5148°

5200°-5206"
5209°-5212°
5216°-5220°
5222°-5226
5229°-5234

'I‘A'I'l'—'A'I‘l‘l‘l’_‘l‘l’l’l‘l'_'l'

AR

I‘l

5482°-5485°

5517°-5528”
5551°-5561°

NEWFIELD

Top of Fill 5665”

PBTD @ 5679°

Monument Fed. #24-17-9-16
660’ FSL. & 1980’ FWL
SESW Section 17-T9S-R16E TD@ s
Duchesne Co, Utah
API #43-013-31682; Lease #U-52018

SHOE 5726’

IL 1/21/2014
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